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Foreword 



rd , 



This Technical Specification (TS) has been produced by the 3 Generation Partnership Project (3GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of this present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 
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Scope 



The present document specifies and establishes the characteristics of the physicals layer procedures in the FDD and 
TDD modes of E-UTRA. 



References 



The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

• References are either specific (identified by date of publication, edition number, version number, etc.) or 
non-specific. 

• For a specific reference, subsequent revisions do not apply. 

• For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document 
(including a GSM document), a non-specific reference implicitly refers to the latest version of that document in 
the same Release as the present document. 

[ 1 ] 3GPP TR 2 1 .905 : "Vocabulary for 3GPP Specifications" 

[2] 3GPP TS 36.201 : "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical Layer - 

General Description" 

[3] 3GPP TS 36.2 11: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical channels and 

modulation" 

[4] 3GPP TS 36.212: "Evolved Universal Terrestrial Radio Access (E-UTRA); Multiplexing and 

channel coding" 

[5] 3GPP TS 36.214: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer - 

Measurements" 

[6] 3GPP TS 36.101: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) 

radio transmission and reception" 

[7] 3GPP TS 36.104: "Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) 

radio transmission and reception" 

[8] 3GPP TS36.321, "Evolved Universal Terrestrial Radio Access (E-UTRA); Medium Access 

Control (MAC) protocol specification" 

[9] 3GPP TS36.423, "Evolved Universal Terrestrial Radio Access (E-UTRA); X2 AppHcation 

Protocol (X2AP)" 

[10] 3GPP TS36.133, "Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for 

support of radio resource managemenf ' 

[11] 3GPP TS36.331, "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource 

Control (RRC) protocol specification" 

[12] 3GPP TS 36.306: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) 

radio access capabilities". 
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Definitions, symbols, and abbreviations 



3.1 Symbols 

For the purposes of the present document, the following symbols apply: 

n f System frame number as defined in [3] 

n. Slot number within a radio frame as defined in [3] 

Number of configured cells 

Downlink bandwidth configuration, expressed in units of N'^° as defined in [3] 
Uplink bandwidth configuration, expressed in units of Nf^ as defined in [3] 
Number of SC-FDMA symbols in an uplink slot as defined in [3] 



^cells 



'RB 

rUL 



N 
Nkb 

N 



symb 
RB 



fRB, 



Resource block size in the frequency domain, expressed as a number of subcarriers as defined in 

[3] 

Basic time unit as defined in [3] 



3.2 



Abbreviations 



For the purposes of the present document, the following abbreviations apply. 

ACK Acknowledgement 

BCH Broadcast Channel 

CCE Control Channel Element 

CIF Carrier Indicator Field 

CQI Channel Quality Indicator 

CRC Cyclic Redundancy Check 

CSI Channel State Information 

DAI Downlink Assignment Index 

DCI Downlink Control Information 

DL Downlink 

DL-SCH Downlink Shared Channel 

DTX Discontinuous Transmission 

EPRE Energy Per Resource Element 

MCS Modulation and Coding Scheme 

NACK Negative Acknowledgement 

PBCH Physical Broadcast Channel 

PCFICH Physical Control Format Indicator Channel 

PDCCH Physical Downlink Control Channel 

PDSCH Physical Downlink Shared Channel 

PHICH Physical Hybrid ARQ Indicator Channel 

PMCH Physical Multicast Channel 

PMI Precoding Matrix Indicator 

PRACH Physical Random Access Channel 

PRS Positioning Reference Symbol 

PRB Physical Resource Block 

PUCCH Physical UpUnk Control Channel 

PUSCH Physical Uplink Shared Channel 

PTI Precoding Type Indicator 

QoS Quality of Service 

RBG Resource Block Group 

RE Resource Element 

RI Rank Indication 

RPF Repetition Factor 

RS Reference Signal 
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SIR Signal-to-Interference Ratio 

SINR Signal to Interference plus Noise Ratio 

SPS C-RNTI Semi-Persistent Scheduling C-RNTI 

SR Scheduling Request 

SRS Sounding Reference Symbol 

TA Time alignment 

TTI Transmission Time Interval 

UCI Uplink Control Information 

UE User Equipment 

UL Uplink 

UL-SCH Uplink Shared Channel 

VRB Virtual Resource Block 



Synchronisation procedures 



4.1 



Cell search 



Cell search is the procedure by which a UE acquires time and frequency synchronization with a cell and detects the 
physical layer Cell ID of that cell. E-UTRA cell search supports a scalable overall transmission bandwidth 
corresponding to 6 resource blocks and upwards. 

The following signals are transmitted in the downlink to facilitate cell search: the primary and secondary 
synchronization signals. 

4.2 Timing synchronisation 

4.2.1 Radio link monitoring 

The downlink radio link quality of the primary cell shall be monitored by the UE for the purpose of indicating out-of- 
sync/in-sync status to higher layers. 

In non-DRX mode operation, the physical layer in the UE shall every radio frame assess the radio link quality, 
evaluated over the previous time period defined in [10], against thresholds (Qout and QiJ defined by relevant tests in 
[10]. 

In DRX mode operation, the physical layer in the UE shall at least once every DRX period assess the radio link quality, 
evaluated over the previous time period defined in [10], against thresholds (Qout and QiJ defined by relevant tests in 
[10]. 

If higher-layer signalling indicates certain subframes for restricted radio link monitoring, the radio link quality shall not 
be monitored in any subframe other than those indicated. 

The physical layer in the UE shall in radio frames where the radio link quality is assessed indicate out-of-sync to higher 
layers when the radio link quality is worse than the threshold Qout- When the radio link quality is better than the 
threshold Qi„, the physical layer in the UE shall in radio frames where the radio link quality is assessed indicate in-sync 
to higher layers. 

4.2.2 Inter-cell synchronisation 

No functionality is specified in this section in this release. 

4.2.3 Transmission timing adjustments 

Upon reception of a timing advance command, the UE shall adjust its uplink transmission timing for 
PUCCH/PUSCH/SRS of the primary cell. The timing advance command indicates the change of the uplink timing 
relative to the current uplink timing as multiples of 16 T, . The start timing of the random access preamble is specified in 
[3]. The UL transmission timing for PUSCH/SRS of a secondary cell is the same as the primary cell. 
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In case of random access response, 1 1-bit timing advance command [8], I^, indicates Nja values by index values of 
Ta = Q, 1,2, ..., 1282, where an amount of the time alignment is given by Nja = Ta x16. Nta is defined in [3]. 

In other cases, 6-bit timing advance command [8], Ta, indicates adjustment of the current Nta value, Nta.om, to the new 
A't-^ value, NrA.new, by index values of Ta = 0, 1, 2,..., 63, where NrA.new = Nta.ou + (Ta -31)x16. Here, adjustment of Nta 
value by a positive or a negative amount indicates advancing or delaying the uplink transmission timing by a given 
amount respectively. 

For a timing advance command received on subframe n, the corresponding adjustment of the timing shall apply from 
the beginning of subframe n+6. When the UE's uplink PUCCH/PUSCH/SRS transmissions in subframe n and subframe 
n+l are overlapped due to the timing adjustment, the UE shall transmit complete subframe n and not transmit the 
overlapped part of subframe n+ 1 . 

If the received downlink timing changes and is not compensated or is only partly compensated by the uplink timing 
adjustment without timing advance command as specified in [10], the UE changes Nta accordingly. 

4.3 Timing for Secondary Cell Activation / Deactivation 

When a UE receives an activation command [8] for a secondary cell in subframe n, the corresponding actions in [8] 
shall be applied in subframe n+8. 

When a UE receives a deactivation command [8] for a secondary cell or a secondary cell's deactivation timer expires in 
subframe n, the corresponding actions in [8] shall apply no later than subframe n+8, except for the actions related to 
CSl reporting which shall be applied in subframe n+8. 



5 Power control 

Downlink power control determines the energy per resource element (EPRE). The term resource element energy 
denotes the energy prior to CP insertion. The term resource element energy also denotes the average energy taken over 
all constellation points for the modulation scheme applied. Uplink power control determines the average power over a 
SC-FDMA symbol in which the physical channel is transmitted. 

5.1 Uplink power control 

Uplink power control controls the transmit power of the different uplink physical channels. 

For PUSCH, the transmit power /pusCH c(0 defined in section 5.1.1, is first scaled by the ratio of the number of 

antennas ports with a non-zero PUSCH transmission to the number of configured antenna ports for the transmission 
scheme. The resulting scaled power is then split equally across the antenna ports on which the non-zero PUSCH is 
transmitted. 

For PUCCH or SRS, the transmit power /pucCH(0 ' defined in Section 5.1.2, orPgj^s ^(i) is split equally across 
the configured antenna ports for PUCCH or SRS. Psrs c(0 is the linear value of P^j^^ ^(i) defined in Section 5.1.3. 

A cell wide overload indicator (OI) and a High Interference Indicator (HII) to control UL interference are defined in [9]. 

5.1 .1 Physical uplink shared channel 
5.1.1.1 UE behaviour 

The setting of the UE Transmit power for a physical uplink shared channel (PUSCH) transmission is defined as follows. 

If the UE transmits PUSCH without a simultaneous PUCCH for the serving cell c , then the UE transmit power 
/puscH c (0 for PUSCH transmission in subframe / for the serving cell c is given by 



£75/ 



3GPP TS 36.21 3 version 1 0.3.0 Release 10 10 ETSI TS 1 36 21 3 VI 0.3.0 (201 1 -1 0) 

. KCMAX.cO), 1 r.T. -, 

n'TisrHr(0 = nun-^ > [dBmJ 

' [l01ogio(MpusCH,c(0) + ^0„PUSCH,c(j) + «c(j) ' PLc + AtF,c(0 + /c(Oj 

If the UE transmits PUSCH simultaneous with PUCCH for the serving cell c , then the UE transmit power 
fpuscH c (0 fo'" '^he PUSCH transmission in subframe / for the serving cell c is given by 

. Jl01ogjo(PcMAX,c(0-A'UCCH(0), I .JO ^ 

101ogio(MpusCH,c(0) + ^O PUSCH,c(i) + «c(i) ' P^c + AjRcCO + fd') 



where. 



PcMAX,ci') is the configured UE transmit power defined in [6] in subframe / for serving cell c and 
^CMAXc(') is the linear value of ^cMAXc(0- 

/pucch(0 is the linear value of PpuccH(0 defined in section 5.1.2.1 

M PUSCH c (') is '^he bandwidth of the PUSCH resource assignment expressed in number of resource blocks 
valid for subframe / and serving cell c . 

^O PUSCH c(i) is a parameter composed of the sum of a component ^o NOMINAL PUSCH c(i) provided from 

higher layers for j=0 and 7 and a component Pq ue pusch c (i) provided by higher layers for j=0 and 1 for 

serving cell c . For PUSCH (re)transmissions corresponding to a semi -persistent grant then 7=0 , for PUSCH 
(re)transmissions corresponding to a dynamic scheduled grant thenj=7 and for PUSCH (re)transmissions 
corresponding to the random access response grant then j=2. Pq ue pusch c (2) = and 

^0_NOME^AL_PUSCH,c (2) = ^o_PRE + ^ PREAMBLE _Msg'i ' where the parameter 

preamblelnitialReceivedTargetPower [8] ( Pq ^^^ ) and ^preamble M^gi ^^^ signalled from higher layers. 

For j =0 or 1, a^ e {O, 0.4, 0.5, 0.6, 0.7, 0.8, 0.9, l} is a 3-bit parameter provided by higher layers for serving 
cell c.Forj=2, a^{j) = l. 

PL^ is the downlink pathloss estimate calculated in the UE for serving cell c in dB and PL^ = 

referenceSignalPower - higher layer filtered RSRP, where referenceSignalPower is provided by higher layers 
and RSRP is defined in [5] for the reference serving cell and the higher layer filter configuration is defined in 
[11] for the reference serving cell. The serving cell chosen as the reference serving cell and used for 
determining referenceSignalPower and higher layer filtered RSRP is configured by the higher layer parameter 
pathlossReferenceLinking. 

A7.p^(0 = 101ogio((2^™^'^' -ij-y^o^ff^j for /Ts =1.25 and for 7^5=0 where K^ is given by the 

parameter deltaMCS-Enabled provided by higher layers for each serving cell c . BPRE and p offset ' for 
each serving cell c , are computed as below. K^ =Q for transmission mode 2. 

c-i 
o /?/'/?£' = Of-Qj /A^i^g for control data sent via PUSCH without UL-SCH data and \^ K^/N^^for 

Other cases. 

■ where C is the number of code blocks, K^ is the size for code block r , Oqqi is the 
number of CQI/PMI bits including CRC bits and N^^ is the number of resource elements 
determined asA?RE=M.™^c«-™"«^A'™|™-'"'"''i, where C , K^, M ^f'^" -'""'"' and 

tPUSC 
symb 



A TPUSCH-initial , ^ , . r^i 

''^svmb ^^ defined in [4J. 



^™;;;™ = ^^'j^e/^ for control data sent via PUSCH without UL-SCH data and 1 for other cases. 
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• <^pusCH c is ^ correction value, also referred to as a TPC command and is included in PDCCH with DCI 
format 0/4 for serving cell c or jointly coded with other TPC commands in PDCCH with DCI format 3/3 A 
whose CRC parity bits are scrambled with TPC-PUSCH-RNTI. The current PUSCH power control adjustment 
state for serving cell c is given by /^ (/) which is defined by: 

o /^, (0 = /^ {i - 1) + <5pusCH c (' ~ ^PUSCH ) if accumulation is enabled based on the parameter 

Accumulation-enabled provided by higher layers or if the TPC command <JpusCH c is included in a 
PDCCH with DCI format for serving cell c where the CRC is scrambled by the Temporary C- 



RNTI 



where (JpusCH c (' ~ ^PUSCH ) was signalled on PDCCH with DCI format 0/4 or 3/3 A on 
subframe / - ^py^cH ' ^^'^ where /^, (0) is the first value after reset of accumulation. 



■ The value of Kpu^^^fj is 

. ForFDD,/:pf,,cH=4 

• For TDD UL/DL configurations 1 -6, Kp^^^j^ is given in Table 5.1.1.1-1 

• For TDD UL/DL configuration 

o If the PUSCH transmission in subframe 2 or 7 is scheduled with a PDCCH 
of DCI format 0/4 in which the LSB of the UL index is set to 1, Kpu^^u = 
1 

o For all other PUSCH transmissions, pusch j^ gjven in Table 5.1.1.1-1. 

■ The UE attempts to decode a PDCCH of DCI format 0/4 with the UE' s C-RNTI or DCI 
format for SPS C-RNTI and a PDCCH of DCI format 3/3 A with this UE's TPC-PUSCH- 
RNTI in every subframe except when in DRX 

■ If DCI format 0/4 for serving cell c and DCI format 3/3 A are both detected in the same 
subframe, then the UE shall use the <JpusCH c provided in DCI format 0/4. 

■ <JpusCH c = dB for a subframe where no TPC command is decoded for serving cell c or 
where DRX occurs or / is not an uplink subframe in TDD. 

■ The <5pusCH c ^^ accumulated values signalled on PDCCH with DCI format 0/4 are given 
in Table 5.1.1.1-2. If the PDCCH with DCI format is validated as a SPS activation or 
release PDCCH, then <JpusCH,c is OdB. 

■ The <JpuscH dB accumulated values signalled on PDCCH with DCI format 3/3A are one of 
SETl given in Table 5.1.1.1-2 or SET2 given in Table 5.1.1.1-3 as determined by the 
parameter TPC-Index provided by higher layers. 

■ If UE has reached i^cMAX c for serving cell c , positive TPC commands for serving cell c 
shall not be accumulated 

■ If UE has reached minimum power, negative TPC commands shall not be accumulated 

■ UE shall reset accumulation 

• For serving cell c , when Pq ue pusch c value is changed by higher layers 

• For the primary cell, when the UE receives random access response message 

o /^ (i) = <JpusCH c (' ~ ^PUSCH ) if accumulation is not enabled for serving cell c based on the 
parameter Accumulation-enabled provided by higher layers 

■ where <JpusCH c (' ~ ^PUSCH ) was signalled on PDCCH with DCI format 0/4 for serving 
cell c on subframe / - Kpu^^-u 

■ The value of Kp,,^^H is 
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. For FDD, Kp^j,cH='^ 

• For TDD UL/DL configurations 1-6, Kp^j^^^j is given in Table 5.1.1.1-1 

• For TDD UL/DL configuration 

o If the PUSCH transmission in subfi-ame 2 or 7 is scheduled with a PDCCH 
of DCI format 0/4 in which the LSB of the UL index is set to 1, Kpjj^^u = 
1 

o For all other PUSCH transmissions, Kp^^^j^ is given in Table 5.1.1.1-1. 

■ The <JpusCH c dB absolute values signalled on PDCCH with DCI format 0/4 are given in 
Table 5.1.1.1-2. If the PDCCH with DCI format is validated as a SPS activation or release 
PDCCH, then <JpusCH,c isOdB. 

■ /^ (0 = f^ (i - 1) for a subframe where no PDCCH with DCI format 0/4 is decoded for 
serving cell c or where DRX occurs or ;' is not an uplink subframe in TDD. 

o For both types of f^ (*) (accumulation or current absolute) the first value is set as follows: 

■ If Pq ue PUSCH c value is changed by higher layers and serving cell c is the primary cell 
or, if Pq ue PUSCH c value is received by higher layers and serving cell c is a Secondary 
cell 

• fc(0) = 



Else 



If serving cell c is the primary cell 

*-" Jc v^-* ~ '^^rampup^ ^msgl 



where S^^„2 i^ the TPC command indicated in the random 
access response, see Section 6.2, and 



^P. 



ramp up 



is provided by higher layers and corresponds to the total 



power ramp-up from the first to the last preamble 



Table 5.1.1.1-1 ^pusch for TDD configuration 0-6 



TDD UL/DL 
Configuration 


subframe number / 





1 


2 


3 


4 


5 


6 


7 


8 


9 





- 


- 


6 


7 


4 


- 


- 


6 


7 


4 


1 


- 


- 


6 


4 


- 


- 


- 


6 


4 


- 


2 


- 


- 


4 


- 


- 


- 


- 


4 


- 


- 


3 


- 


- 


4 


4 


4 


- 


- 


- 


- 


- 


4 


- 


- 


4 


4 


- 


- 


- 


- 


- 


- 


5 


- 


- 


4 


- 


- 


- 


- 


- 


- 


- 


6 


- 


- 


7 


7 


5 


- 


- 


7 


7 


- 
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Table 5.1.1.1-2: Mapping of TPC Command Field in DCI format 0/3/4 to absolute and accumulated 

'^puscH.c values. 



TPC Command Field in 
DCI format 0/3/4 


Accumulated 

'^PUSCH.c 

[dB] 


Absolute <5puscH,c [dB] 
only DCI format 0/4 





-1 


-4 


1 





-1 


2 


1 


1 


3 


3 


4 



Table 5.1.1.1-3: Mapping of TPC Command Field in DCI format 3A to accumulated S] 



PUSCH.c 



values. 



TPC Command Field in 
DCI format 3A 


Accumulated <JpuscH,c 
[dB] 





-1 


1 


1 



If the total transmit power of the UE would exceed i'cAMZ (0 ' '^^e UE scales /pusCH c (0 for ^^ serving cell c in 
subframe / such that the condition 

E W(i) ■ huSCH,c(i) ^ (4mAx(0 - ^PUCCh(O) 

c 

is satisfied where ^pucch(') is the linear value of ^pucchC')^ A'USCHc(') is the linear value of ^pusCHcC')^ 
^CMAx (^) ^^ ^^^ linear value of the UE total configured maximum output power Pq^^j^x defined in [6] in subframe / 
and M'(/) is a scaling factor of /puscH c (0 for serving cell c where 0<w(/)<l. In case there is no PUCCH 
transmission in subframe / /pucCH (0 = • 

If the UE has PUSCH transmission with UCI on serving celly and PUSCH without UCI in any of the remaining serving 
cells, and the total transmit power of the UE would exceed /'cmaz (0 ' the UE scales /pusCH c (0 for the serving cells 
without UCI in subframe / such that the condition 



Yu ^(^') ■ A.USCH,c (0 ^ [PCMAX (0 - hmCHJ (O) 



is satisfied where ipusCH /(O is the PUSCH transmit power for the cell with UCI and wii) is a scaling factor of 
fpuscH c(0 for serving cell c without UCI. In this case, no power scaling is applied to ipuscH /'(') 
unless y w{i) ■ fpusCH c (0 = ^^d the total transmit power of the UE still would exceed /'cmax (0 ■ Note 

that w{i) values are the same across serving cells when wii) > but for certain serving cells w(i) may be zero. 

If the UE has simultaneous PUCCH and PUSCH transmission with UCI on serving cell j and PUSCH transmission 
without UCI in any of the remaining serving cells, and the total transmit power of the UE would exceed P^max (^) ' the 
UE obtains PpusCH c (') according to 



PUSCH,/ 



. (/) = min(PpuscH.y (0, (^CMAX (0 - A.UCCH (Oj) 



and 
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X ^(^') ■ -PpUSCH.e (0 ^ i^CMAX (0 " -PpuCCH (0 " -PpUSCH,) (0 j 



Ci^7 



5.1.1.2 Power headroom 

There are two types of UE power headroom reports defined. A UE power headroom PH is vahd for subframe / for 
serving cell c . 

Type 1: 

If the UE transmits PUSCH without PUCCH in subframe / for serving cell c , power headroom for a Type 1 report is 
computed using 

^^typel,c(0 = ^CMAX,c(0- {l01ogio(MpusCH,c(0) + ^O.PUSCH.cO) + «c(7) ' ^^c + Axf,c(') + /c(0 } [dB] 
where, PcmaxcO)' ^PUSCH,c(0, ^o_PUSCH,c(j) ^ 0!,(j) , PL^, Aj^Ji) and f,.(i) are defined in section 5.1.1.1. 



If the UE transmits PUSCH with PUCCH in subframe ; for serving cell c , power headroom for a Type 1 report is 
computed using 

^^typel,c(0 = ^CMAX,c(0- {l01ogio(MpusCH,c(0) + ^0_PUSCH,c(7) + «c(i) ' ^^c + AtF,AO + fdO ] [dB] 

where, MpuscH.cO), ^o_PUSCH,c (i) ' «c(i)' ^^c \f,A') ^^'^ fc(^') are defined in section 5.1.1.1. 

Pqmax c ^^^ ^^ computed based on the requirements in [6] assuming a PUSCH only transmission in subframe / . For 

this case, the physical layer delivers Pqmax c *^'^ instead of ^CMAX c *^'^ '■° higher layers. 



If the UE does not transmit PUSCH in subframe / for serving cell c , power headroom for a Type 1 report is 
computed using 

^^typel,cO') = ^CMAX,cO')- { Po_PUSCH,ca) + ^cCD ' 'P^c + /cO') } [dB] 

where, Pcmax,c(0 is computed assuming MPR=OdB, A-MPR=OdB, P-MPR=OdB and ATc =OdB, where MPR , A- 
MPR, P-MPR and ATc are defined in [6]. ^o PUSCH c(l)' (^cW ^ PL^, and /^(O are defined in section 5.1.1.1. 



Type 2: 

If the UE transmits PUSCH simultaneous with PUCCH in subframe / for the primary cell, power headroom for a Type 
2 report is computed using 



^^type2 (') = PCMAX,C (0 " lOlogio 



f jo(l01og,o (Mpuscac (0)+/'o_puscH.c (j)+aA.iyPL, +Ajp^, (i)+f, (i))/W ^ 



V 



[dB] 



where, PcMAX,c ' ■^PUSCH,c(0, -Po.PUSCH.cO) ^ «c(7)' Atf,,(0 and /,.(/) are the primary cell parameters as 
defined in section 5.1.1.1 and io_puccH ' -f^c ^i^CQl^^HARQ^f^SR) ^ Af_pucch(^)' ^TxD^P') ^"d g(i) are 
defined in section 5.1.2.1 
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If the UE transmits PUSCH without PUCCH in subframe / for the primary cell, power headroom for a Type 2 report is 
computed using 



^Wtype2 (0 = -PCMAX.C (0 " lOlogio 



f ^Q(l01og|0 (Mpuscac (0) + /'o_PUSCH.c (-/■) + «.. iJyPL, +ATF.e (0 + /,. (0)/10^ 



[dB] 



y 



where, itMAX,c(0 , A^PUSCH,c(0, ^o_PUSCH,c (i) > «c(i)' Atp^C/) and /^(O are the primary cell parameters as 
defined in section 5.1.1.1 and ^o pucch ' ^^c ^^^ §(0 are defined in section 5.1.2.1. 



If the UE transmits PUCCH without PUSCH in subframe ; for the primary cell, power headroom for a Type 2 report is 
computed using 



^^type2 (0 = -PCMAX.C (0 " lOlog 



10 



^lO^^O-Puscac (D+Wc (l)-fi. + /c (0)/10 > 

^. ^q\Poj-vcch +PI-C +h("cQi ,"mRQ '"sR j+AppuccH {f)+^TxD (F')+g{i))/W 



[dB] 



where, Pq pusCH c(l)' '^c(l) ^^id /^, (0 are the primary cell parameters as defined in section 5.1.1.1, 

^CMAX,c(0,^o_PUCCH' -P^' h{ncQi,nHARQ,nsR), Ap_pucch(^)' ^Txd(F') and g(i) are also defined in section 
5.1.2.1. 



If the UE does not transmit PUCCH or PUSCH in subframe i for the primary cell, power headroom for a Type 2 
report is computed using 



PHtypel (0 = -PcMAX.c (0 - lOlogio 



+ ^q(Po_pucch+PL,+8{'))/W 



[dB] 



y 



where, PcmaxA^) is computed assuming MPR=OdB, A-MPR=OdB, P-MPR=OdB and ATc =OdB, where MPR , A- 
MPR, P-MPR and ATc are defined in [6], ^o PUSCH c(l) ' '^c(l) and f^(i) are the primary cell parameters as 
defined in section 5.1.1.1 and ^o pucch ' P^c and g{i) are defined in section 5.1.2.1. 

The power headroom shall be rounded to the closest value in the range [40; -23] dB with steps of 1 dB and is delivered 
by the physical layer to higher layers. 



5.1 .2 Physical uplink control channel 
5.1.2.1 UE behaviour 

If serving cell c is the primary cell, the setting of the UE Transmit power ^puccH fo'" '^he physical uplink control channel 
(PUCCH) transmission in subframe i is defined by 

/x . [■fcMAX,c(0, I r.^ -, 

Ppuccil[i)=min-!. I \ , . , .> [dBm] 

[^O.PUCCH +^^c +h[ncQI,nHARQnsR)+'^F_PUCCH{F) + '^TxD(F') + 8{')\ 

where 

• ^CMAX c (') is the configured UE transmit power defined in [6] in subframe i for serving cell c . 

• The parameter AppucQjj(/^) is provided by higher layers. Each Ap pyj.f,jj(/^) value corresponds to a 

PUCCH format (F) relative to PUCCH format la, where each PUCCH format (F ) is defined in Table 5.4-1 of 
[3]. 
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• If the UE is configured by higher layers to transmit PUCCH on two antenna ports, the value of Aj^j){F') is 
provided by higher layers where each PUCCH format F' is defined in Table 5.4-1 of [3] ; otherwise, 

• hitiQQj , tifjji^jfQ , n^^ ) is a PUCCH format dependent value, where ^(-.g/ corresponds to the number of 
information bits for the channel quality information defined in section 5.2.3.3 in [4]. n^^ = 1 if subframe ; is 
configured for SR for the UE not having any associated transport block for UL-SCH, otherwise n^^ =0. If 
the UE is configured with one serving cell m//aro i^ ^^ number of HARQ bits sent in subframe ;'; otherwise, 
the value of rifj^j^n is defined in section 10.1. 

o For PUCCH format 1,1a and lb h\nQQj , rifj^^i^Q , m^^ j = 

o For PUCCH format lb with channel selection, if the UE is configured with more than one serving 

cell, HricQi , rifjARQ ,nsR) = , otherwise, h[ncQi , riHARQ , "sR ) = 



o For PUCCH format 2, 2a, 2b and normal cyclic prefix 



h[ncQi^nHARQnsR)-- 



10 log 



10 



^«ce/^ 



if ncQi >4 



otherwise 



o For PUCCH format 2 and extended cyclic prefix 



h\ncQhnHARQnsR]=' 



o For PUCCH format 3 



10 log 



10 



"eg/ + ^HARQ 



if nCQi+ n HARQ ^4 



otherwise 



■ If the UE is configured by higher layers to transmit PUCCH on two antenna ports, or if the 
UE transmits more than 1 1 bits of HARQ-ACK/SR 

, ^HARQ + "SR - 1 
KncQi^nuARQ^nsR) = 

■ Otherwise 

hiricQi , rifjARQ ,nsR) = ^^ 

Pq PUCCH is ^ parameter composed of the sum of a parameter Pq nominal pucch provided by higher layers 
and a parameter Pq ^g pucch provided by higher layers. 

(JpuccH is a UE specific correction value, also referred to as a TPC command, included in a PDCCH with DCI 
format 1 A/1B/1D/1/2A/2/2B/2C for the primary cell or sent jointly coded with other UE specific PUCCH 
correction values on a PDCCH with DCI format 3/3A whose CRC parity bits are scrambled with TPC- 
PUCCH-RNTI. 

o The UE attempts to decode a PDCCH of DCI format 3/3 A with the UE' s TPC-PUCCH-RNTI and one 
or several PDCCHs of DCI format 1A/1B/1D/1/2A/2/2B/2C with the UE's C-RNTI or SPS C-RNTI 
on every subframe except when in DRX. 

o If the UE decodes a PDCCH with DCI format 1 A/1B/1D/1/2A/2/2B/2C for the primary cell and the 
corresponding detected RNTI equals the C-RNTI or SPS C-RNTI of the UE, the UE shall use the 
(JpuccH provided in that PDCCH unless the TPC field in the DCI format is used to determine the 
PUCCH resource as in section 10.1. 



else 



if the UE decodes a PDCCH with DCI format 3/3 A, the UE shall use the <5'puccH provided 
in that PDCCH 

else the UE shall set <JpuccH = dB. 
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o giO = g(i-i)+'^^puccH('~km) where g(i) is the current PUCCH power control adjustment 



m=0 

State and where ^(O) is the first value after reset. 

■ For FDD, M = 1 and k^ = 4 . 

■ For TDD, values of M and k^ are given in Table 10.1.3.1-1. 

■ The (^puccH dB values signalled on PDCCH with DCI format 1A/1B/1D/1/2A/2/2B/2C are 

given in Table 5.1.2.1-1. If the PDCCH with DCI format 1/1A/2/2A/2B/2C is validated as an 
SPS activation PDCCH, or the PDCCH with DCI format 1 A is validated as an SPS release 
PDCCH, then <JpuccH is OdB. 

■ The <^puccH '^^ values signalled on PDCCH with DCI format 3/3A are given in Table 
5.1.2.1-1 or in Table 5.1.2.1-2 as semi-statically configured by higher layers. 

■ If Pq (je PUCCH value is changed by higher layers. 



Else 



^(0) = 



8(0) = ^rampup+^msg2 

o where S^ 



is the TPC command indicated in the random access 



•^msg 2 

response, see Section 6.2 and 

o ^^rampup ^^ '•^^ '•*^'^1 powcr ramp-up from the first to the last preamble 
provided by higher layers 

If UE has reached ^CMAX c for the primary cell, positive TPC commands for the primary 
cell shall not be accumulated 

If UE has reached minimum power, negative TPC commands shall not be accumulated 
UE shall reset accumulation 

• when Pq ^g puccH value is changed by higher layers 

• when the UE receives a random access response message 
g{i) = g(i-l) if i is not an uplink subframe in TDD. 



Table 5.1.2.1-1: Mapping of TPC Command Field in DCI format 1A/1B/1D/1/2A/2B/2C/2/3 to <^puccH 

values. 



TPC Command Field in 

DCI format 
1A/1B/1D/1/2A/2B/2C/2/3 


<^puccH [dB] 





-1 


1 





2 


1 


3 


3 
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Table 5.1.2.1-2: Mapping of TPC Command Field in DCI format 3A to Sp^^cn values. 



TPC Command Field in 
DCI format 3A 


^PUCCH [«*B] 





-1 


1 


1 



5.1 .3 Sounding Reference Symbol 
5.1.3.1 UE behaviour 

The setting of the UE Transmit power Pgj^g for the Sounding Reference Symbol transmitted on subframe / for serving 
cell c is defined by 

^SRS,c(') = minj PcMAX,c(0, ■PsRS_OFFSET,c('w) + 101ogio(MsRS,c) + ^0_PUSCH,c(i) + «c(i) ' -P^c + fci') ] [dBm] 

where 

• ^CMAX c (') is the configured UE transmit power defined in [6] in subframe / for serving cell c . 

• ^SRS OFFSET c ('^) i^ a 4-bit parameter semi-statically configured by higher layers for m=0 and m=l for 
serving cell c . For SRS transmission given trigger type then m=0 and for SRS transmission given trigger 
type 1 then m=l. For K^ = 1.25 , PsRS OFFSETc(''*) has IdB step size in the range [-3, 12] dB. For K^ = , 

^SRS OFFSET cC''*) has 1.5 dB step size in the range [-10.5, 12] dB. 

• ^SRS c is '^he bandwidth of the SRS transmission in subframe i for serving cell c expressed in number of 
resource blocks. 

• fciO is the current PUSCH power control adjustment state for serving cell c, see Section 5.1.1.1. 

• ^O PUSCH c(i) ^rid ^c(i) are parameters as defined in Section 5.1.1.1, where J=l. 

If the total transmit power of the UE for the Sounding Reference Symbol would exceed Pcmax (0 ' the UE scales 
^SRS c(0 for the serving cell c in subframe / such that the condition 



X w(i) ■ ^RS.eCO ^ Pcmax (0 



is satisfied where ^srscO) is the linear value of ^srscCO^ Pcmax ('^ is the linear value of P^max defined in [6] in 
subframe / and n'(/) is a scaling factor of isRSc(') for serving cell c where < w(/) < 1 . Note that n'(/) values are 
the same across serving cells. 

5.2 Downlink power allocation 

The eNodeB determines the downlink transmit energy per resource element. 

A UE may assume downlink cell-specific RS EPRE is constant across the downlink system bandwidth and constant 
across all subframes until different cell-specific RS power information is received. The downlink cell-specific 
reference-signal EPRE can be derived from the downlink reference-signal transmit power given by the parameter 
referenceSignalPower provided by higher layers. The downlink reference-signal transmit power is defined as the linear 
average over the power contributions (in [W]) of all resource elements that carry cell-specific reference signals within 
the operating system bandwidth. 
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The ratio of PDSCH EPRE to cell-specific RS EPRE among PDSCH REs (not applicable to PDSCH REs with zero 
EPRE) for each OFDM symbol is denoted by either /7^ or p^ according to the OFDM symbol index as given by 

Table 5.2-2 and Table 5.2-3. In addition, p^ and Pg are UE-specific. 

For a UE in transmission mode 8 or 9 when UE-specific RSs are not present in the PRBs upon which the corresponding 
PDSCH is mapped or in transmission modes 1-7, the UE may assume that for 16 QAM, 64 QAM, spatial multiplexing 
with more than one layer or for PDSCH transmissions associated with the multi-user MIMO transmission scheme, 

■ Pj^ is equal to (^po„er-offset "*" ^A "*" 10 logjQ (2) [dB] when the UE receives a PDSCH data transmission using 
precoding for transmit diversity with 4 cell-specific antenna ports according to Section 6.3.4.3 of [3]; 



/7^ is equal to d 



power-offset 



+ P. [dB] otherwise 



where S ^^^^_^^^^^^ is dB for all PDSCH transmission schemes except multi-user MIMO and where P^ is a UE specific 
parameter provided by higher layers. 

For transmission mode 7, if UE-specific RSs are present in the PRBs upon which the corresponding PDSCH is mapped, 
the ratio of PDSCH EPRE to UE-specific RS EPRE within each OFDM symbol containing UE-specific RSs shall be a 
constant, and that constant shall be maintained over all the OFDM symbols containing the UE-specific RSs in the 
corresponding PRBs. In addition, the UE may assume that for 16QAM or 64QAM, this ratio is dB. 

For transmission mode 8, if UE-specific RSs are present in the PRBs upon which the corresponding PDSCH is mapped, 
the UE may assume the ratio of PDSCH EPRE to UE-specific RS EPRE within each OFDM symbol containing UE- 
specific RSs is dB. 

For transmission mode 9, if UE-specific RSs are present in the PRBs upon which the corresponding PDSCH is mapped, 
the UE may assume the ratio of PDSCH EPRE to UE-specific RS EPRE within each OFDM symbol containing UE- 
specific RS is dB for number of transmission layers less than or equal to two and -3 dB otherwise. 

A UE may assume that downlink positioning reference signal EPRE is constant across the positioning reference signal 
bandwidth and across all OFDM symbols that contain positioning reference signals in a given positioning reference 
signal occasion [10]. 

If CSI-RS is configured in a serving cell then a UE shall assume downlink CSI-RS EPRE is constant across the 
downlink system bandwidth and constant across all subframes. 

The cell-specific ratio PbIPa is given by Table 5.2-1 according to cell-specific parameter P^ signalled by higher 
layers and the number of configured eNodeB cell specific antenna ports. 

Table 5.2-1 : The cell-specific ratio Pgl Pa ^O'' 1, 2, or 4 cell specific antenna ports 



Pb 


Pb'Pa 


One Antenna Port 


Two and Four Antenna Ports 





1 


5/4 


1 


4/5 


1 


2 


3/5 


3/4 


3 


2/5 


1/2 



For PMCH with 16QAM or 64QAM, the UE may assume that the ratio of PMCH EPRE to MBSFN RS EPRE is equal 
to dB. 

Table 5.2-2: OFDM symbol indices within a slot of a non-MBSFN subframe where the ratio of the 
corresponding PDSCH EPRE to the cell-specific RS EPRE is denoted by p^ or p^ 



Number of antenna 
ports 


OFDM symbol Indices within a slot where 

the ratio of the corresponding PDSCH 

EPRE to the cell-specific RS EPRE is 

denoted by p^ 


OFDIVI symbol indices within a slot where 

the ratio of the corresponding PDSCH 

EPRE to the cell-specific RS EPRE is 

denoted by p^ 


Normal cyclic prefix 


Extended cyclic 
prefix 


Normal cyclic prefix 


Extended cyclic 
prefix 
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One or two 


1,2,3,5,6 


1,2,4,5 


0,4 


0,3 


Four 


2, 3, 5, 6 


2,4,5 


0, 1,4 


0, 1,3 



Table 5.2-3: OFDM symbol indices within a slot of an MBSFN subframe where the ratio of the 
corresponding PDSCH EPRE to the cell-specific RS EPRE is denoted by p^ or p^ 



OFDM symbol Indices witliin a slot where 

the ratio of the corresponding PDSCH 

EPRE to the cell-specific RS EPRE is 

denoted by p^ 



OFDM symbol indices within a slot where 

the ratio of the corresponding PDSCH 

EPRE to the cell-specific RS EPRE is 

denoted by p^ 



Number of antenna 
ports 



Normal cyclic 
prefix 



nj,mod 
2 = 



Hj, mod 
2 = 1 



Extended cyclic 
prefix 



n^ mod 
2 = 



n^ mod 
2 = 1 



Normal cyclic 
prefix 



Hj, mod 
2 = 



Hj, mod 
2 = 1 



Extended cyclic 
prefix 



n^ mod 
2 = 



n^ mod 
2 = 1 



One or two 



1,2,3, 
4,5,6 



0, 1,2, 
3, 4, 5, 6 



1,2,3, 
4,5 



0, 1,2, 
3,4,5 











Four 



2, 3, 4, 
5,6 



0, 1,2, 
3, 4, 5, 6 



2, 4, 3, 5 



0, 1,2, 
3,4,5 



0, 1 



0, 1 



5.2.1 eNodeB Relative Narrowband TX Power restrictions 

The determination of reported Relative Narrowband TX Power indication RNTPytlpj^g ) is defined as follows: 



RNTP(n,,,) 



if 



^A(«P««).<^^7,p 



Ap) 



threshold 



max_ nom 



E (n ) 
1 if no promise about the upper limit of — '^, , ™^ is made 



7(P) 

^ max nom 



where £^ (^p«b ) is the maximum intended EPRE of UE-specific PDSCH REs in OFDM symbols not containing RS 
in this physical resource block on antenna port p in the considered future time interval; Hp^^ is the physical resource 



blocknumber n^^^ =0,...,A^gg —1; ^^TPthre-ihoid takes on one of the following 



values RNTP, 



threshold 



{-oo-ll-l0-9-8-7-6-5-4-3-2-l,0,+l,+2,+3}[dB]and 



lip) 



Ap) 



A/ 



RB 



^ RB ' ^ SC 



DL 



tRB 



where ^^ is the base station maximum output power described in [7], and Af , Nj^gandN^^ are defined in [3]. 



6 Random access procedure 



Prior to initiation of the non-synchronized physical random access procedure, Layer 1 shall receive the following 
information from the higher layers: 

1 . Random access channel parameters (PRACH configuration and frequency position) 

2. Parameters for determining the root sequences and their cyclic shifts in the preamble sequence set for the 
primary cell (index to logical root sequence table, cyclic shift ( Nq^ ), and set type (unrestricted or restricted 

set)) 
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6.1 Physical non-synchronized random access procedure 

From the physical layer perspective, the LI random access procedure encompasses the transmission of random access 
preamble and random access response. The remaining messages are scheduled for transmission by the higher layer on 
the shared data channel and are not considered part of the LI random access procedure. A random access channel 
occupies 6 resource blocks in a subframe or set of consecutive subframes reserved for random access preamble 
transmissions. The eNodeB is not prohibited from scheduling data in the resource blocks reserved for random access 
channel preamble transmission. 

The following steps are required for the LI random access procedure: 

1 . Layer 1 procedure is triggered upon request of a preamble transmission by higher layers. 

2. A preamble index, a target preamble received power (PREAMBLE_RECEIVED_TARGET_POWER), a 
corresponding RA-RNTI and a PRACH resource are indicated by higher layers as part of the request. 

3. A preamble transmission power Pprach is determined as 

PpRACH = min{PcMAX,c(0, PREAMBLE_RECEIVED_TARGET_POWER + PL^ }_[dBm], where 
^CMAX c (') is ^^ configured UE transmit power defined in [6] for subframe i of the primary cell and PL^ is 
the downlink pathloss estimate calculated in the UE for the primary cell. 

4. A preamble sequence is selected from the preamble sequence set using the preamble index. 

5. A single preamble is transmitted using the selected preamble sequence with transmission power Pprach on the 
indicated PRACH resource. 

6. Detection of a PDCCH with the indicated RA-RNTI is attempted during a window controlled by higher layers 
(see [8], clause 5.1.4). If detected, the corresponding DL-SCH transport block is passed to higher layers. The 
higher layers parse the transport block and indicate the 20-bit uplink grant to the physical layer, which is 
processed according to section 6.2. 



6.1.1 Timing 



For the LI random access procedure, UE's uplink transmission timing after a random access preamble transmission is 
as follows. 

a. If a PDCCH with associated RA-RNTI is detected in subframe n, and the corresponding DL-SCH 
transport block contains a response to the transmitted preamble sequence, the UE shall, according to 
the information in the response, transmit an UL-SCH transport block in the first subframe n + k^, 

fei > 6 , if the UL delay field in section 6.2 is set to zero where n + k^ is the first available UL subframe 
for PUSCH transmission. The UE shall postpone the PUSCH transmission to the next available UL 
subframe after n + k^ if the field is set to 1 . 

b. If a random access response is received in subframe n, and the corresponding DL-SCH transport 
block does not contain a response to the transmitted preamble sequence, the UE shall, if requested by 
higher layers, be ready to transmit a new preamble sequence no later than in subframe n + 5 . 

c. If no random access response is received in subframe n, where subframe n is the last subframe of the 
random access response window, the UE shall, if requested by higher layers, be ready to transmit a 
new preamble sequence no later than in subframe n + 4 . 

In case a random access procedure is initiated by a PDCCH order in subframe n, the UE shall, if requested by higher 
layers, transmit random access preamble in the first subframe n + ^2 ' ^2 - ^ ' where a PRACH resource is available. 
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6.2 Random Access Response Grant 

The higher layers indicate the 20-bit UL Grant to the physical layer, as defined in [8]. This is referred to the Random 
Access Response Grant in the physical layer. The content of these 20 bits starting with the MSB and ending with the 
LSB are as follows: 

- Hopping flag - 1 bit 

- Fixed size resource block assignment - 10 bits 

- Truncated modulation and coding scheme - 4 bits 

- TPC command for scheduled PUSCH - 3 bits 

- UL delay - 1 bit 

- CSI request - 1 bit 

The UE shall use the single-antenna port uplink transmission scheme for the PUSCH transmission corresponding to the 
Random Access Response Grant and the PUSCH retransmission for the same transport block. 

The UE shall perform PUSCH frequency hopping if the single bit frequency hopping (FH) field in a corresponding 
Random Access Response Grant is set as 1 and the uplink resource block assignment is type 0, otherwise no PUSCH 
frequency hopping is performed. When the hopping flag is set, the UE shall perform PUSCH hopping as indicated via 
the fixed size resource block assignment detailed below. 

The fixed size resource block assignment field is interpreted as follows: 

if //rb < 44 

Truncate the fixed size resource block assignment to its b least significant bits, where 

b = I log2 (A'rb ■ l^RB + ij^ 2J I , and interpret the truncated resource block assignment according to the rules for a 
regular DCI format 



else 



Insert b most significant bits with value set to '0' after the Nuijiop hopping bits in the fixed size resource block 
assignment, where the number of hopping bits NuLjmp is zero when the hopping flag bit is not set to 1, and is defined 

in Table 8.4-1 when the hopping flag bit is set to 1, and b = \\\og2\N^]^ -(^rb +i)''2)| -10 , and interpret the 



expanded resource block assignment according to the rules for a regular DCI format 

end if 

The truncated modulation and coding scheme field is interpreted such that the modulation and coding scheme 
corresponding to the Random Access Response grant is determined from MCS indices through 15 in Table 8.6.1-1. 

The TPC command <J,„j„2 shall be used for setting the power of the PUSCH, and is interpreted according to Table 6.2- 
1. 



Table 6.2-1 : TPC Command S, 



msg 2 



for Scheduled PUSCH 



TPC Command 


Value (In dB) 





-6 


1 


-4 


2 


-2 


3 





4 


2 


5 


4 


6 


6 


7 


8 
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In non-contention based random access procedure, the CSI request field is interpreted to determine whether an aperiodic 
CQI, PMI, and RI report is included in the corresponding PUSCH transmission according to section 7.2.1. In contention 
based random access procedure, the CSI request field is reserved. 

The UL delay applies for both TDD and FDD and this field can be set to or 1 to indicate whether the delay of PUSCH 
is introduced as shown in section 6.1.1. 



7 



Physical downlink shared channel related procedures 



For FDD, there shall be a maximum of 8 downlink HARQ processes per serving cell. 

For TDD, the maximum number of downlink HARQ processes per serving cell shall be determined by the UL/DL 
configuration (Table 4.2-2 of [3]), as indicated in Table 7-1. 

The dedicated broadcast HARQ process defined in [8] is not counted as part of the maximum number of HARQ 
processes for both FDD and TDD. 



Table 7-1 : Maximum number of DL HARQ processes for TDD 



TDD UL/DL 
configuration 


Maximum number of HARQ 
processes 





4 


1 


7 


2 


10 


3 


9 


4 


12 


5 


15 


6 


6 



7.1 UE procedure for receiving the physical downlink shared 
channel 

Except the subframes indicated by the higher layer parameter mbsfii-SubframeConfigList, a UE shall upon detection of a 
PDCCH of a serving cell with DCI format 1, 1 A, IB, IC, ID, 2, 2A, 2B or 2C intended for the UE in a subframe, 
decode the corresponding PDSCH in the same subframe with the restriction of the number of transport blocks defined 
in the higher layers. 

A UE may assume that positioning reference signals are not present in resource blocks in which it shall decode PDSCH 
according to a detected PDCCH with CRC scrambled by the SI-RNTI or P-RNTI with DCI format lA or IC intended 
for the UE. 

A UE configured with the carrier indicator field for a given serving cell shall assume that the carrier indicator field is 
not present in any PDCCH of the serving cell in the common search space that is described in section 9.1. Otherwise, 
the configured UE shall assume that for the given serving cell the carrier indicator field is present in PDCCH located in 
the UE specific search space described in section 9.1 when the PDCCH CRC is scrambled by C-RNTI or SPS C-RNTI. 

If a UE is configured by higher layers to decode PDCCH with CRC scrambled by the SI-RNTI, the UE shall decode the 
PDCCH and the corresponding PDSCH according to any of the combinations defined in Table 7.1-1. The scrambling 
initiahzation of PDSCH corresponding to these PDCCHs is by SI-RNTI. 
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Table 7.1-1 : PDCCH and PDSCH configured by SI-RNTI 



DCI format 


Search Space 


Transmission scheme of PDSCH corresponding to PDCCH 


DCI format 1C 


Common 


If the number of PBCH antenna ports is one, Single-antenna 
port, port is used, otherwise Transmit diversity. 


DCI format 1 A 


Common 


If the number of PBCH antenna ports is one. Single-antenna 
port, port is used, otherwise Transmit diversity 



If a UE is configured by higher layers to decode PDCCH with CRC scrambled by the P-RNTI, the UE shall decode the 
PDCCH and the corresponding PDSCH according to any of the combinations defined in Table 7.1-2. The scrambling 
initialization of PDSCH corresponding to these PDCCHs is by P-RNTI. 

Table 7.1-2: PDCCH and PDSCH configured by P-RNTI 



DCI format 


Search Space 


Transmission scheme of PDSCH corresponding to PDCCH 


DCI format 1C 


Common 


If the number of PBCH antenna ports is one. Single-antenna 
port, port is used (see subclause 7.1.1), otherwise Transmit 
diversity (see subclause 7.1.2) 


DCI format 1 A 


Common 


If the number of PBCH antenna ports is one. Single-antenna 
port, port is used (see subclause 7.1 .1), otherwise Transmit 
diversity (see subclause 7.1.2) 



If a UE is configured by higher layers to decode PDCCH with CRC scrambled by the RA-RNTI, the UE shall decode 
the PDCCH and the corresponding PDSCH according to any of the combinations defined in Table 7.1-3. The 
scrambling initialization of PDSCH corresponding to these PDCCHs is by RA-RNTI. 

When RA-RNTI and either C-RNTI or SPS C-RNTI are assigned in the same subframe, UE is not required to decode a 
PDSCH indicated by a PDCCH with a CRC scrambled by C-RNTI or SPS C-RNTI. 

Table 7.1-3: PDCCH and PDSCH configured by RA-RNTI 



DCI format 


Search Space 


Transmission scheme of PDSCH corresponding to PDCCH 


DCI format 1C 


Common 


If the number of PBCH antenna ports is one. Single-antenna 
port, port is used (see subclause 7.1 .1), otherwise Transmit 
diversity (see subclause 7.1.2) 


DCI format 1 A 


Common 


If the number of PBCH antenna ports is one. Single-antenna 
port, port is used (see subclause 7.1.1), otherwise Transmit 
diversity (see subclause 7.1.2) 



The UE is semi-statically configured via higher layer signalling to receive PDSCH data transmissions signalled via 
PDCCH according to one of nine transmission modes, denoted mode 1 to mode 9. 



For frame structure type 1, 

the UE is not expected to receive PDSCH resource blocks transmitted on antenna port 5 in any subframe in 
which the number of OFDM symbols for PDCCH with normal CP is equal to four; 

the UE is not expected to receive PDSCH resource blocks transmitted on antenna port 5, 7, 8, 9, 10, 11, 12, 
13 or 14 in the two PRBs to which a pair of VRBs is mapped if either one of the two PRBs overlaps in 
frequency with a transmission of either PBCH or primary or secondary synchronisation signals in the same 
subframe; 

the UE is not expected to receive PDSCH resource blocks transmitted on antenna port 7 for which 
distributed VRB resource allocation is assigned. 

The UE may skip decoding the transport block(s) if it does not receive all assigned PDSCH resource blocks. 
If the UE skips decoding, the physical layer indicates to higher layer that the transport block(s) are not 
successfully decoded. 

For frame structure type 2, 
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the UE is not expected to receive PDSCH resource blocks transmitted on antenna port 5 in any subframe in 
which the number of OFDM symbols for PDCCH with normal CP is equal to four; 

the UE is not expected to receive PDSCH resource blocks transmitted on antenna port 5 in the two PRBs to 
which a pair of VRBs is mapped if either one of the two PRBs overlaps in frequency with a transmission of 
PBCH in the same subframe; 

the UE is not expected to receive PDSCH resource blocks transmitted on antenna port 7, 8, 9, 10, 1 1, 12, 13 
or 14 in the two PRBs to which a pair of VRBs is mapped if either one of the two PRBs overlaps in 
frequency with a transmission of primary or secondary synchronisation signals in the same subframe; 

with normal CP configuration, the UE is not expected to receive PDSCH on antenna port 5 for which 
distributed VRB resource allocation is assigned in the special subframe with configuration #1 or #6; 

the UE is not expected to receive PDSCH on antenna port 7 for which distributed VRB resource allocation 
is assigned. 

The UE may skip decoding the transport block(s) if it does not receive all assigned PDSCH resource blocks. 
If the UE skips decoding, the physical layer indicates to higher layer that the transport block(s) are not 
successfully decoded. 

If a UE is configured by higher layers to decode PDCCH with CRC scrambled by the C-RNTI, the UE shall decode the 
PDCCH and any corresponding PDSCH according to the respective combinations defined in Table 7.1-5. The 
scrambling initialization of PDSCH corresponding to these PDCCHs is by C-RNTI. 

If the UE is configured with the carrier indicator field for a given serving cell and, if the UE is configured by higher 
layers to decode PDCCH with CRC scrambled by the C-RNTI, then the UE shall decode PDSCH of the serving cell 
indicated by the carrier indicator field value in the decoded PDCCH. 

When a UE configured in transmission mode 3, 4, 8 or 9 receives a DCI Format 1 A assignment, it shall assume that the 
PDSCH transmission is associated with transport block 1 and that transport block 2 is disabled. 

When a UE is configured in transmission mode 7, scrambling initialization of UE-specific reference signals 
corresponding to these PDCCHs is by C-RNTI. 

The UE does not support transmission mode 8 if extended cyclic prefix is used in the downlink. 

When a UE is configured in transmission mode 9, in the subframes indicated by the higher layer parameter mbsfii- 
SubframeConfigList except in subframes for the serving cell 

indicated by higher layers to decode PMCH or, 

configured by higher layers to be part of a positioning reference signal occasion and the positioning 
reference signal occasion is only configured within MBSFN subframes and the cyclic prefix length used in 
subframe #0 is normal cyclic prefix, 

the UE shall upon detection of a PDCCH with CRC scrambled by the C-RNTI with DCI format 1 A or 2C intended for 
the UE, decode the corresponding PDSCH in the same subframe. 
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Table 7.1-5: PDCCH and PDSCH configured by C-RNTI 



Transmission 
mode 


DCI format 


Search Space 


Transmission scheme of PDSCH 
corresponding to PDCCH 


Mode 1 


DCl format 1A 


Common and 

UE specific by C-RNTI 


Single-antenna port, port (see subclause 
7.1.1) 


DCI format 1 


UE specific by C-RNTI 


Single-antenna port, port (see subclause 
7.1.1) 


Mode 2 


DCI format 1A 


Common and 

UE specific by C-RNTI 


Transmit diversity (see subclause 7.1 .2) 


DCI format 1 


UE specific by C-RNTI 


Transmit diversity (see subclause 7.1 .2) 


Modes 


DCI format 1 A 


Common and 

UE specific by C-RNTI 


Transmit diversity (see subclause 7.1 .2) 


DCI format 2A 


UE specific by C-RNTI 


Large delay CDD (see subclause 7.1 .3) 
or Transmit diversity (see subclause 7.1 .2) 


Mode 4 


DCI format 1A 


Common and 

UE specific by C-RNTI 


Transmit diversity (see subclause 7.1 .2) 


DCI format 2 


UE specific by C-RNTI 


Closed-loop spatial multiplexing (see 
subclause 7.1 .4)or Transmit diversity (see 
subclause 7.1.2) 


Mode 5 


DCI format 1A 


Common and 

UE specific by C-RNTI 


Transmit diversity (see subclause 7.1 .2) 


DCI format 1D 


UE specific by C-RNTI 


Multi-user MIMO (see subclause 7.1 .5) 


Modes 


DCI format 1 A 


Common and 

UE specific by C-RNTI 


Transmit diversity (see subclause 7.1 .2) 


DCI format 1B 


UE specific by C-RNTI 


Closed-loop spatial multiplexing (see 
subclause 7.1 .4) using a single 
transmission layer 


Mode 7 


DCI format 1 A 


Common and 

UE specific by C-RNTI 


If the number of PBCH antenna ports is 
one. Single-antenna port, port is used 
(see subclause 7.1.1), otherwise Transmit 
diversity (see subclause 7.1.2) 


DCI format 1 


UE specific by C-RNTI 


Single-antenna port, port 5 (see subclause 
7.1.1) 


Modes 


DCI format 1A 


Common and 

UE specific by C-RNTI 


If the number of PBCH antenna ports is 
one. Single-antenna port, port is used 
(see subclause 7.1.1), otherwise Transmit 
diversity (see subclause 7.1.2) 


DCI format 2B 


UE specific by C-RNTI 


Dual layer transmission, port 7 and S (see 
subclause 7.1 .5A) or single-antenna port, 
port 7 or S (see subclause 7.1.1) 


Mode 9 


DCI format 1A 


Common and 

UE specific by C-RNTI 


Non-MBSFN subframe: If the number of 
PBCH antenna ports is one. Single- 
antenna port, port is used (see subclause 
7.1.1), otherwise Transmit diversity (see 
subclause 7.1.2) 

MBSFN subframe: Single-antenna port, 
port 7 (see subclause 7.1 .1 ) 


DCI format 2C 


UE specific by C-RNTI 


Up to S layer transmission, ports 7-14 (see 
subclause 7. 1.5B) 



If a UE is configured by higher layers to decode PDCCH with CRC scrambled by the SPS C-RNTI, the UE shall 
decode the PDCCH on the primary cell and any corresponding PDSCH on the primary cell according to the respective 
combinations defined in Table 7.1-6. The same PDSCH related configuration applies in the case that a PDSCH is 
transmitted without a corresponding PDCCH. The scrambling initialization of PDSCH corresponding to these PDCCHs 
and PDSCH without a corresponding PDCCH is by SPS C-RNTI. 

When a UE is configured in transmission mode 7, scrambling initialization of UE-specific reference signals 
corresponding to these PDCCHs is by SPS C-RNTI. 

When a UE is configured in transmission mode 9, in the subframes indicated by the higher layer parameter mbsfti- 
SubframeConfigList except in subframes for the serving cell 

indicated by higher layers to decode PMCH or, 



£75/ 



3GPP TS 36.213 version 10.3.0 Release 10 



27 



ETSI TS 136 213 VI 0.3.0 (2011-10) 



configured by higher layers to be part of a positioning reference signal occasion and the positioning 
reference signal occasion is only configured within MBSFN subframes and the cyclic prefix length used in 
subframe #0 is normal cyclic prefix, 

the UE shall upon detection of a PDCCH with CRC scrambled by the SPS C-RNTI with DCI format 1 A or 2C or for a 
configured PDSCH without PDCCH intended for the UE, decode the corresponding PDSCH in the same subframe. 



Table 7.1-6: PDCCH and PDSCH configured by SPS C-RNTI 



Transmission 
mode 


DCI format 


Search Space 


Transmission scheme of PDSCH 
corresponding to PDCCH 


Mode 1 


DCI format 1 A 


Common and 

UE specific by C-RNTI 


Single-antenna port, port (see 
subclause 7.1.1) 


DCI format 1 


UE specific by C-RNTI 


Single-antenna port, port (see 
subclause 7.1.1) 


Mode 2 


DCI format 1A 


Common and 

UE specific by C-RNTI 


Transmit diversity (see subclause 7.1 .2) 


DCI format 1 


UE specific by C-RNTI 


Transmit diversity (see subclause 7.1 .2) 


Modes 


DCI format 1A 


Common and 

UE specific by C-RNTI 


Transmit diversity (see subclause 7.1 .2) 


DCI format 2A 


UE specific by C-RNTI 


Transmit diversity (see subclause 7.1 .2) 


Mode 4 


DCI format 1 A 


Common and 

UE specific by C-RNTI 


Transmit diversity (see subclause 7.1 .2) 


DCI format 2 


UE specific by C-RNTI 


Transmit diversity (see subclause 7.1 .2) 


Modes 


DCI format 1 A 


Common and 

UE specific by C-RNTI 


Transmit diversity (see subclause 7.1 .2) 


Mode 6 


DCI format 1 A 


Common and 

UE specific by C-RNTI 


Transmit diversity (see subclause 7.1 .2) 


Mode 7 


DCI format 1A 


Common and 

UE specific by C-RNTI 


Single-antenna port, port 5 (see 
subclause 7.1.1) 


DCI format 1 


UE specific by C-RNTI 


Single-antenna port, port 5 (see 
subclause 7.1.1) 


Modes 


DCI format 1A 


Common and 

UE specific by C-RNTI 


Single-antenna port, port 7(see 
subclause 7.1.1) 


DCI format 2B 


UE specific by C-RNTI 


Single-antenna port, port 7 or S (see 
subclause 7.1.1) 


Mode 9 


DCI format 1 A 


Common and 

UE specific by C-RNTI 


Single-antenna port, port 7 (see 
subclause 7.1.1) 


DCI format 2C 


UE specific by C-RNTI 


Single-antenna port, port 7 or S, (see 
subclause 7.1.1) 



If a UE is configured by higher layers to decode PDCCH with CRC scrambled by the Temporary C-RNTI and is not 
configured to decode PDCCH with CRC scrambled by the C-RNTI, the UE shall decode the PDCCH and the 
corresponding PDSCH according to the combination defined in Table 7.1-7. The scrambling initialization of PDSCH 
corresponding to these PDCCHs is by Temporary C-RNTI. 



Table 7.1-7: PDCCH and PDSCH configured by Temporary C-RNTI 



DCI format 


Search Space 


Transmission scheme of PDSCH corresponding to PDCCH 


DCI format 1 A 


Common and UE specific 
by Temporary C-RNTI 


If the number of PBCH antenna port is one, Single-antenna 
port, port is used (see subclause 7.1 .1 ), otiierwise Transmit 
diversity (see subclause 7.1 .2) 


DCI format 1 


UE specific by 
Temporary C-RNTI 


If the number of PBCH antenna port is one. Single-antenna 
port, port is used (see subclause 7.1 .1 ), otherwise Transmit 
diversity (see subclause 7.1 .2) 



The transmission schemes of the PDSCH are described in the following sub-clauses. 
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7.1 .1 Single-antenna port scheme 

For the single-antenna port transmission schemes (port 0, port 5, port 7 or port 8) of the PDSCH, the UE may assume 
that an eNB transmission on the PDSCH would be performed according to Section 6.3.4.1 of [3]. 

In case an antenna port p e {7,8} is used, the UE cannot assume that the other antenna port in the set {7,8} is not 
associated with transmission of PDSCH to another UE. 

7.1.2 Transmit diversity scheme 

For the transmit diversity transmission scheme of the PDSCH, the UE may assume that an eNB transmission on the 
PDSCH would be performed according to Section 6.3.4.3 of [3] 

7.1 .3 Large delay CDD scheme 

For the large delay CDD transmission scheme of the PDSCH, the UE may assume that an eNB transmission on the 
PDSCH would be performed according to large delay CDD as defined in Section 6.3.4.2.2 of [3]. 



7.1 .4 Closed-loop spatial multiplexing scheme 

For the closed-loop spatial multiplexing transmission scheme of the PDSCH, the UE may assume that an eNB 
transmission on the PDSCH would be performed according to the applicable number of transmission layers as defined 
in Section 6.3.4.2.1 of [3]. 



7.1.5 Multi-user MIMO scheme 

For the multi-user MIMO transmission scheme of the PDSCH, the UE may assume that an eNB transmission on the 
PDSCH would be performed on one layer and according to Section 6.3.4.2.1 of [3]. The t^' ^^^j. ^^g^^^ dB value signalled 
on PDCCH with DCI format ID using the downlink power offset field is given in Table 7.1.5-1. 

Table 7.1 .5-1 : Mapping of downlink power offset field in DCI format 1 D to the (5'p^„er offset value. 



Downlink power offset field 


''power-offset \-^^^ 





-10logio(2) 


1 






7.1.5A Dual layer scheme 

For the dual layer transmission scheme of the PDSCH, the UE may assume that an eNB transmission on the PDSCH 
would be performed with two transmission layers on antenna ports 7 and 8 as defined in Section 6.3.4.4 of [3]. 

7.1 .5B Up to 8 layer transmission scheme 

For the 8 layer transmission scheme of the PDSCH, the UE may assume that an eNB transmission on the PDSCH would 
be performed with up to 8 transmission layers on antenna ports 7 - 14 as defined in Section 6.3.4.4 of [3]. 

7.1.6 Resource allocation 

The UE shall interpret the resource allocation field depending on the PDCCH DCI format detected. A resource 
allocation field in each PDCCH includes two parts, a resource allocation header field and information consisting of the 
actual resource block assignment. PDCCH DCI formats 1, 2, 2A, 2B and 2C with type and PDCCH DCI formats 1, 2, 
2A,2B and 2C with type 1 resource allocation have the same format and are distinguished from each other via the single 
bit resource allocation header field which exists depending on the downlink system bandwidth (section 5.3.3.1 of [4]), 
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where type is indicated by value and type 1 is indicated otherwise. PDCCH with DCI format 1 A, IB, IC and ID 
have a type 2 resource allocation while PDCCH with DCI format 1, 2, 2A, 2B and 2C have type or type 1 resource 
allocation. PDCCH DCI formats with a type 2 resource allocation do not have a resource allocation header field. 



7.1.6.1 



Resource allocation type 



In resource allocations of type 0, resource block assignment information includes a bitmap indicating the resource block 
groups (RBGs) that are allocated to the scheduled UE where a REG is a set of consecutive virtual resource blocks 
(VRBs) of localized type as defined in section 6.2.3.1 of [3]. Resource block group size (P) is a function of the system 



rDL 



bandwidth as shown in Table 7.1.6.1-1. The total number of RBGs (N^^q ) for downlink system bandwidth of A^^g is 

given by A^rbc = I ^rb ^ ^ I where [a^rb/^J of the RBGs are of size P and if N°^modP>0 then one of the RBGs 

is of size A^^g - P ■ [A^rb / PJ. The bitmap is of size A^rbg ^^^^ ^^^^ ^'^^ bitmap bit per RBG such that each RBG is 
addressable. The RBGs shall be indexed in the order of increasing frequency and non-increasing RBG sizes starting at 
the lowest frequency. The order of RBG to bitmap bit mapping is in such way that RBG to RBG A^ 



RBG 



-1 



mapped to MSB to LSB of the bitmap. The RBG is allocated to the UE if the corresponding bit value in the bitmap is 1, 
the RBG is not allocated to the UE otherwise. 



Table 7.1.6.1-1 : Type Resource Allocation RBG Size vs. Downlink System Bandwidth 



System Bandwidth 


RBG Size 

(P) 


<10 


1 


11-26 


2 


27-63 


3 


64 - 11 


4 



7.1.6.2 



Resource allocation type 1 



In resource allocations of type 1, a resource block assignment information of size A^rbg indicates to a scheduled UE 
the VRBs from the set of VRBs from one of P RBG subsets. The virtual resource blocks used are of localized type as 
defined in section 6.2.3.1 of [3]. Also P is the RBG size associated with the system bandwidth as shown in Table 
7.1.6.1-1. A RBG subset p , where < p < P , consists of every P th RBG starting from RBG p . The resource 
block assignment information consists of three fields [4]. 

The first field with | log2(P) | bits is used to indicate the selected RBG subset among P RBG subsets. 

The second field with one bit is used to indicate a shift of the resource allocation span within a subset. A bit value of 1 
indicates shift is triggered. Shift is not triggered otherwise. 

The third field includes a bitmap, where each bit of the bitmap addresses a single VRB in the selected RBG subset in 
such a way that MSB to LSB of the bitmap are mapped to the VRBs in the increasing frequency order. The VRB is 
allocated to the UE if the corresponding bit value in the bit field is 1, the VRB is not allocated to the UE otherwise. 

TYPP 1 

The portion of the bitmap used to address VRBs in a selected RBG subset has size A^^g and is defined as 



Ni7^' =\n-^ / p] -\log,(P)^ 



The addressable VRB numbers of a selected RBG subset start from an offset, Aj,j^.jj (p) to the smallest VRB number 

within the selected RBG subset, which is mapped to the MSB of the bitmap. The offset is in terms of the number of 
VRBs and is done within the selected RBG subset. If the value of the bit in the second field for shift of the resource 

allocation span is set to 0, the offset for RBG subset p is given by A^j^j^^ (/?)= 0. Otherwise, the offset for RBG 



subset p is given by A 



shift 



(p) = a^rT^"'^"(p)- 



■A^ 



RB 



, where the LSB of the bitmap is justified with the 
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highest VRB number within the selected RBG subset. N^^g " "^ (p) is the number of VRBs in RBG subset p and 
can be calculated by the following equation, 



A 7 RBG subset/ \ 




P+P 



,P< 



P + {N^^ -l)modP + l ,p- 



,P> 



K^ 


-1 


p 




<B^ 


-1 


P 




^^RB 


-1 



modP 



modP 



modP 



rTYPEl 



Consequently, when RBG subset p is indicated, bit / for i = Q,l,---,Njf^ -1 in the bitmap field indicates VRB 
number. 



RBG subset 
^VRB 



(P)- 



i + \hi{t(P) 



P^+p-P + {i + A,^,f,(p))modP. 



7.1.6.3 



Resource allocation type 2 



In resource allocations of type 2, the resource block assignment information indicates to a scheduled UE a set of 
contiguously allocated localized virtual resource blocks or distributed virtual resource blocks. In case of resource 
allocation signalled with PDCCH DCI format 1 A, IB or ID, one bit flag indicates whether localized virtual resource 
blocks or distributed virtual resource blocks are assigned (value indicates Localized and value 1 indicates Distributed 
VRB assignment) while distributed virtual resource blocks are always assigned in case of resource allocation signalled 
with PDCCH DCI format IC. Localized VRB allocations for a UE vary from a single VRB up to a maximum number 
of VRBs spanning the system bandwidth. For DCI format 1 A the distributed VRB allocations for a UE vary from a 
single VRB up to Ny^^ VRBs, where N^^,, is defined in [3], if the DCI CRC is scrambled by P-RNTI, RA-RNTI, or 

SI-RNTI. With PDCCH DCI format IB, ID, or lA with a CRC scrambled with C-RNTI, distributed VRB allocations 
for a UE vary from a single VRB up to A^^^g VRBs if N°l^ is 6-49 and vary from a single VRB up to 16 if N"l^ is 

50-1 10. With PDCCH DCI format IC, distributed VRB allocations for a UE vary from N^^ VRB(s) up to 



downlink system bandwidth as shown in Table 7.1.6.3-1. 



^,„^ / Nl'S' l-N^^l'' VRBs with an increment step of a?'';;p , where Nf'l^ value is determined depending on the 

VRB RB J RB RB RB 



Table 7.1.6.3-1: nZ'' values vs. Downlink System Bandwidth 



System BW 

(<b) 




DCI format 10 


6-49 


2 


50-110 


4 



For PDCCH DCI format 1 A, IB or ID, a type 2 resource allocation field consists of a resource indication value (RIV) 
corresponding to a starting resource block ( RB^,^^, ) and a length in terms of virtually contiguously allocated resource 

blocks ^cRBs ■ ^^^ resource indication value is defined by 



if (L,,,.,-l)<[<,V2j then 



RIV^N^^(L,,,^,-1) + RB^^, 



else 
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RIV = A^«"^ (A^f^ - L,,,, + 1) + (iV,^^ - 1 - 7?5_ ) 



where L^^^^ > 1 and shall not exceed Nyi^g — RB^,^^, . 



For PDCCH DCI format IC, a type 2 resource block assignment field consists of a resource indication value {RIV) 
corresponding to a starting resource block (/?B„^„ =0, N"^^ , IN""^^ ,■■■, (I A'^vrb ^-^rb'' J~1)^rb''-' ^^^ ^ length in terms 
of virtually contiguously allocated resource blocks ( L^PR, = Ar''';P , 2N^'l^,---, IN^l^ / N^^l^ l-N^^t^)- The resource 

*^ •> L-i\D.i RB Rg L VRB RB J RB 

indication value is defined by 

if (C-l)<[<^V2j then 

else 

RIV = iVr (A^r - 4«.. + 1) + (KuB - 1 - RBL. ) 

where 4,,, = L,,,, / A^^7 , 7?5l„ = RB..n ' A^^ and N^ = fc / A^«7 J- Here, 
J-'cRBs ^ 1 and shall not exceed A^^^^ - RB[,^^, . 



7.1.6.4 



PDSCH starting position 



The starting OFDM symbol for the PDSCH of each activated serving cell given by index / 

UataStart 

subframe is given by 



in the first slot in a 



- the higher-layer parameter /7(iic/z-5'tort for the serving cell on which PDSCH is received if the UE is configured 
with carrier indicator field for the given serving cell and if PDSCH and the corresponding PDCCH are received 
on different serving cells, 

- the span of the DCI given by the CFI of the serving cell according to Section 5.3.4 of [4] otherwise. 



7.1.6.5 



PRB bundling 



A UE configured for transmission mode 9 for a given serving cell c may assume that precoding granularity is multiple 
resource blocks in the frequency domain when [if] PMI/RI feedback is configured. Fixed system bandwidth dependent 
Precoding Resource block Groups (PRGs) of size P' partition the system bandwidth and each PRG consists of 

consecutive PRB s. If A^RBmodP'>0 then one of the PRGs is of size A^rb "H^Rb/^'J- The PRG size is non- 
increasing starting at the lowest frequency. The UE may assume that the same precoder applies on all scheduled PRBs 
within a PRG. 

The PRG size a UE may assume for a given system bandwidth is given by: 

Table 7.1.6.5-1 



System Bandwidth ( N^^ ) 


PRG Size (P') 
(PRBs) 


<10 


1 


11 -26 


2 


27-63 


3 


64-110 


2 
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7.1 .7 Modulation order and transport block size determination 

To determine the modulation order and transport block size(s) in the physical downlink shared channel, the UE shall 
first 

- read the 5-bit "modulation and coding scheme" field ( I^^.^ ) in the DCI 

and second if the DCI CRC is scrambled by P-RNTI, RA-RNTI, or SI-RNTI then 

- for DCI format 1 A: 

o set the Table 7.1.7.2.1-1 column indicator A^pgg to A^p^g from Section 5.3.3.1.3 in [4] 

- for DCI format IC: 

o use Table 7.1.7.2.3-1 for determining its transport block size, 
else 

- set A^pRB to the total number of allocated PRBs based on the procedure defined in Section 7.1.6. 

if the transport block is transmitted in DwPTS of the special subframe in frame structure type 2, then 

set the Table 7.1.7.2.1-1 column indicator Np^^g =max| A'^p^gXO.TS , l[, 

else, set the Table 7.1.7.2.1-1 column indicator Np/^g = Nppp . 

The UE may skip decoding a transport block in an initial transmission if the effective channel code rate is higher than 
0.930, where the effective channel code rate is defined as the number of downlink information bits (including CRC bits) 
divided by the number of physical channel bits on PDSCH. If the UE skips decoding, the physical layer indicates to 
higher layer that the transport block is not successfully decoded. For the special subframe configurations and 5 with 
normal downlink CP or configurations and 4 with extended downlink CP, shown in Table 4.2-1 of [3], there shall be 
no PDSCH transmission in DwPTS of the special subframe. 

7.1.7.1 Modulation order determination 

The UE shall use 2„ = 2 if the DCI CRC is scrambled by P-RNTI, RA-RNTI, or SI-RNTI, otherwise, the UE shall 
use /^j,g and Table 7.1.7.1-1 to determine the modulation order ( 2„ ) used in the physical downlink shared channel. 
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Table 7.1.7.1-1 : Modulation and TBS index table for PDSCH 



MCS Index 

^MCS 


Modulation Order 


TBS Index 

-"IBS 





2 





1 


2 


1 


2 


2 


2 


3 


2 


3 


4 


2 


4 


5 


2 


5 


6 


2 


6 


7 


2 


7 


8 


2 


8 


9 


2 


9 


10 


4 


9 


11 


4 


10 


12 


4 


11 


13 


4 


12 


14 


4 


13 


15 


4 


14 


16 


4 


15 


17 


6 


15 


18 


6 


16 


19 


6 


17 


20 


6 


18 


21 


6 


19 


22 


6 


20 


23 


6 


21 


24 


6 


22 


25 


6 


23 


26 


6 


24 


27 


6 


25 


28 


6 


26 


29 


2 


reserved 


30 


4 


31 


6 



7.1 .7.2 Transport block size determination 

If the DCI CRC is scrambled by P-RNTI, RA-RNTI, or SI-RNTI then 

- for DCI format 1 A: 

o the UE shall set the TBS index ( /^g^ ) equal to /^j,^ and determine its TBS by the procedure in 
Section 7.1.7.2.1. 

- for DCI format IC: 

o the UE shall set the TBS index ( 7^35 ) equal to I^^^^ and determine its TBS from Table 7.1.7.2.3-1. 
else 

- forO < Ifjf^g < 28 , the UE shall first determine the TBS index ( /^gj ) using /^j,^ and Table 7.1.7.1-1 except if 

the transport block is disabled in DCI formats 2, 2A, 2B and 2C as specified below. For a transport block that is 
not mapped to more than single -layer spatial multiplexing, the TBS is determined by the procedure in Section 
7.1.7.2.1. For a transport block that is mapped to two-layer spatial multiplexing, the TBS is determined by the 
procedure in Section 7.1.7.2.2. For a transport block that is mapped to three -layer spatial multiplexing, the TBS 
is determined by the procedure in Section 7. 1 .7.2.4. For a transport block that is mapped to four-layer spatial 
multiplexing, the TBS is determined by the procedure in Section 7.1.7.2.5. 
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for 29 < /^^cs - 31 , the TBS is assumed to be as determined from DCI transported in the latest PDCCH for the 
same transport block using < /^^^s ^ 28 . If there is no PDCCH for the same transport block 
using < /,^jj;g < 28 , and if the initial PDSCH for the same transport block is semi-persistently scheduled, the 
TBS shall be determined from the most recent semi-persistent scheduling assignment PDCCH. 



In DCI formats 2, 2A, 2B and 2C a transport block is disabled if /^j,^ : 
transport block is enabled. 



and if rv.j, = 1 otherwise the 



The NDI and HARQ process ID, as signalled on PDCCH, and the TBS, as determined above, shall be delivered to 
higher layers. 

7.1 .7.2.1 Transport blocks not mapped to two or more layer spatial multiplexing 

Fori < A^pRB < 110, the TBS is given by the ( /^gs , A^prb ) entry of Table 7.1.7.2.1-1. 

Table 7.1.7.2.1-1: Transport block size table (dimension 27x110) 



^TBS 


^PRB 


1 


2 


3 


4 


5 


6 


7 


8 


9 


10 





16 


32 


56 


88 


120 


152 


176 


208 


224 


256 


1 


24 


56 


88 


144 


176 


208 


224 


256 


328 


344 


2 


32 


72 


144 


176 


208 


256 


296 


328 


376 


424 


3 


40 


104 


176 


208 


256 


328 


392 


440 


504 


568 


4 


56 


120 


208 


256 


328 


408 


488 


552 


632 


696 


5 


72 


144 


224 


328 


424 


504 


600 


680 


776 


872 


6 


328 


176 


256 


392 


504 


600 


712 


808 


936 


1032 


7 


104 


224 


328 


472 


584 


712 


840 


968 


1096 


1224 


8 


120 


256 


392 


536 


680 


808 


968 


1096 


1256 


1384 


9 


136 


296 


456 


616 


776 


936 


1096 


1256 


1416 


1544 


10 


144 


328 


504 


680 


872 


1032 


1224 


1384 


1544 


1736 


11 


176 


376 


584 


776 


1000 


1192 


1384 


1608 


1800 


2024 


12 


208 


440 


680 


904 


1128 


1352 


1608 


1800 


2024 


2280 


13 


224 


488 


744 


1000 


1256 


1544 


1800 


2024 


2280 


2536 


14 


256 


552 


840 


1128 


1416 


1736 


1992 


2280 


2600 


2856 


15 


280 


600 


904 


1224 


1544 


1800 


2152 


2472 


2728 


3112 


16 


328 


632 


968 


1288 


1608 


1928 


2280 


2600 


2984 


3240 


17 


336 


696 


1064 


1416 


1800 


2152 


2536 


2856 


3240 


3624 


18 


376 


776 


1160 


1544 


1992 


2344 


2792 


3112 


3624 


4008 


19 


408 


840 


1288 


1736 


2152 


2600 


2984 


3496 


3880 


4264 


20 


440 


904 


1384 


1864 


2344 


2792 


3240 


3752 


4136 


4584 


21 


488 


1000 


1480 


1992 


2472 


2984 


3496 


4008 


4584 


4968 


22 


520 


1064 


1608 


2152 


2664 


3240 


3752 


4264 


4776 


5352 


23 


552 


1128 


1736 


2280 


2856 


3496 


4008 


4584 


5160 


5736 


24 


584 


1192 


1800 


2408 


2984 


3624 


4264 


4968 


5544 


5992 


25 


616 


1256 


1864 


2536 


3112 


3752 


4392 


5160 


5736 


6200 


26 


712 


1480 


2216 


2984 


3752 


4392 


5160 


5992 


6712 


7480 


^TBS 


^PRB 


11 


12 


13 


14 


15 


16 


17 


18 


19 


20 





288 


328 


344 


376 


392 


424 


456 


488 


504 


536 


1 


376 


424 


456 


488 


520 


568 


600 


632 


680 


712 


2 


472 


520 


568 


616 


648 


696 


744 


776 


840 


872 


3 


616 


680 


744 


808 


872 


904 


968 


1032 


1096 


1160 


4 


776 


840 


904 


1000 


1064 


1128 


1192 


1288 


1352 


1416 


5 


968 


1032 


1128 


1224 


1320 


1384 


1480 


1544 


1672 


1736 


6 


1128 


1224 


1352 


1480 


1544 


1672 


1736 


1864 


1992 


2088 


7 


1320 


1480 


1608 


1672 


1800 


1928 


2088 


2216 


2344 


2472 
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8 


1544 


1672 


1800 


1928 


2088 


2216 


2344 


2536 


2664 


2792 


9 


1736 


1864 


2024 


2216 


2344 


2536 


2664 


2856 


2984 


3112 


10 


1928 


2088 


2280 


2472 


2664 


2792 


2984 


3112 


3368 


3496 


11 


2216 


2408 


2600 


2792 


2984 


3240 


3496 


3624 


3880 


4008 


12 


2472 


2728 


2984 


3240 


3368 


3624 


3880 


4136 


4392 


4584 


13 


2856 


3112 


3368 


3624 


3880 


4136 


4392 


4584 


4968 


5160 


14 


3112 


3496 


3752 


4008 


4264 


4584 


4968 


5160 


5544 


5736 


15 


3368 


3624 


4008 


4264 


4584 


4968 


5160 


5544 


5736 


6200 


16 


3624 


3880 


4264 


4584 


4968 


5160 


5544 


5992 


6200 


6456 


17 


4008 


4392 


4776 


5160 


5352 


5736 


6200 


6456 


6712 


7224 


18 


4392 


4776 


5160 


5544 


5992 


6200 


6712 


7224 


7480 


7992 


19 


4776 


5160 


5544 


5992 


6456 


6968 


7224 


7736 


8248 


8504 


20 


5160 


5544 


5992 


6456 


6968 


7480 


7992 


8248 


8760 


9144 


21 


5544 


5992 


6456 


6968 


7480 


7992 


8504 


9144 


9528 


9912 


22 


5992 


6456 


6968 


7480 


7992 


8504 


9144 


9528 


10296 


10680 


23 


6200 


6968 


7480 


7992 


8504 


9144 


9912 


10296 


11064 


11448 


24 


6712 


7224 


7992 


8504 


9144 


9912 


10296 


11064 


11448 


12216 


25 


6968 


7480 


8248 


8760 


9528 


10296 


10680 


11448 


12216 


12576 


26 


8248 


8760 


9528 


10296 


11064 


11832 


12576 


13536 


14112 


14688 


^TBS 


^PRB 


21 


22 


23 


24 


25 


26 


27 


28 


29 


30 





568 


600 


616 


648 


680 


712 


744 


776 


776 


808 


1 


744 


776 


808 


872 


904 


936 


968 


1000 


1032 


1064 


2 


936 


968 


1000 


1064 


1096 


1160 


1192 


1256 


1288 


1320 


3 


1224 


1256 


1320 


1384 


1416 


1480 


1544 


1608 


1672 


1736 


4 


1480 


1544 


1608 


1736 


1800 


1864 


1928 


1992 


2088 


2152 


5 


1864 


1928 


2024 


2088 


2216 


2280 


2344 


2472 


2536 


2664 


6 


2216 


2280 


2408 


2472 


2600 


2728 


2792 


2984 


2984 


3112 


7 


2536 


2664 


2792 


2984 


3112 


3240 


3368 


3368 


3496 


3624 


8 


2984 


3112 


3240 


3368 


3496 


3624 


3752 


3880 


4008 


4264 


9 


3368 


3496 


3624 


3752 


4008 


4136 


4264 


4392 


4584 


4776 


10 


3752 


3880 


4008 


4264 


4392 


4584 


4776 


4968 


5160 


5352 


11 


4264 


4392 


4584 


4776 


4968 


5352 


5544 


5736 


5992 


5992 


12 


4776 


4968 


5352 


5544 


5736 


5992 


6200 


6456 


6712 


6712 


13 


5352 


5736 


5992 


6200 


6456 


6712 


6968 


7224 


7480 


7736 


14 


5992 


6200 


6456 


6968 


7224 


7480 


7736 


7992 


8248 


8504 


15 


6456 


6712 


6968 


7224 


7736 


7992 


8248 


8504 


8760 


9144 


16 


6712 


7224 


7480 


7736 


7992 


8504 


8760 


9144 


9528 


9912 


17 


7480 


7992 


8248 


8760 


9144 


9528 


9912 


10296 


10296 


10680 


18 


8248 


8760 


9144 


9528 


9912 


10296 


10680 


11064 


11448 


11832 


19 


9144 


9528 


9912 


10296 


10680 


11064 


11448 


12216 


12576 


12960 


20 


9912 


10296 


10680 


11064 


11448 


12216 


12576 


12960 


13536 


14112 


21 


10680 


11064 


11448 


12216 


12576 


12960 


13536 


14112 


14688 


15264 


22 


11448 


11832 


12576 


12960 


13536 


14112 


14688 


15264 


15840 


16416 


23 


12216 


12576 


12960 


13536 


14112 


14688 


15264 


15840 


16416 


16992 


24 


12960 


13536 


14112 


14688 


15264 


15840 


16416 


16992 


17568 


18336 


25 


13536 


14112 


14688 


15264 


15840 


16416 


16992 


17568 


18336 


19080 


26 


15264 


16416 


16992 


17568 


18336 


19080 


19848 


20616 


21384 


22152 


^TBS 


-''^PRB 


31 


32 


33 


34 


35 


36 


37 


38 


39 


40 





840 


872 


904 


936 


968 


1000 


1032 


1032 


1064 


1096 


1 


1128 


1160 


1192 


1224 


1256 


1288 


1352 


1384 


1416 


1416 


2 


1384 


1416 


1480 


1544 


1544 


1608 


1672 


1672 


1736 


1800 


3 


1800 


1864 


1928 


1992 


2024 


2088 


2152 


2216 


2280 


2344 


4 


2216 


2280 


2344 


2408 


2472 


2600 


2664 


2728 


2792 


2856 


5 


2728 


2792 


2856 


2984 


3112 


3112 


3240 


3368 


3496 


3496 


6 


3240 


3368 


3496 


3496 


3624 


3752 


3880 


4008 


4136 


4136 
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45352 


46888 


46888 


21 


45352 


46888 


46888 


46888 


46888 


48936 


48936 


48936 


48936 


51024 


22 


48936 


48936 


51024 


51024 


51024 


51024 


52752 


52752 


52752 


55056 


23 


52752 


52752 


52752 


55056 


55056 


55056 


55056 


57336 


57336 


57336 


24 


55056 


57336 


57336 


57336 


57336 


59256 


59256 


59256 


61664 


61664 


25 


57336 


59256 


59256 


59256 


61664 


61664 


61664 


61664 


63776 


63776 


26 


66592 


68808 


68808 


68808 


71112 


71112 


71112 


73712 


73712 


75376 


^TBS 


"PRB 


101 


102 


103 


104 


105 


106 


107 


108 


109 


110 





2792 


2856 


2856 


2856 


2984 


2984 


2984 


2984 


2984 


3112 


1 


3752 


3752 


3752 


3752 


3880 


3880 


3880 


4008 


4008 


4008 


2 


4584 


4584 


4584 


4584 


4776 


4776 


4776 


4776 


4968 


4968 


3 


5992 


5992 


5992 


5992 


6200 


6200 


6200 


6200 


6456 


6456 


4 


7224 


7224 


7480 


7480 


7480 


7480 


7736 


7736 


7736 


7992 


5 


8760 


9144 


9144 


9144 


9144 


9528 


9528 


9528 


9528 


9528 


6 


10680 


10680 


10680 


10680 


11064 


11064 


11064 


11448 


11448 


11448 


7 


12216 


12576 


12576 


12576 


12960 


12960 


12960 


12960 


13536 


13536 


8 


14112 


14112 


14688 


14688 


14688 


14688 


15264 


15264 


15264 


15264 


9 


15840 


16416 


16416 


16416 


16416 


16992 


16992 


16992 


16992 


17568 


10 


17568 


18336 


18336 


18336 


18336 


18336 


19080 


19080 


19080 


19080 


11 


20616 


20616 


20616 


21384 


21384 


21384 


21384 


22152 


22152 


22152 


12 


22920 


23688 


23688 


23688 


23688 


24496 


24496 


24496 


24496 


25456 


13 


26416 


26416 


26416 


26416 


27376 


27376 


27376 


27376 


28336 


28336 


14 


29296 


29296 


29296 


29296 


30576 


30576 


30576 


30576 


31704 


31704 


15 


30576 


31704 


31704 


31704 


31704 


32856 


32856 


32856 


34008 


34008 


16 


32856 


32856 


34008 


34008 


34008 


34008 


35160 


35160 


35160 


35160 


17 


36696 


36696 


36696 


37888 


37888 


37888 


39232 


39232 


39232 


39232 


18 


40576 


40576 


40576 


40576 


42368 


42368 


42368 


42368 


43816 


43816 


19 


43816 


43816 


43816 


45352 


45352 


45352 


46888 


46888 


46888 


46888 


20 


46888 


46888 


48936 


48936 


48936 


48936 


48936 


51024 


51024 


51024 


21 


51024 


51024 


51024 


52752 


52752 


52752 


52752 


55056 


55056 


55056 


22 


55056 


55056 


55056 


57336 


57336 


57336 


57336 


59256 


59256 


59256 


23 


57336 


59256 


59256 


59256 


59256 


61664 


61664 


61664 


61664 


63776 


24 


61664 


61664 


63776 


63776 


63776 


63776 


66592 


66592 


66592 


66592 


25 


63776 


63776 


66592 


66592 


66592 


66592 


68808 


68808 


68808 


71112 


26 


75376 


75376 


75376 


75376 


75376 


75376 


75376 


75376 


75376 


75376 
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7.1 .7.2.2 Transport blocks mapped to two-layer spatial multiplexing 

Fori < A^pRB < 55 , the TBS is given by the ( /^bs , 2- A^p^g ) entry of Table 7.1.7.2.1-1. 

For 56 < A^pRB < 110 , a baseline TBS_L1 is taken from the (/-pes '^prb ) entry of Table 7.1.7.2.1-1, which is then 
translated into TBS_L2 using the mapping rule shown in Table 7.1.7.2.2-1. The TBS is given by TBS_L2. 

Table 7.1.7.2.2-1 : One-layer to two-layer TBS translation table 



TBS LI 


TBS L2 


TBS LI 


TBS L2 


TBS LI 


TBS L2 


TBS LI 


TBS L2 


1544 


3112 


3752 


7480 


10296 


20616 


28336 


57336 


1608 


3240 


3880 


7736 


10680 


21384 


29296 


59256 


1672 


3368 


4008 


7992 


11064 


22152 


30576 


61664 


1736 


3496 


4136 


8248 


11448 


22920 


31704 


63776 


1800 


3624 


4264 


8504 


11832 


23688 


32856 


66592 


1864 


3752 


4392 


8760 


12216 


24496 


34008 


68808 


1928 


3880 


4584 


9144 


12576 


25456 


35160 


71112 


1992 


4008 


4776 


9528 


12960 


25456 


36696 


73712 


2024 


4008 


4968 


9912 


13536 


27376 


37888 


76208 


2088 


4136 


5160 


10296 


14112 


28336 


39232 


78704 


2152 


4264 


5352 


10680 


14688 


29296 


40576 


81176 


2216 


4392 


5544 


11064 


15264 


30576 


42368 


84760 


2280 


4584 


5736 


11448 


15840 


31704 


43816 


87936 


2344 


4776 


5992 


11832 


16416 


32856 


45352 


90816 


2408 


4776 


6200 


12576 


16992 


34008 


46888 


93800 


2472 


4968 


6456 


12960 


17568 


35160 


48936 


97896 


2536 


5160 


6712 


13536 


18336 


36696 


51024 


101840 


2600 


5160 


6968 


14112 


19080 


37888 


52752 


105528 


2664 


5352 


7224 


14688 


19848 


39232 


55056 


110136 


2728 


5544 


7480 


14688 


20616 


40576 


57336 


115040 


2792 


5544 


7736 


15264 


21384 


42368 


59256 


119816 


2856 


5736 


7992 


15840 


22152 


43816 


61664 


124464 


2984 


5992 


8248 


16416 


22920 


45352 


63776 


128496 


3112 


6200 


8504 


16992 


23688 


46888 


66592 


133208 


3240 


6456 


8760 


17568 


24496 


48936 


68808 


137792 


3368 


6712 


9144 


18336 


25456 


51024 


71112 


142248 


3496 


6968 


9528 


19080 


26416 


52752 


73712 


146856 


3624 


7224 


9912 


19848 


27376 


55056 


75376 


149776 



7.1.7.2.3 Transport blocks mapped for DCI Format 1C 

The TBS is given by the I-^^g entry of Table 7.1.7.2.3-1. 

Table 7.1.7.2.3-1 : Transport Block Size Table for DCI format 1C 



-'tbs 





1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


11 


12 


13 


14 


15 


TBS 


40 


56 


72 


120 


136 


144 


176 


208 


224 


256 


280 


296 


328 


336 


392 


488 


-'tbs 


16 


17 


18 


19 


20 


21 


22 


23 


24 


25 


26 


27 


28 


29 


30 


31 


TBS 


552 


600 


632 


696 


776 


840 


904 


1000 


1064 


1128 


1224 


1288 


1384 


1480 


1608 


1736 



7.1 .7.2.4 Transport blocks mapped to three-layer spatial multiplexing 

For 1 < A^pjjB < 36 , the TBS is given by the (7^.35 , 3- A^p^g ) entry of Table 7.1.7.2.1-1. 

For 37<Np^Q < 110, a baseline TBS_L1 is taken from the (/^gg ,A^p[jb ) entry of Table 7.1.7.2.1-1, which is then 
translated into TBS_L3 using the mapping rule shown in Table 7.1.7.2.4-1. The TBS is given by TBS_L3. 
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Table 7.1.7.2.4-1 : One-layer to three-layer TBS translation table 



TBS_L1 


TBS_L3 


TBS_L1 


TBS_L3 


TBS_L1 


TBS_L3 


TBS_L1 


TBS_L3 


1032 


3112 


2664 


7992 


8248 


24496 


26416 


78704 


1064 


3240 


2728 


8248 


8504 


25456 


27376 


81176 


1096 


3240 


2792 


8248 


8760 


26416 


28336 


84760 


1128 


3368 


2856 


8504 


9144 


27376 


29296 


87936 


1160 


3496 


2984 


8760 


9528 


28336 


30576 


90816 


1192 


3624 


3112 


9144 


9912 


29296 


31704 


93800 


1224 


3624 


3240 


9528 


10296 


30576 


32856 


97896 


1256 


3752 


3368 


9912 


10680 


31704 


34008 


101840 


1288 


3880 


3496 


10296 


11064 


32856 


35160 


105528 


1320 


4008 


3624 


10680 


11448 


34008 


36696 


110136 


1352 


4008 


3752 


11064 


11832 


35160 


37888 


1 1 5040 


1384 


4136 


3880 


11448 


12216 


36696 


39232 


119816 


1416 


4264 


4008 


11832 


12576 


37888 


40576 


119816 


1480 


4392 


4136 


12576 


12960 


39232 


42368 


1 28496 


1544 


4584 


4264 


12960 


13536 


40576 


43816 


133208 


1608 


4776 


4392 


12960 


14112 


42368 


45352 


137792 


1672 


4968 


4584 


13536 


14688 


43816 


46888 


142248 


1736 


5160 


4776 


14112 


15264 


45352 


48936 


146856 


1800 


5352 


4968 


14688 


15840 


46888 


51024 


152976 


1864 


5544 


5160 


15264 


16416 


48936 


52752 


1 57432 


1928 


5736 


5352 


15840 


16992 


51024 


55056 


165216 


1992 


5992 


5544 


16416 


17568 


52752 


57336 


171888 


2024 


5992 


5736 


16992 


18336 


55056 


59256 


177816 


2088 


6200 


5992 


18336 


19080 


57336 


61664 


185728 


2152 


6456 


6200 


18336 


19848 


59256 


63776 


191720 


2216 


6712 


6456 


19080 


20616 


61664 


66592 


199824 


2280 


6712 


6712 


19848 


21384 


63776 


68808 


205880 


2344 


6968 


6968 


20616 


22152 


66592 


71112 


214176 


2408 


7224 


7224 


21384 


22920 


68808 


73712 


221680 


2472 


7480 


7480 


22152 


23688 


71112 


75376 


226416 


2536 


7480 


7736 


22920 


24496 


73712 






2600 


7736 


7992 


23688 


25456 


76208 







7.1 .7.2.5 Transport blocks mapped to four-layer spatial multiplexing 

For 1 < A^pj^g < 27 , the TBS is given by the ( /^gj , 4 • A^p^g ) entry of Table 7.1.7.2.1-1. 

For 28 < A^pRg < 110 , a baseline TBS_L1 is taken from the (/-pBs '^prb ) entry of Table 7.1.7.2.1-1, which is then 
translated into TBS_L4 using the mapping rule shown in Table 7.1.7.2.5-1. The TBS is given by TBS_L4. 
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Table 7.1 .7.2.5-1 : One-layer to four-layer TBS translation table 



TBS_L1 


TBS_L4 


TBS_L1 


TBS_L4 


TBS_L1 


TBS_L4 


TBS_L1 


TBS_L4 


776 


3112 


2280 


9144 


7224 


29296 


24496 


97896 


808 


3240 


2344 


9528 


7480 


29296 


25456 


101840 


840 


3368 


2408 


9528 


7736 


30576 


26416 


105528 


872 


3496 


2472 


9912 


7992 


31704 


27376 


110136 


904 


3624 


2536 


10296 


8248 


32856 


28336 


1 1 5040 


936 


3752 


2600 


10296 


8504 


34008 


29296 


1 1 5040 


968 


3880 


2664 


10680 


8760 


35160 


30576 


1 24464 


1000 


4008 


2728 


11064 


9144 


36696 


31704 


1 28496 


1032 


4136 


2792 


11064 


9528 


37888 


32856 


133208 


1064 


4264 


2856 


11448 


9912 


39232 


34008 


1 37792 


1096 


4392 


2984 


11832 


10296 


40576 


35160 


142248 


1128 


4584 


3112 


12576 


10680 


42368 


36696 


146856 


1160 


4584 


3240 


12960 


11064 


43816 


37888 


151376 


1192 


4776 


3368 


13536 


11448 


45352 


39232 


1 57432 


1224 


4968 


3496 


14112 


11832 


46888 


40576 


161760 


1256 


4968 


3624 


14688 


12216 


48936 


42368 


1 69544 


1288 


5160 


3752 


15264 


12576 


51024 


43816 


1 75600 


1320 


5352 


3880 


15264 


12960 


51024 


45352 


181656 


1352 


5352 


4008 


15840 


13536 


55056 


46888 


187712 


1384 


5544 


4136 


16416 


14112 


57336 


48936 


195816 


1416 


5736 


4264 


16992 


14688 


59256 


51024 


203704 


1480 


5992 


4392 


17568 


15264 


61664 


52752 


211936 


1544 


6200 


4584 


18336 


15840 


63776 


55056 


220296 


1608 


6456 


4776 


19080 


16416 


66592 


57336 


230104 


1672 


6712 


4968 


19848 


16992 


68808 


59256 


236160 


1736 


6968 


5160 


20616 


17568 


71112 


61664 


245648 


1800 


7224 


5352 


21384 


18336 


73712 


63776 


254328 


1864 


7480 


5544 


22152 


19080 


76208 


66592 


266440 


1928 


7736 


5736 


22920 


19848 


78704 


68808 


275376 


1992 


7992 


5992 


23688 


20616 


81176 


71112 


284608 


2024 


7992 


6200 


24496 


21384 


84760 


73712 


293736 


2088 


8248 


6456 


25456 


22152 


87936 


75376 


299856 


2152 


8504 


6712 


26416 


22920 


90816 






2216 


8760 


6968 


28336 


23688 


93800 





7.1 .7.3 Redundancy Version determination for Format 1 C 

If the DCI Format IC CRC is scrambled by P-RNTI or RA-RNTI, then 

- the UE shall set the Redundancy Version to 

Else if the DCI Format IC CRC is scrambled by SI-RNTI, then 

- the UE shall set the Redundancy Version as defined in [8]. 

7.1 .8 Storing soft channel bits 

Both for FDD and TDD, if the UE is configured with more than one serving cell, then for each serving cell, for at least 
K Q ■ min(Mj,, haro' ^r ) tr^i^sport blocks, upon decoding failure of a code block of a transport block, the UE shall 

store received soft channel bits corresponding to a range of at least W^ W^+p---, W^modr^+n -\n ) ^ where: 
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A^. 



n: 



soft 



C ■ N^X ■ K^,^o ■ min(MoL_HARQ ^ ^m™, ) 



W^,C, N^,, TT^j^o , ,and M^^^^ are defined in Section 5.1.4.1.2 of [4]. 

Mdl_harq is the maximum number of DL HARQ processes. 
Af^^^ is the number of configured serving cells. 

If the UE signals ue-Category-vlOxy, N' , is the total number of soft channel bits [12] according to the UE category 



soft 



indicated by ue-Category-vlOxy [11]. Otherwise, A^'^^^ is the total number of soft channel bits [12] according to the UE 
category indicated by ue-Category[ll]. 



soft 



In determining k, the UE should give priority to storing soft channel bits corresponding to lower values of k. W^. shall 



correspond to a received soft channel bit. The range W^. Wi^j^y , 
received soft channel bits. 



.w. 



mod(k+n^g-l,N^.i^) 



may include subsets not containing 



7.2 UE procedure for reporting Channel State Information (CSI) 

The time and frequency resources that can be used by the UE to report CSI which consists of channel quality indicator 
(CQI), precoding matrix indicator (PMI), precoding type indicator (PTl), and/or rank indication (RI) are controlled by 
the eNB. For spatial multiplexing, as given in [3], the UE shall determine a RI corresponding to the number of useful 
transmission layers. For transmit diversity as given in [3], RI is equal to one. 

A UE in transmission mode 8 or 9 is configured with or without PMI/RI reporting by the higher layer parameter ;?«/- 
RI-Report. 

A UE is configured with resource-restricted CSI measurements if the subframe sets Cqsj q and C^si i are configured 
by higher layers. 

CSI reporting is periodic or aperiodic. 

If the UE is configured with more than one serving cell, it transmits CSI for activated serving cell(s) only. 

If a UE is not configured for simultaneous PUSCH and PUCCH transmission, it shall transmit periodic CSI reporting on 
PUCCH as defined hereafter in subframes with no PUSCH allocation. 

If a UE is not configured for simultaneous PUSCH and PUCCH transmission, it shall transmit periodic CSI reporting on 
PUSCH of the serving cell with smallest ServCelllndex as defined hereafter in subframes with a PUSCH allocation, 
where the UE shall use the same PUCCH-based periodic CSI reporting format on PUSCH. 

A UE shall transmit aperiodic CSI reporting on PUSCH if the conditions specified hereafter are met. For aperiodic 
CQl/PMl reporting, RI reporting is transmitted only if the configured CSI feedback type supports RI reporting. 

The CSI transmissions on PUCCH and PUSCH for various scheduling modes are summarized in the following table: 
Table 7.2-1 : Physical Channels for Aperiodic or Periodic CSI reporting 



Scheduling Mode 


Periodic CSI reporting channels 


Aperiodic CSI reporting channel 


Frequency non-selective 


PUCCH 




Frequency selective 


PUCCH 


PUSCH 



In case both periodic and aperiodic CSI reporting would occur in the same subframe, the UE shall only transmit the 
aperiodic CSI report in that subframe. 
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When reporting RI the UE reports a single instance of the number of useful transmission layers. For each RI reporting 
interval when the UE is configured in transmission modes 4 or when the UE is configured in transmission mode 8 or 9 
with PMI/RI reporting, a UE shall determine a RI from the supported set of RI values for the corresponding eNodeB 
antenna configuration and UE category and report the number in each RI report. For each RI reporting interval when the 
UE is configured in transmission mode 3, a UE shall determine RI for the corresponding eNodeB antenna configuration 
and UE category in each reporting interval and report the detected number in each RI report to support selection 
between transmit diversity and large delay CDD. 

When reporting PMI the UE reports either a single or a multiple PMI report. The number of RBs represented by a 
single UE PMI report can be N^^g or a smaller subset of RBs. The number of RBs represented by a single PMI report 
is semi-statically configured by higher layer signalling. A UE is restricted to report PMI, RI and PTI within a precoder 
codebook subset specified by a bitmap parameter codebookSubsetRestriction configured by higher layer signalling. For 
a specific precoder codebook and associated transmission mode, the bitmap can specify all possible precoder codebook 
subsets from which the UE can assume the eNB may be using when the UE is configured in the relevant transmission 
mode. Codebook subset restriction is supported for transmission modes 3, 4, 5, 6 and for transmission modes 8 and 9 
with PMI/RI reporting. The resulting number of bits for each transmission mode is given in Table 7.2-lb. The bitmap 

forms the bit sequence a^ j,...,a3,a2!^p^o^^^'^^ '^o is the LSB and a^ _; is the MSB and where a bit value of 

zero indicates that the PMI and RI reporting is not allowed to correspond to precoder(s) associated with the bit. The 
association of bits to precoders for the relevant transmission modes are given as follows: 

1 . Transmission mode 3 

a. 2 antenna ports: bit a^^ , f = 2 is associated with the precoder in Table 6.3.4.2.3-1 of [3] 

corresponding to v layers and codebook index while bit a^ is associated with the precoder for 2 
antenna ports in Section 6.3.4.3 of [3]. 

b. 4 antenna ports: bit a^^ , V — 2,3,4 is associated with the precoders in Table 6.3.4.2.3-2 of [3] 

corresponding to v layers and codebook indices 12, 13, 14, and 15 while bit a^ is associated with 
the precoder for 4 antenna ports in Section 6.3.4.3 of [3]. 

2. Transmission mode 4 

a. 2 antenna ports: see Table 7.2-lc 

b. 4 antenna ports: bit fli6(,;-i)+, is associated with the precoder for v layers and with codebook index 
«; in Table 6.3.4.2.3-2 of [3]. 

3. Transmission modes 5 and 6 

a. 2 antenna ports: bit a. is associated with the precoder for v = l layer with codebook index i^ in 
Table 6.3.4.2.3-1 of [3]. 

b. 4 antenna ports: bit a^ is associated with the precoder for v=l layer with codebook index i^ in 
Table 6.3.4.2.3-2 of [3]. 

4. Transmission mode 8 

a. 2 antenna ports: see Table 7.2-lc 

b. 4 antenna ports: bit ai6(,;-i)+, is associated with the precoder for v layers and with codebook index 
z; in Table 6.3.4.2.3-2 of [3], W = 1,2 . 

5. Transmission mode 9 

a. 2 antenna ports: see Table 7.2-lc 

b. 4 antenna ports: bit aig/^.n^.,- is associated with the precoder for v layers and with codebook 
index i^ in Table 6.3.4.2.3-2 of [3]. 
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c. 8 antenna ports: bit a /^j/^.i^^.; is associated with the precoder for v layers (ye {1,2,3,4,5,6,7,8}) and 
codebook index /^.j where /l(-) = {0,16,32,36,40,44,48,52} and bit fl534.„i(y_i)+; is associated 
with the precoder for v layers (ye {1,2,3,4}) and codebook index 1^2 where §1() = {0,16,32,48}. 
Codebook indices i^i and 1^2 are given in Table 6.3.4.2.3-3, 6.3.4.2.3-4, 6.3.4.2.3-5, 6.3.4.2.3-6, 
6.3.4.2.3-7, 6.3.4.2.3-8, 6.3.4.2.3-9, or 6.3.4.2.3-10 of [3] for i;=l,2,3,4,5,6,7, or 8 respectively. 

Table 7.2-1 b: Number of bits in codebook subset restriction bitmap for applicable transmission 

modes. 





Number of bits 


4 




2 antenna 
ports 


4 antenna 
ports 


8 antenna 
ports 


Transmission mode 3 


2 


4 




Transmission mode 4 


6 


64 




Transmission mode 5 


4 


16 




Transmission mode 6 


4 


16 




Transmission mode 8 


6 


32 




Transmission mode 9 


6 


64 


109 



Table 7.2-1 c: Association of bits in codebookSubSetRestriction bitmap to precoders in the 2 antenna 

port codebook of Table 6.3.4.2.3-1 in [3]. 



Codebook 
index i^ 


Number of 

1 


layers v 
2 





ao 


- 


1 


ai 


34 


2 


32 


35 


3 


33 


- 



The set of subbands (S) a UE shall evaluate for CQI reporting spans the entire downlink system bandwidth. A subband 
is a set of k contiguous PRBs where A; is a function of system bandwidth. Note the last subband in set S may have 



,DL 



tDL 



fewer than fe contiguous PRBs depending on// (jg . The number of subbands for system bandwidth given by A^j^g is 

defined by A^ = | Ng^g /k\ . The subbands shall be indexed in the order of increasing frequency and non-increasing 
sizes starting at the lowest frequency. 

■ For transmission modes 1, 2, 3 and 5, as well as transmission modes 8 and 9 without PMI/RI reporting, 
transmission mode 4 with RI=1, and transmission modes 8 and 9 with PMI/RI reporting and RI=1, a single 4- 
bit wideband CQI is reported according to Table 7.2.3-1. 

■ For transmission modes 3 and 4, as well as transmission modes 8 and 9 with PMI/RI reporting, CQI is 
calculated assuming transmission of one codeword for RJ=1 and two codewords for RI > 1. 
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For RI > 1 with transmission mode 4, as well as transmission modes 8 and 9 with PMI/RI reporting, PUSCH 
based triggered reporting includes reporting a wideband CQI which comprises: 

o A 4-bit wideband CQI for codeword according to Table 7.2.3-1 

o A 4-bit wideband CQI for codeword 1 according to Table 7.2.3-1 

For RI > 1 with transmission mode 4, as well as transmission modes 8 and 9 with PMI/RI reporting, PUCCH 
based reporting includes reporting a 4-bit wideband CQI for codeword according to Table 7.2.3-1 and a 
wideband spatial differential CQI. The wideband spatial differential CQI value comprises: 

o A 3-bit wideband spatial differential CQI value for codeword 1 offset level 

■ Codeword 1 offset level = wideband CQI index for codeword - wideband CQI index for 
codeword 1. 

o The mapping from the 3-bit wideband spatial differential CQI value to the offset level is shown in 
Table 7.2-2. 

Table 7.2-2 Mapping spatial differential CQI value to offset level 



Spatial differential CQI 
value 


Offset level 








1 


1 


2 


2 


3 


>3 


4 


<-4 


5 


-3 


6 


-2 


7 


-1 



7.2.1 Aperiodic CSI Reporting using PUSCH 

A UE shall perform aperiodic CSI reporting using the PUSCH in subframe n+k on serving cell c , upon decoding in 
subframe n either: 

■ an uplink DCI format, or 

■ a Random Access Response Grant, 

for serving cell c if the respective CSI request field is set to trigger a report and is not reserved. If the CSI request field 
is 1 bit [4], a report is triggered for serving cell c if the CSI request field is set to '1'. If the CSI request field size is 2 
bits [4], a report is triggered according to the value in Table 7.2. 1-1 A corresponding to aperiodic CSI reporting. 

A UE is not expected to receive more than one aperiodic CSI report request for a given subframe. 



Table 7.2.1-1 A: CSI Request field for PDCCH with uplink DCI format in UE specific search space 



Value of CSI request field 


Description 


'00' 


No aperiodic CSI report is triggered 


'01' 


Aperiodic CSI report is triggered for serving cell c 


'10' 


Aperiodic CSI report is triggered for a 1^' set of 
serving cells configured by higher layers 


'11' 


Aperiodic CSI report is triggered for a 2"" set of 
serving cells configured by higher layers 
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Note: PDCCH with DCI formats used to grant PUSCH transmissions as given by DCI format and DCI format 4 are 
herein referred to as upHnk DCI format when common behaviour is addressed. 

When the CSI request field from an uplink DCI format is set to trigger a report, for FDD k=4, and for TDD UL/DL 
configuration 1-6, k is given in Table 8-2. For TDD UL/DL configuration 0, if the MSB of the UL index is set to 1 and 
LSB of the UL index is set to 0, k is given in Table 8-2; or if MSB of the UL index is set to and LSB of the UL index 
is set to 1, fe is equal to 7; or if both MSB and LSB of the UL index is set to 1, fe is given in Table 8-2. 

When the CSI request field from a Random Access Response Grant is set to trigger a report and is not reserved, k is 
equal to k^ if the UL delay field in section 6.2 is set to zero, where k^ is given in section 6. LL The UE shall 
postpone aperiodic CSI reporting to the next available UL subframe if the UL delay field is set to 1 . 

The minimum reporting interval for aperiodic reporting of CQI and PMI and RI is 1 subframe. The subband size for 
CQI shall be the same for transmitter-receiver configurations with and without precoding. 

If a UE is not configured for simultaneous PUSCH and PUCCH transmission, when aperiodic CSI report with no 
transport block associated as defined in section 8.6.2 and positive SR is transmitted in the same subframe, the UE shall 
transmit SR, and, if applicable, HARQ-ACK, on PUCCH resources as described in Section 10.1 

A UE is semi-statically configured by higher layers to feed back CQI and PMI and corresponding RI on the same 
PUSCH using one of the following CSI reporting modes given in Table 7.2.1-1 and described below. 

Table 7.2.1-1 : CQI and PMI Feedback Types for PUSCH CSI reporting Modes 





PMI Feedback Type 




No PMI 


Single PMI 


Multiple PMI 


PUSCH CQI 
Feedback Type 


Wideband 
(wideband CQI) 






Mode 1 -2 


UE Selected 
(subband CQI) 


Mode 2-0 




Mode 2-2 


Higher Layer- 
configured 

(subband CQI) 


Mode 3-0 


Mode 3-1 





For each of the transmission modes defined in Section 7.1, the following reporting modes are supported on PUSCH: 

Transmission mode 1 
Transmission mode 2 
Transmission mode 3 
Transmission mode 4 
Transmission mode 5 
Transmission mode 6 
Transmission mode 7 
Transmission mode 8 



Modes 2-0, 


3-0 


Modes 2-0, 


3-0 


Modes 2-0, 


3-0 


Modes 1-2, 


2-2 


Mode 3-1 




Modes 1-2, 


2-2 


Modes 2-0, 


3-0 


Modes 1-2, 


2-2 



3-1 



3-1 



Transmission mode 9 



1 if the UE is configured with PMI/RI reporting; modes 2-0, 3-0 if the 
UE is configured without PMI/RI reporting 

: Modes 1-2, 2-2, 3-1 if the UE is configured with PMI/RI reporting and number of CSI-RS 
ports > 1 ; modes 2-0, 3-0 if the UE is configured without PMI/RI reporting or number of 
CSI-RS ports=l 



The aperiodic CSI reporting mode is given by the parameter cqi-ReportModeAperiodic which is configured by higher- 
layer signalling. 

For a serving cell with N ^^ < 7 , PUSCH reporting modes are not supported for that serving cell. 

RI is only reported for transmission modes 3 and 4, as well as transmission modes 8 and 9 with PMI/RI reporting. 
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A RI report for a serving cell on an aperiodic reporting mode is valid only for CQI/PMI report for that serving cell on 
that aperiodic reporting mode 

• Wideband feedback 

o Mode 1-2 description: 

■ For each subband a preferred precoding matrix is selected from the codebook subset 
assuming transmission only in the subband 

■ A UE shall report one wideband CQI value per codeword which is calculated assuming 
the use of the corresponding selected precoding matrix in each subband and 
transmission on set S subbands. 

■ The UE shall report the selected precoding matrix indicator for each set S subband 
except for transmission mode 9 with 8 CSI-RS ports configured in which case a first 
precoding matrix indicator /j is reported for the set S subbands and a second precoding 

matrix indicator (^ is reported for each set S subband. 

■ Subband size is given by Table 7.2.1-3. 

■ For transmission modes 4, 8 and 9, the reported PMI and CQI values are calculated 
conditioned on the reported RI. For other transmission modes they are reported 
conditioned on rank 1 . 

• Higher Layer-configured subband feedback 

o Mode 3-0 description: 

■ A UE shall report a wideband CQI value which is calculated assuming transmission on 
set S subbands 

■ The UE shall also report one subband CQI value for each set S subband. The subband 
CQI value is calculated assuming transmission only in the subband 

■ Both the wideband and subband CQI represent channel quality for the first codeword, 
even when RI>1. 

■ For transmission mode 3 the reported CQI values are calculated conditioned on the 
reported RI. For other transmission modes they are reported conditioned on rank 1 . 

o Mode 3-1 description: 

■ A single precoding matrix is selected from the codebook subset assuming transmission 
on set S subbands 

■ A UE shall report one subband CQI value per codeword for each set S subband which 
are calculated assuming the use of the single precoding matrix in all subbands and 
assuming transmission in the corresponding subband. 

■ A UE shall report a wideband CQI value per codeword which is calculated assuming 
the use of the single precoding matrix in all subbands and transmission on set S 
subbands 

■ The UE shall report the selected single precoding matrix indicator except for 
transmission mode 9 with 8 CSI-RS ports configured in which case a first and second 
precoding matrix indicator are reported corresponding to the selected single precoding 
matrix. 

■ For transmission modes 4, 8 and 9, the reported PMI and CQI values are calculated 
conditioned on the reported RI. For other transmission modes they are reported 
conditioned on rank 1 . 

o Subband CQI value for each codeword are encoded differentially with respect to their respective 
wideband CQI using 2-bits as defined by 
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Subband differential CQI offset level = subband CQI index - wideband CQI index. The 
mapping from the 2-bit subband differential CQI value to the offset level is shown in 
Table 7.2.1-2. 



Table 7.2.1-2: Mapping subband differential CQI value to offset level 



Subband differential 
CQI value 


Offset level 








1 


1 


2 


>2 


3 


<-1 



o Supported subband size (k) is given in Table 7.2.1-3. 



Table 7.2.1-3: Subband Size (K) vs. System Bandwidth 



System Bandwidth 


Subband Size 


6-7 


NA 


8- 10 


4 


11-26 


4 


27-63 


6 


64-110 


8 



UE-selected subband feedback 
o Mode 2-0 description: 



The UE shall select a set of M preferred subbands of size k (where k and M are given in 
Table 7.2.1-5 for each system bandwidth range) within the set of subbands S. 

The UE shall also report one CQI value reflecting transmission only over the M selected 
subbands determined in the previous step. The CQI represents channel quality for the 
first codeword, even when RI>1. 

Additionally, the UE shall also report one wideband CQI value which is calculated 
assuming transmission on set S subbands. The wideband CQI represents channel quality 
for the first codeword, even when RI>1. 

For transmission mode 3 the reported CQI values are calculated conditioned on the 
reported RI. For other transmission modes they are reported conditioned on rank 1 . 



o Mode 2-2 description: 



The UE shall perform joint selection of the set of M preferred subbands of size k within 
the set of subbands S and a preferred single precoding matrix selected from the 
codebook subset that is preferred to be used for transmission over the M selected 
subbands. 

The UE shall report one CQI value per codeword reflecting transmission only over the 
selected M preferred subbands and using the same selected single precoding matrix in 
each of the M subbands. 

Except for transmission mode 9 with 8 CSI-RS ports configured, the UE shall also 
report the selected single precoding matrix indicator preferred for the M selected 
subbands. A UE shall also report the selected single precoding matrix indicator for all 
set S subbands. 
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■ For transmission mode 9 with 8 CSI-RS ports configured, a UE shall report a first 
precoding matrix indicator for all set S subbands. A UE shall also report a second 
precoding matrix indicator for all set S subbands and another second precoding matrix 
indicator for the M selected subbands. 

■ A single precoding matrix is selected from the codebook subset assuming transmission 
on set S subbands 

■ A UE shall report a wideband CQI value per codeword which is calculated assuming 
the use of the single precoding matrix in all subbands and transmission on set S 
subbands 

■ For transmission modes 4, 8 and 9, the reported PMI and CQI values are calculated 
conditioned on the reported RI. For other transmission modes they are reported 
conditioned on rank 1 . 

o For all UE-selected subband feedback modes the UE shall report the positions of the M selected 
subbands using a combinatorial index r defined as 



z 



N-s, 
M-i 



where the set Is] , (1< s. < N, s <s^^, ) contains the M sorted subband indices 

x> y 



and 



^x^ 







is the extended binomial coefficient, resulting in unique label 



X < y 



re\Q, 



o The CQI value for the M selected subbands for each codeword is encoded differentially using 2-bits 
relative to its respective wideband CQI as defined by 

■ Differential CQI offset level = M selected subbands CQI index - wideband CQI index 

■ The mapping from the 2-bit differential CQI value to the offset level is shown in Table 

7.2.1-4. 



Table 7.2.1-4: Mapping differential CQI value to offset level 



Differential CQI value 


Offset level 





<1 


1 


2 


2 


3 


3 


>4 



o Supported subband size k and M values include those shown in Table 7.2.1-5. In Table 7.2.1-5 the k 
and M values are a function of system bandwidth. 



o The number of bits to denote the position of the M selected subbands is L - 



log; 
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Table 7.2.1-5: Subband Size (K) and Number of Subbands (/W) in S vs. Downlink System Bandwidth 



System Bandwidth 


Subband Size/((RBs) 


M 


6-7 


NA 


NA 


8-10 


2 


1 


11-26 


2 


3 


27-63 


3 


5 


64 - 11 


4 


6 



7.2.2 Periodic CSI Reporting using PUCCH 

A UE is semi-statically configured by higher layers to periodically feed back different CSI (CQI, PMI, PTI, and/or RI) 
on the PUCCH using the reporting modes given in Table 7.2.2-1 and described below. 



Table 7.2.2-1 : CQI and PIVII Feedback Types for PUCCH CSI reporting IVIodes 





PIVII Feedback Type 




No PMI 


Single PMI 


PUCCH CQI 
Feedback Type 


Wideband 
(wideband CQI) 


Mode 1 -0 


Mode 1-1 


UE Selected 
(subband CQI) 


Mode 2-0 


Mode 2-1 



For each of the transmission modes defined in Section 7.1, the following periodic CSI reporting modes are supported on 
PUCCH: 



Transmission mode 1 
Transmission mode 2 
Transmission mode 3 
Transmission mode 4 
Transmission mode 5 
Transmission mode 6 
Transmission mode 7 
Transmission mode 8 

Transmission mode 9 



Modes 1-0, 2-0 

Modes 1-0, 2-0 

Modes 1-0, 2-0 

Modes 1-1, 2-1 

Modes 1-1, 2-1 

Modes 1-1, 2-1 

Modes 1-0, 2-0 

Modes 1-1,2-1 if the UE is configured with PMI/RI reporting; modes 1-0, 2-0 if the UE is 
configured without PMI/RI reporting 

: Modes 1-1,2-1 if the UE is configured with PMI/RI reporting and number of CSI-RS 
ports>l; modes 1-0, 2-0 if the UE is configured without PMI/RI reporting or number of 
CSI-RS ports=l. 



The periodic CSI reporting mode for each serving cell is configured by higher-layer signalling. For a UE configured 
with transmission mode 9 and with 8 CSI-RS ports, mode 1-1 is configured to be either submode 1 or submode 2 via 
higher-layer signaling using the parameter PUCCHJormatl-l_CSI_reporting_mode. 

For the UE-selected subband CQI, a CQI report in a certain subframe of a certain serving cell describes the channel 
quality in a particular part or in particular parts of the bandwidth of that serving cell described subsequently as 
bandwidth part (BP) or parts. The bandwidth parts shall be indexed in the order of increasing frequency and non- 
increasing sizes starting at the lowest frequency. 

For each serving cell 
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• There are a total of // subbands for a serving cell system bandwidth given by A^^g where \_N^q I k\ subbands 
are of size k. If | N^^ I k\ - \_N^^ lk\>Q then one of the subbands is of size N^^ - k ■ \_N^^ I k\. 

• A bandwidth part j is frequency-consecutive and consists of A^, subbands where J bandwidth parts span S or 
A^^ as given in Table 7.2.2-2. If 7 = 1 then A^^ \ii\N^^lklj\ . If y>i then A^^ is either \N^^lklj\ 

or I A^RB lklj\ - 1 , depending on N^^ , k and J. 

• Each bandwidth part j, where <j < 7-1, is scanned in sequential order according to increasing frequency. 

• For UE selected subband feedback a single subband out of A^ ■ subbands of a bandwidth part is selected 



along with a corresponding L-bit label indexed in the order of increasing frequency, 
where L - 



log2\N^^/k/J 



•rb 



The CQI and PMI payload sizes of each PUCCH CSI reporting mode are given in Table 7.2.2-3. 

The following CQI/PMI and RI reporting types with distinct periods and offsets are supported for the PUCCH CSI 
reporting modes given in Table 7.2.2-3: 

Type 1 report supports CQI feedback for the UE selected sub-bands 

Type 1 a report supports subband CQI and second PMI feedback 

Type 2, Type 2b, and Type 2c report supports wideband CQI and PMI feedback 

Type 2a report supports wideband PMI feedback 

Type 3 report supports RI feedback 

Type 4 report supports wideband CQI 

Type 5 report supports RI and wideband PMI feedback 

Type 6 report supports RI and PTI feedback 

For each serving cell, the periodicity N p^ (in subframes) and offset Ngpp^i^j qqj (in subframes) for CQI/PMI 
reporting are determined based on the parameter cqi-pmi-Configlndex ( Icqiipmi ) given in Table 7.2.2-lA for FDD and 
Table 7.2.2-lC for TDD. The periodicity M^^ and relative offset Nppp^pj j^j for RI reporting are determined based 
on the parameter ri-Configlndex ( 7^^ ) given in Table 7.2.2-lB. Both cqi-pmi-Configlndex and ri-Configlndex are 
configured by higher layer signalling. The relative reporting offset for RI Ngpp^pj ^^ takes values from the set 
{0,-l,...,-(A'„^ - 1)} . If a UE is configured to report for more than one CSI subframe set then parameter cqi-pmi- 
Configlndex and ri-Configlndex respectively correspond to the CQI/PMI and RI periodicity and relative reporting offset 
for subframe set 1 and cqi-pmi-ConfigIndex2 and ri-Config Index! respectively correspond to the CQI/PMI and RI 
periodicity and relative reporting offset for subframe set 2. 

In the case where wideband CQI/PMI reporting is configured: 

• The reporting instances for wideband CQI/PMI are subframes satisfying 

[lOXHf +[n, / 2 }- N OFFSET, CQI )^od{N j,j)= . 

• In case RI reporting is configured, the reporting interval of the RI reporting is an integer multiple M^^ of 

period A^„^ (in subframes). 

o The reporting instances for RI are subframes satisfying 

(lOXny +[nJ2}- NoFFSET,CQI - NoFFSET,Rl)T^od{N p^ ■Mjii)=0. 

In the case where both wideband CQI/PMI and subband CQI reporting are configured: 

• The reporting instances for wideband CQI/PMI and subband CQI are subframes satisfying 

i^Q-Xn f +\n J 2\- N OFFSET, CQl)'^o^N pd = ■ 

■ When PTI is not transmitted (due to not being configured) or the most recently transmitted PTI was 
equal to 1 : 
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■ The wideband CQI/ wideband PMI (or wideband CQI/wideband second PMI for 
transmission mode 9) report has period H ■ N p^ , and is reported on the subframes 

satisfying (lOxny +Ln^ /2j-A'o;7/75£r^CQ/ jmod(// •A^p^j= . The integer H 

is defined as H = J ■ K + \ , where J is the number of bandwidth parts. 

■ Between every two consecutive wideband CQI/ wideband PMI (or wideband 
CQI/wideband second PMI for transmission mode 9) reports, the remaining J ■ K 
reporting instances are used in sequence for subband CQI reports on K full cycles 
of bandwidth parts except when the gap between two consecutive wideband 
CQI/PMI reports contains less than J ■ K reporting instances due to a system 
frame number transition to 0, in which case the UE shall not transmit the remainder 
of the subband CQI reports which have not been transmitted before the second of 
the two wideband CQI/ wideband PMI (or wideband CQI/wideband second PMI for 
transmission mode 9) reports. Each full cycle of bandwidth parts shall be in 
increasing order starting from bandwidth part to bandwidth part J -\ . The 
parameter K is configured by higher-layer signalling. 

■ When the most recently transmitted PTI is 0: 

■ The wideband first precoding matrix indicator report has period H' ■ N p^ , and is 

reported on the subframes satisfying 
(lOxny +[m,v /Ij-Npfps^-j- (^Qi)mod[H'-N p^)=0, where //'is signalled by 

higher layers. 

■ Between every two consecutive wideband first precoding matrix indicator reports, 
the remaining reporting instances are used for a wideband second precoding 
matrix indicator with wideband CQI as described below 

• In case RI reporting is configured, the reporting interval of RI is M^^ times the wideband CQI/PMI period 
H ■ N pj , and RI is reported on the same PUCCH cyclic shift resource as both the wideband CQI/PMI and 
subband CQI reports. 

■ The reporting instances for RI are subframes satisfying 

(lO X ny + In, 1 2}- N OFFSET, CQI - N OFFSET, RI )mod(// ■Npd-Mjij)=0 

In case of collision of a CSI report with PUCCH reporting type 3, 5, or 6 of one serving cell with a CSI report with 
PUCCH reporting type 1, la, 2, 2a, 2b, 2c, or 4 of the same serving cell the latter CSI report with PUCCH reporting 
type (1, la, 2, 2a, 2b, 2c, or 4) has lower priority and is dropped. 

If the UE is configured with more than one serving cell, the UE transmits a CSI report of only one serving cell in any 
given subframe. For a given subframe, in case of collision of a CSI report with PUCCH reporting type 3, 5, 6, or 2a of 
one serving cell with a CSI report with PUCCH reporting type 1, la, 2, 2b, 2c, or 4 of another serving cell, the latter 
CSI with PUCCH reporting type (1, la, 2, 2b, 2c, or 4) has lower priority and is dropped. For a given subframe, in case 
of collision of CSI report with PUCCH reporting type 2, 2b, 2c, or 4 of one serving cell with CSI report with PUCCH 
reporting type 1 or la of another serving cell, the latter CSI report with PUCCH reporting type 1, or la has lower 
priority and is dropped. 

For a given subframe, in case of collision between CSI reports of different serving cells with PUCCH reporting type of 
the same priority, the CSI of the serving cell with lowest ServCelllndex is reported, and CSI of all other serving cells are 
dropped. 

See section 10.1 regarding UE behaviour for collision between CSI and HARQ-ACK and the corresponding PUCCH 
format assignment. 

The CSI report of a given PUCCH reporting type shall be transmitted on the PUCCH resource "puccH ^^ defined in 
[3], where "puccH ^^ ^^ specific and configured by higher layers for each serving cell. 

If the UE is not configured for simultaneous PUSCH and PUCCH transmission or, if the UE is configured for 
simultaneous PUSCH and PUCCH transmission and not transmitting PUSCH, in case of collision between CSI and 
positive SR in a same subframe, CSI is dropped. 
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Table 7.2.2-1A: Mapping Of Icqupmi to ^prf and N offset, cqi for FDD. 



^CQIIPMl 


Value Of Npd 


Value of NoFFSET,CQI 


- ^CQIIPMI - 1 


2 


^CQIIPMI 


2^ ^CQIIPMI ^6 


5 


^CQIIPMI ~ 2 


7^ tcQI/PMI ^ 16 


10 


^CQIIPMI ~ 7 


■'7< tcQI/PMI ^36 


20 


^CQIIPMI ~ 1 7 


37 < IcQiiPMi ^76 


40 


^CQI/PMI ~ 37 


77 < /ce//PM/ ^156 


80 


^CQIIPMI ~ 77 


157< /ce//PM/ ^316 


160 


^CQiiPMi -157 


^CQIIPMI =317 


Reserved 


318 < /ce//PM/ ^349 


32 


^CQiiPMi -318 


350 < IcQiiPMi ^413 


64 


^CQIIPMI - 350 


414 < /ce//PM/ ^541 


128 


W/PM/ -414 


542 < /c2;/pM/ ^1023 


Reserved 



Table 7.2.2-1 B: Mapping of V to M^^ and A^, 



* 0FFSET,R1 ■ 



V 


Value of M^j 


Value of NoFFSET,Ri 


0< /«; <160 


1 


-hi 


161 < /«/ <321 


2 


-{Iri -161) 


322 < /^^ <482 


4 


-{Iri -322) 


483 < V <643 


8 


-{Iri -483) 


644 < Ij^j <804 


16 


-(/«/ -644) 


805 < V ^965 


32 


-(/«/ -805) 


986 < /«; <1023 


Reserved 
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Table 7.2.2-1C: Mapping Of Icqupmi to ^prf 



and NoppsET,cQi for TDD. 



^CQIIPMI 


Value Of Npd 


Value of NoFFSET,CQI 


^CQI/PMI = 


1 


^CQIIPMI 


^ - ^CQIIPMI - 5 


5 


^CQI/PMI ~ 1 


6 - ^CQIIPMI - 15 


10 


^CQIIPMI ~ 6 


16 < IcQIIPMI ^35 


20 


^CQIIPMI ~ 1 6 


36 < IcQllPMl ^75 


40 


^CQI/PMI ~ 36 


76 < IcQiiPMi ^ 155 


80 


^CQIIPMI ~ 76 


156< /ce;/PM/ ^315 


160 


^CQIIPMI "156 


316 < /ce//™/ <1023 


Reserved 



For TDD periodic CQI/PMI reporting, the following periodicity values apply depending on the TDD UL/DL 
configuration [3]: 

o The reporting period of A^„j = 1 is only applicable to TDD UL/DL configurations 0, 1,3, 4, and 6, 

where all UL subframes in a radio frame are used for CQI/PMI reporting, 
o The reporting period of A^ „^ = 5 is only applicable to TDD UL/DL configurations 0, 1,2, and 6. 

o The reporting periods of N p^ = {10,20,40,80,160} are applicable to all TDD UL/DL configurations. 



For a serving cell with N ^^ < 7 , Mode 2-0 and Mode 2-1 are not supported for that serving cell. 

The sub-sampled codebook for PUCCH mode 1-1 submode 2 is defined in Table 7.2.2-lD for first and second 
precoding matrix indicator /j and (^ ■ Joint encoding of rank and first precoding matrix indicator /j for PUCCH 
mode 1-1 submode 1 is defined in Table 7.2.2-lE. The sub-sampled codebook for PUCCH mode 2-1 is defined in Table 
7.2.2- IF for the second precoding matrix indicator /2 ■ 



Table 7.2.2-1 D: PUCCH mode 1-1 submode 2 codebook subsampling. 







'i 




'2 


total 


Rl 


#bits 


values 


#bits 


values 


#bits 


1 


3 


{0,2,4,6,8, 10, 12, 14}, 


1 


{0,2} 


4 


2 


3 


{0,2,4, 6,8, 10, 12, 14} 


1 


{0,1} 


4 


3 


1 


{0,2} 


3 


{0, 1,2,3,8,9, 10, 11} 


4 


4 


1 


{0,2} 


3 


{0,1,2,3,4,5,6,7} 


4 


5 


2 


{0, 1,2,3} 





{0} 


2 


6 


2 


{0,1,2,3} 





{0} 


2 


7 


2 


{0, 1,2,3} 





{0} 


2 


8 





{0} 





{0} 
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Table 7.2.2-1E: Joint encoding of Rl and i\ for PUCCH mode 1-1 submode 1. 



hypotheses 


Rl 


'i 
values 


0-7 
8-15 
16-17 


1 
2 
3 


{0,2,4,6,8,10,12,14} 

{0,2,4,6,8,10,12,14} 

{0,2} 


18-19 


4 


{0,2} 


20-21 


5 


{0,2} 


22-23 


6 


{0,2} 


24-25 


7 


{0,2} 


26 


8 


{0} 


27-31 


reserved 


NA 



Table 7.2.2-1 F: PUCCH mode 2-1 codebooksubsampling. 



Rl 




'2 




#bits 


values 


1 


4 


No subsampling 


2 


2 


{0, 2, 4, 6} 


3 


2 


{2,3,10,11} 


4 


2 


{0, 2, 4, 6} 


5 





{0} 


6 





{0} 


7 





{0} 


8 





{0} 



A Rl report for a serving cell in a periodic reporting mode is valid only for CQI/PMI report for that serving cell on that 
periodic CSI reporting mode. 

For the calculation of CQI/PMI conditioned on the last reported Rl, in the absence of a last reported Rl the UE shall 
conduct the CQI/PMI calculation conditioned on the lowest possible Rl as given by the bitmap parameter 
codebookSubsetRestriction . If reporting for more than one CSI subframe set is configured, CQI/PMI is conditioned on 
the last reported Rl linked to the same subframe set as the CQI/PMI report. 

• Wideband feedback 

o Mode 1 -0 description: 

■ In the subframe where Rl is reported (only for transmission mode 3): 

• A UE shall determine a Rl assuming transmission on set S subbands. 

• The UE shall report a type 3 report consisting of one RL 

■ In the subframe where CQI is reported: 

• A UE shall report a type 4 report consisting of one wideband CQI value which 
is calculated assuming transmission on set S subbands. The wideband CQI 
represents channel quality for the first codeword, even when RI>1. 

• For transmission mode 3 the CQI is calculated conditioned on the last reported 
periodic RL For other transmission modes it is calculated conditioned on 
transmission rank 1 . 

o Mode 1-1 description: 



£75/ 



3GPP TS 36.21 3 version 1 0.3.0 Release 1 57 ETSI TS 1 36 21 3 VI 0.3.0 (201 1 -1 0) 

■ In the subframe where RI is reported (only for transmission mode 4 and transmission 
mode 8 and transmission mode 9): 

• A UE shall determine a RI assuming transmission on set S subbands. 

• The UE shall report a type 3 report consisting of one RI. 

■ In the subframe where RI and a first PMI are reported (only for transmission mode 9 
with submode 1 and when 8 CSI-RS ports are configured) 

• A UE shall determine a RI assuming transmission on set S subbands. 

• The UE shall report a type 5 report consisting of jointly coded RI and a first 
PMI corresponding to a set of precoding matrices selected from the codebook 
subset assuming transmission on set S subbands. 

• The wideband first PMI value is calculated conditioned on the reported 
periodic RI. 

■ In the subframe where CQI/PMI is reported for all transmission modes except 
transmission mode 9 with 8 CSI-RS ports configured: 

• A single precoding matrix is selected from the codebook subset assuming 
transmission on set S subbands. 

• A UE shall report a type 2 report consisting of 

o A single wideband CQI value which is calculated assuming the use of 
a single precoding matrix in all subbands and transmission on set S 
subbands. 

o The selected single PMI (wideband PMI). 

o When RI>1, an additional 3 -bit wideband spatial differential CQI, 
which is shown in Table 7.2-2. 

• For transmission mode 4, 8 and 9, the PMI and CQI are calculated conditioned 
on the last reported periodic RI. For other transmission modes they are 
calculated conditioned on transmission rank 1 . 

■ In the subframe where wideband CQI/second PMI is reported for transmission mode 9 
with 8 CSI-RS ports configured to submode 1 only: 

• A single precoding matrix is selected from the codebook subset assuming 
transmission on set S subbands. 

• A UE shall report a type 2b report consisting of 

o A single wideband CQI value which is calculated assuming the use of 
the single precoding matrix in all subbands and transmission on set S 
subbands. 

o The wideband second PMI corresponding to the selected single 
precoding matrix. 

o When RI>1, an additional 3-bit wideband spatial differential CQI, 
which is shown in Table 7.2-2. 

• The wideband second PMI value is calculated conditioned on the last reported 
periodic RI and the wideband first PMI. The wideband CQI value is calculated 
conditioned on the selected precoding matrix and the last reported periodic RI. 

■ In the subframe where wideband CQI/first PMI/second PMI is reported for transmission 
mode 9 with 8 CSI-RS ports configured to submode 2 only: 

• A single precoding matrix is selected from the codebook subset assuming 
transmission on set S subbands. 

• A UE shall report a type 2c report consisting of 
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o A single wideband CQI value which is calculated assuming the use of 
a single preceding matrix in all subbands and transmission on set S 
subbands. 

o The wideband first PMI and the wideband second PMI corresponding 
to the selected single preceding matrix as defined in Section 7.2.4. 

o When RI>1, an additional 3-bit wideband spatial differential CQI, 
which is shown in Table 7.2-2. 

• The wideband first PMI, the wideband second PMI and the wideband CQI are 
calculated conditioned on the last reported periodic RI. 

• UE Selected subband feedback 
o Mode 2-0 description: 

■ In the subframe where RI is reported (only for transmission mode 3): 

• A UE shall determine a RI assuming transmission on set S subbands. 

• The UE shall report a type 3 report consisting of one RI. 

■ In the subframe where wideband CQI is reported: 

• The UE shall report a type 4 report on each respective successive reporting 
opportunity consisting of one wideband CQI value which is calculated 
assuming transmission on set S subbands. The wideband CQI represents 
channel quality for the first codeword, even when RI>1. 

• For transmission mode 3 the CQI is calculated conditioned on the last reported 
periodic RI. For other transmission modes it is calculated conditioned on 
transmission rank 1. 

■ In the subframe where CQI for the selected subbands is reported: 

• The UE shall select the preferred subband within the set of A^ ■ subbands in 
each of the J bandwidth parts where J is given in Table 7.2.2-2. 

• The UE shall report a type 1 report consisting of one CQI value reflecting 
transmission only over the selected subband of a bandwidth part determined in 
the previous step along with the corresponding preferred subband L-bit label. 
A type 1 report for each bandwidth part will in turn be reported in respective 
successive reporting opportunities. The CQI represents channel quality for the 
first codeword, even when RI>1. 



• 



For transmission mode 3 the preferred subband selection and CQI values are 
calculated conditioned on the last reported periodic RI. For other transmission 
modes they are calculated conditioned on transmission rank 1 . 



o Mode 2-1 description: 



In the subframe where RI is reported (only for transmission mode 4, 8 and 9 if the 
number of configured CSI-RS ports is 2 or 4): 

• A UE shall determine a RI assuming transmission on set S subbands. 

• The UE shall report a type 3 report consisting of one RI. 

In the subframe where RI is reported for transmission mode 9 with 8 CSI-RS ports 
configured then: 

• A UE shall determine a RI assuming transmission on set S subbands. 

• A UE shall determine a precoder type indication (PTI). 
The UE shall report a type 6 report consisting of one RI and the PTI. 
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■ In the subframe where wideband CQI/PMI is reported for all transmission modes except 
transmission mode 9 with 8 CSI-RS ports configured: 

• A single precoding matrix is selected from the codebook subset assuming 
transmission on set S subbands. 



• 



A UE shall report a type 2 report on each respective successive reporting 
opportunity consisting of: 

o A wideband CQI value which is calculated assuming the use of a 
single precoding matrix in all subbands and transmission on set S 
subbands. 

o The selected single PMI (wideband PMI). 

o When RI>1, an additional 3-bit wideband spatial differential CQI, 
which is shown in Table 7.2-2. 

• For transmission modes 4, 8 and 9, the PMI and CQI values are calculated 
conditioned on the last reported periodic RI. For other transmission modes they 
are calculated conditioned on transmission rank 1 . 

In the subframe where the wideband first PMI is reported for transmission mode 9 with 
8 CSI-RS ports configured and the last reported PTI=0: 

• A set of precoding matrices corresponding to the wideband first PMI is 
selected from the codebook subset assuming transmission on set S subbands. 

• A UE shall report a type 2a report on each respective successive reporting 
opportunity consisting of the wideband first PMI corresponding to the selected 
set of precoding matrices. 

• The wideband first PMI value is calculated conditioned on the last reported 
periodic RI. 

In the subframe where wideband CQI/second PMI is reported for transmission mode 9 
with 8 CSI-RS ports configured and the last reported PTI=1: 

• A single precoding matrix is selected from the codebook subset assuming 
transmission on set S subbands. 

• A UE shall report a type 2b report on each respective successive reporting 
opportunity consisting of: 

o A wideband CQI value which is calculated assuming the use of the 
selected single precoding matrix in all subbands and transmission on 
set S subbands. 

o The wideband second PMI corresponding to the selected single 
precoding matrix. 

o When RI>1, an additional 3-bit wideband spatial differential CQI, 
which is shown in Table 7.2-2. 

• The wideband second PMI value is calculated conditioned on the last reported 
periodic RI and the wideband first PMI. The wideband CQI value is calculated 
conditioned on the selected precoding matrix and the last reported periodic RI. 

In the subframe where CQI for the selected subband is reported for all transmission 
modes except for transmission mode 9 with 8 CSI-RS ports configured: 

• The UE shall select the preferred subband within the set of Nj subbands in each 
of the J bandwidth parts where J is given in Table 7.2.2-2. 

• The UE shall report a type 1 report per bandwidth part on each respective 
successive reporting opportunity consisting of: 
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o CQI value for codeword reflecting transmission only over the 

selected subband of a bandwidth part determined in the previous step 
along with the corresponding preferred subband L-bit label. 

o When RI>1, an additional 3 -bit subband spatial differential CQI value 
for codeword 1 offset level 

■ Codeword 1 offset level = subband CQI index for codeword 
- subband CQI index for codeword 1 . 

■ Assuming the use of the most recently reported single 
precoding matrix in all subbands and transmission on set S 
subbands. 

o The mapping from the 3 -bit subband spatial differential CQI value to 
the offset level is shown in Table 7.2-2. 

• For transmission modes 4, 8 and 9, the subband selection and CQI values are 
calculated conditioned on the last reported periodic wideband PMI and RI. For 
other transmission modes they are calculated conditioned on the last reported 
PMI and transmission rank 1 . 

■ In the subframe where wideband CQI/second PMI is reported for transmission mode 9 
with 8 CSI-RS ports configured and the last reported PTI=0: 

A single precoding matrix is selected from the codebook subset assuming 
transmission on set S subbands. 



• 



• The UE shall report a type 2b report on each respective successive reporting 
opportunity consisting of: 

o A wideband CQI value which is calculated assuming the use of the 
selected single precoding matrix in all subbands and transmission on 
set S subbands. 

o The wideband second PMI corresponding to the selected single 
precoding matrix. 

o When RI>1, an additional 3 -bit wideband spatial differential CQI, 
which is shown in Table 7.2-2. 

• The wideband second PMI value is calculated conditioned on the last reported 
periodic RI and the wideband first PMI. The wideband CQI value is calculated 
conditioned on the selected precoding matrix and the last reported periodic RI. 

In the subframe where subband CQI/second PMI for the selected subband is reported 
for transmission mode 9 with 8 CSI-RS ports configured and the last reported PTI=1; 

• The UE shall select the preferred subband within the set of Nj subbands in each 
of the J bandwidth parts where J is given in Table 7.2.2-2. 



• 



The UE shall report a type la report per bandwidth part on each respective 
successive reporting opportunity consisting of: 

o CQI value for codeword reflecting transmission only over the 

selected subband of a bandwidth part determined in the previous step 
along with the corresponding preferred subband L-bit label. 

o When RI>1, an additional 3 -bit subband spatial differential CQI value 
for codeword 1 offset level 

■ Codeword 1 offset level = subband CQI index for codeword 
- subband CQI index for codeword 1 . 

■ Assuming the use of the precoding matrix corresponding to the 
selected second PMI and the most recently reported first PMI 
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and transmission on the selected subband within the applicable 
bandwidth part. 

o The mapping from the 3 -bit subband spatial differential CQI value to 
the offset level is shown in Table 7.2-2. 

o A second PMI of the preferred precoding matrix selected from the 
codebook subset assuming transmission only over the selected 
subband within the applicable bandwidth part determined in the 
previous step. 

The subband second PMI values are calculated conditioned on the last reported 
periodic RI and the wideband first PMI. The subband selection and CQI values 
are calculated conditioned on the selected precoding matrix and the last 
reported periodic RI. 



Table 7.2.2-2: Subband Size (K) and Bandwidth Parts CJ; vs. Downlink System Bandwidth 



System Bandwidth 


Subband Size k 
(RBs) 


Bandwidth Parts 
(J) 


6-7 

8-10 

11-26 

27-63 

64 - 1 1 


NA 
4 
4 
6 
8 


NA 
1 
2 
3 
4 



If parameter ttiBundling provided by higher layers is set to TRUE and if an UL-SCH in subframe bundling operation 
collides with a periodic CSI reporting instance, then the UE shall drop the periodic CSI report of a given PUCCH 
reporting type in that subframe and shall not multiplex the periodic CSI report payload in the PUSCH transmission in 
that subframe. A UE is not expected to be configured with simultaneous PUCCH and PUSCH transmission when UL- 
SCH subframe bundling is configured. 

Table 7.2.2-3: PUCCH Reporting Type Payload size per PUCCH Reporting Mode and Mode State 



PUCCH 

Reporting 

Type 


Reported 


Mode State 


IVIode 1-1 
(bits/BP) 


PUCCH Repc 
Mode 2-1 
(bits/BP) 


rting Modes 
Mode 1-0 
(bits/BP) 


Mode 2-0 
(bits/BP) 


1 


Sub-band 
CQI 


Rl = 1 


NA 


4+L 


NA 


4+L 


Rl>1 


NA 


7+L 


NA 


4+L 


la 


Sub-band 

CQI / second 

PMI 


8 antenna ports RI = 1 


NA 


8+L 


NA 


NA 


8 antenna ports 1 < RI < 5 


NA 


9+L 


NA 


NA 


8 antenna ports RI > 4 


NA 


7+L 


NA 


NA 


2 


Wideband 
CQI/PMI 


2 antenna ports RI = 1 


6 


6 


NA 


NA 


4 antenna ports RI = 1 


8 


8 


NA 


NA 


2 antenna ports RI > 1 


8 


8 


NA 


NA 


4 antenna ports RI > 1 


11 


11 


NA 


NA 


2a 


Wideband 
first PMI 


8 antenna ports RI < 3 


NA 


4 


NA 


NA 


8 antenna ports 2 < RI < 8 


NA 


2 


NA 


NA 


8 antenna ports RI = 8 


NA 





NA 


NA 


2b 


Wideband 

CQI / second 

PMI 


8 antenna ports RI = 1 


8 


8 


NA 


NA 


8 antenna ports 1 < RI < 4 


11 


11 


NA 


NA 


8 antenna ports RI = 4 


10 


10 


NA 


NA 


8 antenna ports RI > 4 


7 


7 


NA 


NA 


2c 


Wideband 

CQI /first 

PMI / second 


8 antenna ports RI = 1 


8 


NA 


NA 


NA 


8 antenna ports 1 < RI < 4 


11 


NA 


NA 


NA 


8 antenna ports 4 < RI < 7 


9 


NA 


NA 


NA 
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PMI 


8 antenna ports Rl = 8 


7 


NA 


NA 


NA 


3 


Rl 


2/4 antenna ports, 2-layer 
spatial multiplexing 


1 


1 


1 


1 


8 antenna ports, 2-layer 
spatial multiplexing 


1 


NA 


NA 


NA 


4 antenna ports, 4-layer 
spatial multiplexing 


2 


2 


2 


2 


8 antenna ports, 4-layer 
spatial multiplexing 


2 


NA 


NA 


NA 


8-layer spatial multiplexing 


3 


NA 


NA 


NA 


4 


Wideband 
CQI 


Rl = 1 or Rl>1 


NA 


NA 


4 


4 


5 


Rl/ first PMI 


8 antenna ports, 2-layer 
spatial multiplexing 


4 


NA 


NA 


NA 


8 antenna ports, 4 and 8- 
layer spatial multiplexing 


5 


6 


RI/PTI 


8 antenna ports, 2-layer 
spatial multiplexing 


NA 


2 


NA 


NA 


8 antenna ports, 4-layer 
spatial multiplexing 


NA 


3 


NA 


NA 


8 antenna ports, 8-layer 
spatial multiplexing 


NA 


4 


NA 


NA 



7.2.3 Channel quality indicator (CQI) definition 

The CQI indices and their interpretations are given in Table 7.2.3-1. 

Based on an unrestricted observation interval in time and frequency, the UE shall derive for each CQI value reported in 
uplink subframe n the highest CQI index between 1 and 15 in Table 7.2.3-1 which satisfies the following condition, or 
CQI index if CQI index 1 does not satisfy the condition: 

- A single PDSCH transport block with a combination of modulation scheme and transport block size 

corresponding to the CQI index, and occupying a group of downlink physical resource blocks termed the CSI 
reference resource, could be received with a transport block error probability not exceeding 0.1. 

If CSI subframe sets Cq^i q and C^^j j are configured by higher layers, each CSI reference resource belongs to either 
C^CSI or ^CSI 1 t>ut not to both. When CSI subframe sets C^si ^^^ ^"^51 1 ^^ configured by higher layers a UE 

is not expected to receive a trigger for which the CSI reference resource is in subframe that does not belong to either 
subframe set. 

For a UE in transmission mode 9 when parameter pmi-RI-Report is configured by higher layers,the UE shall derive the 
channel measurements for computing the CQI value reported in uplink subframe n based on only the Channel-State 
Information (CSI) reference signals defined in [3]. For a UE in transmission mode 9 when the paiamet&T pmi-RI-Report 
is not configured by higher layers or in other transmission modes the UE shall derive the channel measurements for 
computing CQI based on CRS. 

A combination of modulation scheme and transport block size corresponds to a CQI index if: 

the combination could be signalled for transmission on the PDSCH in the CSI reference resource according to 
the relevant Transport Block Size table, and 

the modulation scheme is indicated by the CQI index, and 

the combination of transport block size and modulation scheme when applied to the reference resource results 
in the effective channel code rate which is the closest possible to the code rate indicated by the CQI index. If 
more than one combination of transport block size and modulation scheme results in an effective channel code 
rate equally close to the code rate indicated by the CQI index, only the combination with the smallest of such 
transport block sizes is relevant. 
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The CSI reference resource is defined as follows: 

In the frequency domain, the CSI reference resource is defined by the group of downlink physical resource 
blocks corresponding to the band to which the derived CQI value relates. 

In the time domain, the CSI reference resource is defined by a single downlink subframe n-rtcgi refi 

o where for periodic CSI reporting ticQirej is the smallest value greater than or equal to 4, such that it 
corresponds to a valid downlink subframe; 

o where for aperiodic CSI reporting ticQiref is such that the reference resource is in the same valid 
downlink subframe as the corresponding CSI request in an uplink DCI format. 



o where for aperiodic CSI reporting ricQiref is equal to 4 and downlink subframe n-ncG/_r<;/ corresponds 
to a valid downlink subframe, where downlink subframe n-nce/_ref is received after the subframe with 
the corresponding CSI request in a Random Access Response Grant. 

A downlink subframe in a serving cell shall be considered to be valid if; 

it is configured as a downlink subframe for that UE, and 

except for transmission mode 9, it is not an MBSFN subframe, and 

it does not contain a DwPTS field in case the length of DwPTS is 7680 • T^ and less, and 

it does not fall within a configured measurement gap for that UE, and 

for periodic CSI reporting, it is an element of the CSI subframe set linked to the periodic CSI 
report when that UE is configured with CSI subframe sets. 

If there is no valid downlink subframe for the CSI reference resource in a serving cell, CSI reporting is 
omitted for the serving cell in uplink subframe n. 

In the layer domain, the CSI reference resource is defined by any RI and PMI on which the CQI is conditioned. 

In the CSI reference resource, the UE shall assume the following for the purpose of deriving the CQI index; 

• The first 3 OFDM symbols are occupied by control signalling 

• No resource elements used by primary or secondary synchronisation signals or PBCH 

• CP length of the non-MBSFN subframes 

• Redundancy Version 

• If CSI-RS is used for channel measurements, the ratio of PDSCH EPRE to CSI-RS EPRE is as given in 
Section 7.2.5 

• For transmission mode 9 CSI reporting, if UE is configured for PMI/RJ reporting, assume DMRS overhead is 
consistent with most recent reported rank 

• Assume no REs allocated for CSI-RS and zero-power CSI-RS 

• Assume no REs allocated for PRS 

• The PDSCH transmission scheme given by Table 7.2.3-0 depending on the transmission mode currently 
configured for the UE (which may be the default mode). 

• If CRS is used for channel measurements, the ratio of PDSCH EPRE to cell-specific RS EPRE is as given in 
Section 5.2 with the exception of p^ which shall be assumed to be 

o p^ — P^+ A „^, -I- 101ogjQ(2) [dB] for any modulation scheme, if the UE is configured with 

transmission mode 2 with 4 cell-specific antenna ports, or transmission mode 3 with 4 cell-specific 
antenna ports and the associated RI is equal to one; 

o p ^ — Pj^ + A^^^^gj [dB] for any modulation scheme and any number of layers, otherwise. 

The shift A^^jx^gj is given by the parameter nomPDSCH-RS-EPRE-Offset which is configured by higher-layer 
signalling. 
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Table 7.2.3-0: PDSCH transmission scheme assumed for CSI reference resource 



Transmission mode 


Transmission scheme of PDSCH 


1 


Single-antenna port, port 


2 


Transmit diversity 


3 


Transmit diversity if the associated ranl< 

indicator is 1 , otherwise large delay 

CDD 


4 


Closed-loop spatial multiplexing 


5 


l\/lulti-user MIMO 


6 


Closed-loop spatial multiplexing with a 
single transmission layer 


7 


If the number of PBCH antenna ports is 

one, Single-antenna port, port 0; 

otherwise Transmit diversity 


8 


If the UE is configured without PMI/RI 

reporting: if the number of PBCH 

antenna ports is one, single-antenna 

port, port 0; othenwise transmit diversity 

If the UE is configured with PIVII/RI 

reporting: closed-loop spatial 

multiplexing 


9 


If the UE is configured without PMI/RI 

reporting: if the number of PBCH 

antenna ports is one, single-antenna 

port, port 0; otherwise transmit diversity 

Closed-loop spatial multiplexing with up 

to 8 layer transmission, ports 7-14 (see 

subclause 7.1. 5B) 



Table 7.2.3-1 : 4-bit CQI Table 



CQI index 


modulation 


code rate X 1024 


efficiency 





out of range | 


1 


QPSK 


78 


0.1523 


2 


QPSK 


120 


0.2344 


3 


QPSK 


193 


0.3770 


4 


QPSK 


308 


0.6016 


5 


QPSK 


449 


0.8770 


6 


QPSK 


602 


1.1758 


7 


16QAM 


378 


1 .4766 


8 


16QAM 


490 


1.9141 


9 


16QAM 


616 


2.4063 


10 


64QAM 


466 


2.7305 


11 


64QAIVI 


567 


3.3223 


12 


64QAM 


666 


3.9023 


13 


64QAM 


772 


4.5234 


14 


64QAM 


873 


5.1152 


15 


64QAM 


948 


5.5547 



7.2.4 Preceding Matrix Indicator (PMI) definition 

For transmission modes 4, 5 and 6, preceding feedback is used for channel dependent codebook based preceding and 
relies on UEs reporting preceding matrix indicator (PMI). For transmission mode 8, the UE shall report PMI if 
configured with PMI/RI reporting. For transmission mode 9, the UE shall report PMI if configured with PMI/RI 
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reporting and the number of CSI-RS ports is larger than 1 . A UE shall report PMI based on the feedback modes 
described in 7.2.1 and 7.2.2. 

For 2 and 4 antenna ports, each PMI value corresponds to a codebook index given in Table 6.3.4.2.3-1 or Table 
6.3.4.2.3-2 of [3] as follows: 

■ For 2 antenna ports {0,l} or { 15,16) and an associated RI value of 1, a PMI value of n e {0,1,2,3} corresponds 

to the codebook index n given in Table 6.3.4.2.3-1 of [3] with V = 1 . 

* For 2 antenna ports {0,l} or { 15,16} and an associated RI value of 2, a PMI value of n e {0,l} corresponds to 

the codebook index n + 1 given in Table 6.3.4.2.3-1 of [3] with V = 2. 

* For 4 antenna ports {0,1,2,3} or (15,16,17,18), a PMI value of ne {0,1, -si 5} corresponds to the codebook 
index n given in Table 6.3.4.2.3-2 of [3] with V equal to the associated RI value. 

For 8 antenna ports, each PMI value corresponds to a pair of codebook indices given in Table 6.3.4.2.3-3, 6.3.4.2.3-4, 
6.3.4.2.3-5, 6.3.4.2.3-6, 6.3.4.2.3-7, 6.3.4.2.3-8, 6.3.4.2.3-9, or 6.3.4.2.3-10 of [3] as follows; 

■ For 8 antenna ports {15,16,17,18,19,20,21,22 }, a first PMI value of nj e {0,l,---,/(y)-l} and a second PMI 

value of n2 e {0,1, • • • , g(v) - l}corresponds to the codebook indices Mj and n2 given in Table 6.3.4.2.3-y of 
[3] with V equal to the associated RI value and where j = 2+v, f(v) = {16,16,4,4,4,4,4,1 } and 
g(v) = {16,16,16,8,1,1,1,1}. 

■ In some cases codebook subsampling is supported. The sub-sampled codebook for PUCCH mode 1-1 
submode 2 is defined in Table 7. 2.2-lD for first and second precoding matrix indicator /j and 12- Joint 
encoding of rank and first precoding matrix indicator /j for PUCCH mode 1-1 submode 1 is defined in Table 
7.2.2-lE. The sub-sampled codebook for PUCCH mode 2-1 is defined in Table 7.2.2-lF for the second 
precoding matrix indicator 12 ■ 

For other transmission modes, PMI reporting is not supported. 

7.2.5 Channel-State Information - Reference Symbol (CSI-RS) definition 

The following parameters for CSI-RS are configured via higher layer signaling: 

Number of CSI-RS ports. The allowable values and port mapping are given in Section 6.10.5 of [3]. 

CSI RS Configuration (see Table 6.10.5.2-1 and Table 6.10.5.2-2 in [3]) 

CSI RS sub frame configuration /csi-rs ■ The allowable values are given in Section 6.10.5.3 of [3]. 

Subframe configuration period T^si.rs . The allowable values are given in Section 6.10.5.3 of [3]. 

Subframe offset A,-;s[_]^s . The allowable values are given in Section 6.10.5.3 of [3]. 

UE assumption on reference PDSCH transmitted power for CSI feedback P^, . P^, is the assumed ratio of 

PDSCH EPRE to CSI-RS EPRE when UE derives CSI feedback and takes values in the range of [-8, 15] dB 
with 1 dB step size, where the PDSCH EPRE corresponds to the symbols for which the ratio of the PDSCH 

EPRE to the cell-specific RS EPRE is denoted by p^ , as specified in Table 5.2-2 and Table 5.2-3. 

A UE should not expect the configuration of CSI-RS and/or zero-power CSI-RS and PMCH in the same subframe of a 
serving cell. 

7.3 UE procedure for reporting HARQ-ACK 

For FDD with PUCCH format la/lb transmission, when both HARQ-ACK and SR are transmitted in the same sub- 
frame, a UE shall transmit the HARQ-ACK on its assigned HARQ-ACK PUCCH format la/lb resource for a negative 
SR transmission and transmit the HARQ-ACK on its assigned SR PUCCH resource for a positive SR transmission. 

For FDD with PUCCH format lb with channel selection, when both HARQ-ACK and SR are transmitted in the same 
sub-frame a UE shall transmit the HARQ-ACK on its assigned HARQ-ACK PUCCH resource with channel selection as 
defined in section 10.1.2.1.1 for a negative SR transmission and transmit the per serving cell spatially-bundled HARQ- 
ACK on its assigned SR PUCCH resource for a positive SR transmission. 
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For FDD, when a PUCCH fonnat 3 transmission of HARQ-ACK coincides with a sub-frame configured to the UE by 
higher layers for transmission of a scheduling request, the UE shall multiplex HARQ-ACK and SR bits on HARQ-ACK 
PUCCH resource as defined in section 5.2.3.1 in [4], unless the HARQ-ACK corresponds to a PDSCH transmission on 
the primary cell only or a PDCCH indicating downlink SPS release on the primary cell only, in which case the SR shall 
be transmitted as for FDD with PUCCH format la/lb. 

For TDD, the UE shall upon detection of a PDSCH transmission or a PDCCH indicating downlink SPS release (defined 
in section 9.2) within subframe(s) n-fe, where keK and K is defined in Table 10.1.3.1-1 intended for the UE and 
for which HARQ-ACK response shall be provided, transmit the HARQ-ACK response in UL subframe n. 

For TDD, when PUCCH format 3 is configured for transmission of HARQ-ACK, for special subframe configurations 
and 5 with normal downlink CP or configurations and 4 with extended downlink CP in a serving cell, shown in table 
4.2-1 [3], the special subframe of the serving cell is excluded from the HARQ-ACK codebook size determination. In 
this case, if the serving cell is the primary cell, there is no PDCCH indicating downlink SPS release in the special 
subframe. 

For TDD UL-DL configurations 1-6 and one configured serving cell, if the UE is not configured with PUCCH format 3, 

the value of the Downlink Assignment Index (DAI) in DCI format 0/4, V^^/ , detected by the UE according to Table 

7.3-X in subframe n — k\ where A:' is defined in Table 7.3-Y, represents the total number of subframes with PDSCH 
transmissions and with PDCCH indicating downlink SPS release to the corresponding UE within all the 

subframe(s) n-k , where keK. The value V^,^/ includes all PDSCH transmission with and without corresponding 
PDCCH within all the subframe(s) n-k An case neither PDSCH transmission, nor PDCCH indicating the downlink 
SPS resource release is intended to the UE, the UE can expect that the value of the DAI in DCI format 0/4, Vj^^j , if 
transmitted, is set to 4. 

For TDD UL-DL configuration 1 -6 and a UE configured with more than one serving cell, or for TDD UL-DL 
configuration 1-6 and a UE configured with one serving cell and PUCCH format 3, a value Wj^^j is determined by the 

Downlink Assignment Index (DAI) in DCI format 0/4 according to Table 7.3-Z in subframe n —k' , where k' is 
defined in Table 7.3-Y. In case neither PDSCH transmission, nor PDCCH indicating the downlink SPS resource release 
is intended to the UE, the UE can expect that the value of W^^ is set to 4 by the DAI in DCI format 0/4 if transmitted. 

For TDD UL-DL configurations 1-6, the value of the DAI in DCI format 1/1A/1B/1D/2/2A/2B/2C denotes the 
accumulative number of PDCCH(s) with assigned PDSCH transmission(s) and PDCCH indicating downlink SPS 
release up to the present subframe within subframe(s) n-k of each configured serving cell, where keK, and shall 

be updated from subframe to subframe. Denote Vj^^j ^ as the value of the DAI in PDCCH with DCI format 
1/1A/1B/1D/2/2A/2B/2C detected by the UE according to Table 7.3-X in subframe n — k^ in serving cell c , where 
k^ is the smallest value in the set K (defined in Table 10.1.3.1-1) such that the UE detects a DCI format 
1/1A/1B/1D/2/2A/2B/2C. When configured with one serving cell, the subscript of c in Vdai c can be omitted. 

For all TDD UL-DL configurations, denote f//)yi/ ^ as the total number of PDCCH(s) with assigned PDSCH 

transmission(s) and PDCCH indicating downlink SPS release detected by the UE within the subframe(s) n-k in 
serving cell c , where keK. When configured with one serving cell, the subscript of c in U d/^i ^. can be omitted. 

Denote N^p^ , which can be zero or one, as the number of PDSCH transmissions without a corresponding PDCCH 
within the subframe(s) n-k , where keK. 

For TDD HARQ-ACK bundling or HARQ-ACK multiplexing and a subframe n with M =1, the UE shall generate 
one or two HARQ-ACK bits by performing a logical AND operation per codeword across M DL subframes 
associated with a single UL subframe, of all the corresponding t/^,^/ + N^p^ individual PDSCH transmission HARQ- 

ACKs and individual ACK in response to received PDCCH indicating downlink SPS release, where M is the number 
of elements in the set K defined in Table 10.1.3.1-1. The UE shall detect if at least one downlink assignment has been 

missed, and for the case that the UE is transmitting on PUSCH the UE shall also determine the parameter A'^bundied ■ ^^^^ 
TDD UL-DL configuration 0, A'^bundied shall be 1 if the UE detects the PDSCH transmission with or without 
corresponding PDCCH within the subframe n-k , where keK. 
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For the case that the UE is not transmitting on PUSCH in subframe n and TDD UL-DL configurations 1-6, if 
^ DAI ^ and Vjj^i ^ yJ DAI ~ Ijinod 4 + 1 , the UE detects that at least one downlink assignment has been 
missed. 

For the case that the UE is transmitting on PUSCH and the PUSCH transmission is adjusted based on a detected 
PDCCH with DCl format 0/4 intended for the UE and TDD UL-DL configurations 1-6, if 

^DA/ ^ v-^ DAI '^ ^sps ~ l)lTlod4 -I- 1 the UE detects that at least one downlink assignment has been missed 
and the UE shall generate NACK for all codewords where A^^by^jjig^j is determined by the UE as 
^bundled ~ ^DAi + 2 . If the UE docs not detect any downlink assignment missing, A^^^u^jjig^ is determined by 
the UE as A^bundied = ^dai ■ UE shall not transmit HARQ-ACK if U j^^, + N^ps = and V ™^ = 4 . 

For the case that the UE is transmitting on PUSCH, and the PUSCH transmission is not based on a detected 
PDCCH with DCl format 0/4 intended for the UE and TDD UL-DL configurations 1-6, if U ^^j > and 

^DAi ^ y^ DAI ~ IjlTlod 4 -I- 1 , the UE detects that at least one downlink assignment has been missed and the 
UE shall generate NACK for all codewords. The UE determines A^^bu^jjig^j — (f^o^/ + ^sps ) ^s the number of 
assigned subframes. The UE shall not transmit HARQ-ACK if f/^^/ + N^p^ = . 



A CK A CK A CK 

o^ ^c 1 '■■■'^ ACK for the c-th serving cell configured by RRC are constructed as follows, where c>0 



For TDD, when PUCCH format 3 is configured for transmission of HARQ-ACK, the HARQ-ACK feedback bits 

iCK ACK 
,0 Ocj ,.... 

O^ = B^ if transmission mode configured in the c-th serving cell supports one transport block or spatial HARQ- 
ACK bundling is applied and O^ — 1B^ otherwise, where B^ is the number of downlink subframes for which 
the UE needs to feedback HARQ-ACK bits for the c-th serving cell. 

For the case that the UE is transmitting on PUCCH, B^ — M where M is the number of elements in the set 

K defined in Table 10.1.3.1-1 associated with subframe n and the set K does not include a special subframe 
of configurations and 5 with normal downlink CP or of configurations and 4 with extended downlink CP; 

otherwise B^ — M —\. 

For TDD UL-DL configuration or for a PUSCH transmission not adjusted based on a detected PDCCH with 

DCl format 0/4, the UE shall assume B^ = M where M is the number of elements in the set K defined in 

Table 10.1.3.1-1 associated with subframe n and the set K does not include a special subframe of 
configurations and 5 with normal downlink CP or of configurations and 4 with extended downlink CP; 

otherwise Bf^ = M - 1 . The UE shall not transmit HARQ-ACK on PUSCH if the UE does not receive 

PDSCH or PDCCH indicating downlink SPS release in subframe(s) ti-k , where ke K . 

For TDD UL-DL configurations { 1, 2, 3, 4, 6} and a PUSCH transmission adjusted based on a detected PDCCH 
with DCl format 0/4, the UE shall assume B^^ = Wl^^, . The UE shall not transmit HARQ-ACK on PUSCH if 
the UE does not receive PDSCH or PDCCH indicating downlink SPS release in subframe(s) ti-k where ke K 
and W^i,=4. 

For TDD UL-DL configurations 5 and a PUSCH transmission adjusted based on a detected PDCCH with DCl 
format 0/4, the UE shall assume B^ = W^^j +4 [U — W^^j ) / 4 , where U denotes the maximum value of 

U^ among all the configured serving cells, U^ is the total number of received PDSCHs and PDCCH indicating 

downlink SPS release in subframe(s) n-k on the c-th serving cell, ke K . The UE shall not transmit HARQ- 
ACK on PUSCH if the UE does not receive PDSCH or PDCCH indicating downlink SPS release in 
subframe(s) n-k where ke K and Wj^^j = 4 . 

The HARQ-ACK for a PDSCH transmission with a corresponding PDCCH or for a PDCCH indicating downlink SPS 
release in subframe n-k is associated with o^ DAl(k)-l if transmission mode configured in the c-th serving cell 
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ACK 



supports one transport block or spatial HARQ-ACK bundling is applied, or associated with o^ 2DAl(k)-2 ^ri^ 
o^2DAl(k)-[ Otherwise, where DAI(k) is the value of DAI in DCI format 1A/1B/1D/1/2/2A/2B/2C detected in 

subframe n-k , o^2DAl(k)-2 ^^id '^c2DAl(k)-\ are the HARQ-ACK feedback for codeword and codeword 1, 
respectively. For the case with N^p^ > , the HARQ-ACK associated with a PDSCH transmission without a 
corresponding PDCCH is mapped to o'**'f ^^ The HARQ-ACK feedback bits without any detected PDSCH 
transmission or without detected PDCCH indicating downlink SPS release are set to NACK. 

For TDD when format lb with channel selection is configured for transmission of HARQ-ACK and for 2 configured 
serving cells, the HARQ-ACK feedback bits Oq Oj ,...,0 ack on PUSCH are constructed as follows. 

- For TDD UL-DL configuration 0, O^'^^ = HARQ-ACK(/), 0<j<A-l as defined in section 10.1.3.2.1. The 

UE shall not transmit HARQ-ACK on PUSCH if the UE does not receive PDSCH or PDCCH indicating 
downlink SPS release in subframe(s) n-k where ke K . 

For TDD UL-DL configurations { 1, 2, 3, 4, 6} and a PUSCH transmission adjusted based on a detected PDCCH 
with DCI format 0/4 with W^^,=l or 2, o'^'^'^ = HARQ-ACK(/), < j < A-1 as defined in section 10.L3.2.1, 

where the value of M is replaced by W^^j when the values of HARQ-ACK(/) and A are determined. 

For TDD UL-DL configurations { 1, 2, 3, 4, 6} and a PUSCH transmission adjusted based on a detected PDCCH 
with DCI format 0/4 with Wl^^, =3 or 4, O^^*^^ =o(j), < j < 3 as defined in Table 10.1.3.2-5 or in Table 

10.1.3.2-6 respectively, where the value of M is replaced by Wj^^i ■ The UE shall not transmit HARQ-ACK on 
PUSCH if the UE does not receive PDSCH or PDCCH indicating downlink SPS release in subframe(s) n-k 
where ke K and W^^^ = 4 . 

For TDD UL-DL configurations { 1, 2, 3, 4, 6} and a PUSCH transmission not adjusted based on a detected 

PDCCH with DCI format 0/4 and a subframe n with M=lor2, Oj =nARQ-ACK(j), 0<j<A-l as 

defined in section 10.1.3.2.1. The UE shall not transmit HARQ-ACK on PUSCH if the UE does not receive 
PDSCH or PDCCH indicating downlink SPS release in subframe(s) n-k where ke K . 

For TDD UL-DL configurations { 1, 2, 3, 4, 6} and a PUSCH transmission not adjusted based on a detected 

PDCCH with DCI format 0/4 and a subframe n with M =3 or 4, of'^'^ =o(j) , < j < 3 as defined in Table 

10.1.3.2-5 or in Table 10.1.3.2-6 respectively. The UE shall not transmit HARQ-ACK on PUSCH if the UE does 
not receive PDSCH or PDCCH indicating downlink SPS release in subframe(s) n-k where ke K . 

For TDD HARQ-ACK bundling, when the UE is configured by transmission mode 3, 4, 8 or 9 defined in Section 7.1 
and HARQ-ACK bits are transmitted on PUSCH, the UE shall always generate 2 HARQ-ACK bits assuming both 
codeword and 1 are enabled. For the case that the UE detects only the PDSCH transmission associated with codeword 
within the bundled subframes, the UE shall generate NACK for codeword 1 . 



Table 7.3-X: Value of Downlink Assignment Index 



DAI 
MSB, LSB 


yUL yDL 
^ DAI °' ^ DAI 


Number of subframes with PDSCH 

transmission and with PDCCH 

indicating DL SPS release 


0,0 


1 


1 or 5 or 9 


0,1 


2 


2 or 6 


1,0 


3 


3 or 7 


1,1 


4 


or 4 or 8 
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Table 7.3-Y: Uplink association index k' for TDD 



TDD UL/DL 
Configuration 


subframe number n 





1 


2 


3 


4 


5 


6 


7 


8 


9 


1 






6 


4 








6 


4 




2 






4 










4 






3 






4 


4 


4 












4 






4 


4 














5 






4 
















6 






7 


7 


5 






7 


7 





Table 7.3-Z: Value of W^i/ determined by the DAI field in DCI format 0/4 



DAI 
MSB, LSB 


^^ DM 


0,0 


1 


0,1 


2 


1,0 


3 


1,1 


4 



For TDD HARQ-ACK multiplexing and a subframe n with M >\, spatial HARQ-ACK bundling across multiple 
codewords within a DL subframe is performed by a logical AND operation of all the corresponding individual HARQ- 
ACKs. In case the UE is transmitting on PUSCH, the UE shall determine the number of HARQ-ACK feedback bits 

O and the HARQ-ACK feedback bits 0„ , n = 0, . . . , O — 1 to be transmitted in subframe n. 



If the PUSCH transmission is adjusted based on a detected PDCCH with DCI format 0/4 intended for the UE, 
then O 



ACK 



tUL 



■^DAi unless y^^, 



: 4 and U j^^i + N ^pg = in which case the UE shall not transmit 



HARQ-ACK. The spatially bundled HARQ-ACK for a PDSCH transmission with a corresponding PDCCH or 

ACK 

for a PDCCH indicating downlink SPS release in subframe n-k is associated with Ojy^j,i^^_^ where ZJA/f/jj is 
the value of DAI in DCI format 1 A/1B/1D/1/2/2A/2B/2C detected in subframe n - fe . For the case with 
^ SPS ^ ^ ' ^^^ HARQ-ACK associated with a PDSCH transmission without a corresponding PDCCH is 

ACK 

mapped to O .ck, ■ The HARQ-ACK feedback bits without any detected PDSCH transmission or without 
detected PDCCH indicating downUnk SPS release are set to NACK. 

If the PUSCH transmission is not adjusted based on a detected PDCCH with DCI format 0/4 intended for the 
UE, O — M , and O, is associated with the spatially bundled HARQ-ACK for DL subframe n-k., 

where k^G K . The HARQ-ACK feedback bits without any detected PDSCH transmission or without detected 
PDCCH indicating downlink SPS release are set to NACK. The UE shall not transmit HARQ-ACK if 
Udm+Nsps=^- 

For TDD when a PUCCH format 3 transmission of HARQ-ACK coincides with a sub-frame configured to the UE by 
higher layers for transmission of a scheduling request, the UE shall multiplex HARQ-ACK and SR bits on HARQ-ACK 
PUCCH resource as defined in section 5.2.3.1 in [4], unless the HARQ-ACK corresponds to one of the following cases 

a single PDSCH transmission only on the primary cell indicated by the detection of a corresponding PDCCH 
within subframe(s) n — k , where k e K with the DAI value in the PDCCH equal to ' 1 ' (defined in Table 

7.3-X), or a PDCCH indicating downlink SPS release (defined in section 9.2) within subframe(s) n-k , where 

k e K with the DAI value in the PDCCH equal to '1', or 
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a single PDSCH transmission only on the primary cell where there is not a corresponding PDCCH detected 
within subframe(s) n-k , where k e K and no PDCCH indicating downlink SPS release (defined in section 

9.2) within subframe(s) n-k , where k e K , or 

a PDSCH transmission only on the primary cell where there is not a corresponding PDCCH detected within 
subframe(s) n-k , where k e K and an additional PDSCH transmission only on the primary cell indicated by 

the detection of a corresponding PDCCH within subframe(s) n-k , where k e K with the DAI value in the 

PDCCH equal to '1' (defined in Table 7.3-X) or a PDCCH indicating downlink SPS release (defined in section 
9.2) within the subframe(s) n-k , where k eK with the DAI value in the PDCCH equal to ' 1 ' , 

in which case the UE shall transmit the HARQ-ACK and scheduling request according to the procedure for PUCCH 
format lb with channel selection in TDD. 

For TDD when the UE is configured with HARQ-ACK bundling, HARQ-ACK multiplexing or PUCCH format lb with 
channel selection, and when both HARQ-ACK and SR are transmitted in the same sub-frame, a UE shall transmit the 
bundled HARQ-ACK or the multiple HARQ-ACK responses (according to section 10.1) on its assigned HARQ-ACK 
PUCCH resources for a negative SR transmission. For a positive SR, the UE shall transmit b(0),b(V) on its assigned 
SR PUCCH resource using PUCCH format lb according to section 5.4.1 in [3]. The value of b{0),b{V) are generated 

" cells i 

according to Table 7.3-1 from the Ngpg+ y Ujjj^j^ HARQ-ACK responses including ACK in response to 

c=0 
PDCCH indicating downlink SPS release by spatial HARQ-ACK bundling across multiple codewords within each 

" cells 1 

DL V ^ 

PDSCH transmission for all serving cells N^-gH^ . For TDD UL-DL configurations 1-6, if > ^ dai c ^^ ^^'^ 

c=0 
^DAi c '^ ^ DAI c ~ Ijmod 4 + 1 for a serving cell c, the UE detects that at least one downlink assignment has been 
missed. 



Table 7.3-1 : Mapping between multiple HARQ-ACK responses and fc(0),fc(l) 



Number of ACK among multiple {N^ps + /1Pd^I'<= ^ 

c=0 

HARQ-ACK responses 


b{Q)Ml) 


or None (UE detect at least one DL assignment is missed) 


0,0 


1 


1, 1 


2 


1,0 


3 


0, 1 


4 


1, 1 


5 


1,0 


6 


0, 1 


7 


1, 1 


8 


1,0 


9 


0, 1 



For TDD when both HARQ-ACK and CSI are configured to be transmitted in the same sub-frame on the PUCCH, if the 
UE is configured with HARQ-ACK bundling, HARQ-ACK multiplexing or PUCCH format lb with channel selection, 
and if the UE receives PDSCH and/or PDCCH indicating downlink SPS only on the primary cell within subframe(s) 
n-k„, where k,,^ e A: , a UE shall transmit the CSI and fc(0),fo(l) using PUCCH format 2b for normal CP or PUCCH 

format 2 for extended CP, according to section 5.2.3.4 in [4] with aQ,a" replaced by ft(0),ft(l) . The value of 

"cells i 

b(Q),b(l) are generated according to Table 7.3-1 from the Ngpg+ y Ujjj^j^ HARQ-ACK responses including 

c=0 
ACK in response to PDCCH indicating downlink SPS release by spatial HARQ-ACK bundling across multiple 
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codewords within each PDSCH transmission for all serving cells A^ce//.v ■ For TDD UL-DL configurations 1-6, if 

'^ cells i 

/ ^ DAI c ^ ^ ^^^ ^DAi c '^ ^ DAI c ~ Ijmod 4 + 1 for a serving cell c, the UE detects that at least one downlink 
c=0 
assignment has been missed. 

For TDD when both HARQ-ACK and CSI are configured to be transmitted in the same sub-frame and the UE is 
configured with PUCCH format lb with channel selection and receives at least one PDSCH on the secondary cell 
within subframe(s) n — k , where k e K , the UE shall drop the CSI and transmit HARQ-ACK according to section 

10.1.3. 

For TDD when both HARQ-ACK and CSI are configured to be transmitted in the same sub-frame and a UE configured 
with PUCCH format 3, if the UE receives 

a single PDSCH transmission only on the primary cell indicated by the detection of a corresponding PDCCH 
within subframe(s) n-k , where k e K with the DAI value in the PDCCH equal to ' 1 ' (defined in Table 

7.3-X), or a PDCCH indicating downlink SPS release (defined in section 9.2) within subframe(s) n-k , where 

/t„, e K with the DAI value in the PDCCH equal to '1', or 

a single PDSCH transmission only on the primary cell where there is not a corresponding PDCCH detected 
within subframe(s) n-k , where k s K and no PDCCH indicating downlink SPS release (defined in section 

9.2) within subframe(s) n-k , where k e K , 

the UE shall transmit the CSI and HARQ-ACK using PUCCH format 2/2a/2b according to section 5.2.3.4 in [4]; 
otherwise, the UE shall drop the CSI and transmit the HARQ-ACK according to section 10.1.3. 

When only a positive SR is transmitted a UE shall use PUCCH Format 1 for the SR resource as defined in section 5.4.1 
in [3]. 



8 Physical uplink shared channel related procedures 

For FDD and transmission mode 1, there shall be 8 uplink HARQ processes per serving cell for non-subframe bundling 
operation, i.e. normal HARQ operation, and 4 uplink HARQ processes for subframe bundling operation. For FDD and 
transmission mode 2, there shall be 16 uplink HARQ processes per serving cell for non-subframe bundling operation 
and there are two HARQ processes associated with a given subframe as described in [8]. The subframe bundling 
operation is configured by the parameter ttiBundling provided by higher layers. 

In case higher layers configure the use of subframe bundling for FDD and TDD, the subframe bundling operation is 
only applied to UL-SCH, such that four consecutive uplink subframes are used. 

8.0 UE procedure for transmitting the physical uplink shared 
channel 

For FDD and normal HARQ operation, the UE shall upon detection on a given serving cell of a PDCCH with DCI 
format 0/4 and/or a PHICH transmission in subframe n intended for the UE, adjust the corresponding PUSCH 
transmission in subframe n+4 according to the PDCCH and PHICH information. 

For normal HARQ operation, if the UE detects a PHICH transmission and if the most recent PUSCH transmission for 
the same transport block was using spatial multiplexing according to section 8.0.2 and the UE does not detect a PDCCH 
with DCI format 4 in subframe n intended for the UE, the UE shall adjust the corresponding PUSCH retransmission in 
the associated subframe according to the PHICH information, and using the number of transmission layers and 
precoding matrix according to the most recent PDCCH, if the number of negatively acknowledged transport blocks is 
equal to the number of transport blocks indicated in the most recent PDCCH associated with the corresponding PUSCH. 

For normal HARQ operation, if the UE detects a PHICH transmission and if the most recent PUSCH transmission for 
the same transport block was using spatial multiplexing according to section 8.0.2 and the UE does not detect a PDCCH 
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with DCI format 4 in subframe n intended for the UE, and if the number of negatively acknowledged transport blocks is 
not equal to the number of transport blocks indicated in the most recent PDCCH associated with the corresponding 
PUSCH then the UE shall adjust the corresponding PUSCH retransmission in the associated subframe according to the 
PHICH information, using the precoding matrix with codebook index and the number of transmission layers equal to 
number of layers corresponding to the negatively acknowledged transport block from the most recent PDCCH. In this 
case, the UL DMRS resources are calculated according to the cyclic shift field for DMRS [3] in the most recent 
PDCCH with DCI format 4 associated with the corresponding PUSCH transmission and number of layers 
corresponding to the negatively acknowledged transport block. 

If a UE is configured with the carrier indicator field for a given serving cell, the UE shall use the carrier indicator field 
value from the detected PDCCH with uplink DCI format to determine the serving cell for the corresponding PUSCH 
transmission. 

For FDD and normal HARQ operation, if a PDCCH with CSI request field set to trigger an aperiodic CSI report, as 
described in section 7.2. 1, is detected by a UE on subframe n, then on subframe n+4 UCI is mapped on the 
corresponding PUSCH transmission, when simultaneous PUSCH and PUCCH transmission is not configured for the 
UE. 

For TDD and normal HARQ operation, if a PDCCH with CSI request field set to trigger an aperiodic CSI report, as 
described in section 7.2. 1, is detected by a UE on subframe n, then on subframe n+k UCI is mapped on the 
corresponding PUSCH transmission where k is given by Table 8-2, when simultaneous PUSCH and PUCCH 
transmission is not configured for the UE. 

For FDD and subframe bundling operation, the UE shall upon detection of a PDCCH with DCI format in subframe n 
intended for the UE, and/or a PHICH transmission in subframe n-5 intended for the UE, adjust the corresponding first 
PUSCH transmission in the bundle in subframe n+4 according to the PDCCH and PHICH information. 

For FDD and TDD, the NDI as signalled on PDCCH, the RV as determined in section 8.6.1, and the TBS as determined 
in section 8.6.2, shall be delivered to higher layers. 

For TDD and transmission mode 1, the number of HARQ processes per serving cell shall be determined by the DL/UL 
configuration (Table 4.2-2 of [3]), as indicated in Table 8-1. For TDD and transmission mode 2, the number of HARQ 
processes per serving cell for non-subframe bundling operation shall be twice the number determined by the DL/UL 
configuration (Table 4.2-2 of [3]) as indicated in Table 8-1 and there are two HARQ processes associated with a given 
subframe as described in [8]. 



Table 8-1 : Number of synchronous UL HARQ processes for TDD 


TDD UL/DL 
configuration 


Number of HARQ processes for 
normal HARQ operation 


Number of HARQ processes for 
subframe bundling operation 





7 


3 


1 


4 


2 


2 


2 


N/A 


3 


3 


N/A 


4 


2 


N/A 


5 


1 


N/A 


6 


6 


3 



For TDD UL/DL configurations 1 -6 and normal HARQ operation, the UE shall upon detection of a PDCCH with uplink 
DCI format and/or a PHICH transmission in subframe n intended for the UE, adjust the corresponding PUSCH 
transmission in subframe n+k, with k given in Table 8-2, according to the PDCCH and PHICH information. 

For TDD UL/DL configuration and normal HARQ operation the UE shall upon detection of a PDCCH with uplink 
DCI format and/or a PHICH transmission in subframe n intended for the UE, adjust the corresponding PUSCH 
transmission in subframe n+k if the MSB of the UL index in the PDCCH with uplink DCI format is set to 1 or PHICH 
is received in subframe n=0 or 5 in the resource corresponding to Ip^icH = , as defined in Section 9. 1 .2, with k given 
in Table 8-2. If, for TDD UL/DL configuration and normal HARQ operation, the LSB of the UL index in the DCI 
format 0/4 is set to 1 in subframe n or a PHICH is received in subframe n=0 or 5 in the resource corresponding to 
^ PHICH = 1 5 as defined in Section 9.L2, or PHICH is received in subframe n=\ or 6, the UE shall adjust the 
corresponding PUSCH transmission in subframe n+7. If, for TDD UL/DL configuration 0, both the MSB and LSB of 
the UL index in the PDCCH with uplink DCI format are set in subframe n, the UE shall adjust the corresponding 
PUSCH transmission in both subframes n+k and n+7, with k given in Table 8-2 
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For TDD UL/DL configurations 1 and 6 and subframe bundling operation, the UE shall upon detection of a PDCCH 
with DCI format in subframe n intended for the UE, and/or a PHICH transmission intended for the UE in subframe n-l 
with / given in Table 8-2a, adjust the corresponding first PUSCH transmission in the bundle in subframe n+k, with k 
given in Table 8-2, according to the PDCCH and PHICH information. 

For TDD UL/DL configuration and subframe bundling operation, the UE shall upon detection of a PDCCH with DCI 
format in subframe n intended for the UE, and/or a PHICH transmission intended for the UE in subframe n-l with / 
given in Table 8-2a, adjust the corresponding first PUSCH transmission in the bundle in subframe n+k, if the MSB of 



the UL index in the DCI format is set to 1 or if /n 



: , as defined in Section 9.1.2, with k given in Table 8-2, 



according to the PDCCH and PHICH information. If, for TDD UL/DL configuration and subframe bundling 
operation, the LSB of the UL index in the PDCCH with DCI format is set to 1 in subframe n or if Ipfjjcfj = 1 , as 
defined in Section 9.L2, the UE shall adjust the corresponding first PUSCH transmission in the bundle in subframe 
n+7, according to the PDCCH and PHICH information. 



Table 8-2 k\or TDD configurations 0-6 



TDD UL/DL 
Configuration 


subframe number n 





1 


2 


3 


4 


5 


6 


7 


8 


9 





4 


6 








4 


6 








1 




6 






4 




6 






4 


2 








4 










4 




3 


4 
















4 


4 


4 


















4 


4 


5 


















4 




6 


7 


7 








7 


7 






5 



Table 8-2a /for TDD configurations 0, 1 and 6 



TDD UL/DL 
Configuration 


subframe number n 





1 


2 


3 


4 


5 


6 


7 


8 


9 





9 


6 








9 


6 








1 




2 






3 




2 






3 


6 


5 


5 








6 


6 






8 



A UE is semi-statically configured via higher layer signalling to transmit PUSCH transmissions signalled via PDCCH 
according to one of two uplink transmission modes, denoted mode 1 - 2 as defined in Table 8-3. If a UE is configured by 
higher layers to decode PDCCHs with the CRC scrambled by the C-RNTI, the UE shall decode the PDCCH according 
to the combination defined in Table 8-3 and transmit the corresponding PUSCH. The scrambling initialization of this 
PUSCH corresponding to these PDCCHs and the PUSCH retransmission for the same transport block is by C-RNTI. 
Transmission mode 1 is the default uplink transmission mode for a UE until the UE is assigned an uplink transmission 
mode by higher layer signalling. 

When a UE configured in transmission mode 2 receives a DCI Format uplink scheduling grant, it shall assume that the 
PUSCH transmission is associated with transport block 1 and that transport block 2 is disabled. 
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Table 8-3: PDCCH and PUSCH configured by C-RNTI 



Transmission 
mode 


DCI format 


Search Space 


Transmission scheme of PUSCH 
corresponding to PDCCH 


Mode 1 


DCI format 


Common and 
UE specific by C-RNTI 


Single-antenna port, port 10 (see 
subclause 8.0.1) 


Mode 2 


DCI format 


Common and 
UE specific by C-RNTI 


Single-antenna port, port 10 (see 
subclause 8.0.1) 


DCI format 4 


UE specific by C-RNTI 


Closed-loop spatial multiplexing (see 
subclause 8.0.2) 



If a UE is configured by higher layers to decode PDCCHs with the CRC scrambled by the C-RNTI and is also 
configured to receive random access procedures initiated by PDCCH orders, the UE shall decode the PDCCH according 
to the combination defined in Table 8-4. 

Table 8-4: PDCCH configured as PDCCH order to initiate random access procedure 



DCI format 


Search Space 


DCI format 1 A 


Common and 

UE specific by C-RNTI 



If a UE is configured by higher layers to decode PDCCHs with the CRC scrambled by the SPS C-RNTI, the UE shall 
decode the PDCCH according to the combination defined in Table 8-5 and transmit the corresponding PUSCH. The 
scrambling initialization of this PUSCH corresponding to these PDCCHs and PUSCH retransmission for the same 
transport block is by SPS C-RNTI. The scrambling initialization of initial transmission of this PUSCH without a 
corresponding PDCCH and the PUSCH retransmission for the same transport block is by SPS C-RNTI. 

Table 8-5: PDCCH and PUSCH configured by SPS C-RNTI 



Transmission 
mode 


DCI format 


Search Space 


Transmission scheme of PUSCH 
corresponding to PDCCH 


Mode 1 


DCI format 


Common and 
UE specific by C-RNTI 


Single-antenna port, port 10 (see 
subclause 8.0.1) 


Mode 2 


DCI format 


Common and 
UE specific by C-RNTI 


Single-antenna port, port 10 (see 
subclause 8.0.1) 



If a UE is configured by higher layers to decode PDCCHs with the CRC scrambled by the Temporary C-RNTI 
regardless of whether UE is configured or not configured to decode PDCCHs with the CRC scrambled by the C-RNTI, 
the UE shall decode the PDCCH according to the combination defined in Table 8-6 and transmit the corresponding 
PUSCH. The scrambling initialization of PUSCH corresponding to these PDCCH is by Temporary C-RNTI. 

If a Temporary C-RNTI is set by higher layers, the scrambling of PUSCH corresponding to the Random Access 
Response Grant in Section 6.2 and the PUSCH retransmission for the same transport block is by Temporary C-RNTI. 
Else, the scrambling of PUSCH corresponding to the Random Access Response Grant in Section 6.2 and the PUSCH 
retransmission for the same transport block is by C-RNTI. 

Table 8-6: PDCCH configured by Temporary C-RNTI 



DCI format 


Search Space 


DCI format 


Common 



If a UE is configured by higher layers to decode PDCCHs with the CRC scrambled by the TPC-PUCCH-RNTI, the UE 
shall decode the PDCCH according to the combination defined in table 8-7. The notation 3/3 A implies that the UE shall 
receive either DCI format 3 or DCI format 3A depending on the configuration. 
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Table 8-7: PDCCH configured by TPC-PUCCH-RNTI 



DC! format 


Search Space 


DCI format 3/3A 


Common 



If a UE is configured by higher layers to decode PDCCHs with the CRC scrambled by the TPC-PUSCH-RNTI, the UE 
shall decode the PDCCH according to the combination defined in table 8.8. The notation 3/3A implies that the UE shall 
receive either DCI format 3 or DCI format 3A depending on the configuration. 

Table 8-8: PDCCH configured by TPC-PUSCH-RNTI 



DCI format 


Search Space 


DCI format 3/3A 


Common 



8.0.1 Single-antenna port scheme 

For the single-antenna port transmission schemes (port 10) of the PUSCH, the UE transmission on the PUSCH is 
performed according to Section 5.3.2A.1 of [3]. 

8.0.2 Closed-loop spatial multiplexing scheme 

For the closed-loop spatial multiplexing transmission scheme of the PUSCH, the UE transmission on the PUSCH is 
performed according to the applicable number of transmission layers as defined in Section 5.3.2A.2 of [3]. 

8.1 Resource Allocation for PDCCH with uplink DCI Format 

Two resource allocation schemes Type and Type 1 are supported for PDCCH with uplink DCI format. 

If the resource allocation type bit is not present in the uplink DCI format, only resource allocation type is supported. 

If the resource allocation type bit is present in the uplink DCI format, the selected resource allocation type for a decoded 
PDCCH is indicated by a resource allocation type bit where type is indicated by value and type 1 is indicated 
otherwise. The UE shall interpret the resource allocation field depending on the resource allocation type bit in the 
upUnk PDCCH DCI format detected. 

8.1 .1 Uplink Resource allocation type 

The resource allocation information for uplink resource allocation type indicates to a scheduled UE a set of 
contiguously allocated virtual resource block indices denoted by Hvrb ■ ^ resource allocation field in the scheduling 
grant consists of a resource indication value (RIV) corresponding to a starting resource block ( /?5start ) ^^'^ ^ length in 
terms of contiguously allocated resource blocks ( L^rbs - !)■ The resource indication value is defined by 

if (LcRBs-l)^kRB/2j then 



RIV - A^RB (LcRBs - 1) + ^^START 



else 



RIV = N^i^ (N^l; - LcRBs + 1) + (A^RB - 1 - ^^START ) 



8.1 .2 Uplink Resource allocation type 1 

The resource allocation information for uplink resource allocation type 1 indicates to a scheduled UE two sets of 
resource blocks with each set including one or more consecutive resource block groups of size P as given in table 
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7.1.6.1-1 assuming A'j^g as the system bandwidth. A combinatorial index r consists of 



log; 



VV 4 ,, 



bits. 



The bits from the resource allocation field in the scheduling grant represent r unless the number of bits in the resource 
allocation field in the scheduling grant is 

smaller than required to fully represent r, in which case the bits in the resource allocation field in the scheduling 
grant occupy the LSBs of r and the value of the remaining bits of r shall be assumed to be 0; or 

larger than required to fully represent r, in which case r occupies the LSBs of the resource allocation field in the 
scheduling grant. 

The combinatorial index r corresponds to a starting and ending REG index of resource block set 1, sq and ij - 1 , and 

resource block set 2, soand s^-l respectively, where r is given by equation r = > ( ) defined in section 7.2.1 

U\M-i 



with M=4 and A^ ■- 



<^/P 



+ 1 . Section 7.2. 1 also defines ordering properties and range of values that Sj (RBG 



indices) map to. Only a single RBG is allocated for a set at the starting RBG index if the corresponding ending RBG 
index equals the starting RBG index. 

8.2 UE sounding procedure 

A UE shall transmit Sounding Reference Symbol (SRS) on per serving cell SRS resources based on two trigger types: 

- trigger type 0: higher layer signalling 

- trigger type 1: DCl formats 0/4/1 A for FDD and TDD and DCl formats 2B/2C for TDD. 

In case both trigger type and trigger type 1 SRS transmissions would occur in the same subframe in the same serving 
cell, the UE shall only transmit the trigger type 1 SRS transmission. 

A UE may be configured with SRS parameters for trigger type and trigger type 1 on each serving cell. The following 
SRS parameters are serving cell specific and semi-statically configurable by higher layers for trigger type and for 
trigger type 1 . 

• Transmission comb kj^^ , as defined in Section 5.5.3.2 of [3] for trigger type and each configuration of 
trigger type 1 

• Starting physical resource block assignment n^^^ , as defined in Section 5.5.3.2 of [3] for trigger type and 
each configuration of trigger type 1 

• duration: single or indefinite (until disabled), as defined in [11] for trigger type 

• sri-Con/ig/nt/exlsRs for SRS periodicity Tg^g and SRS subframe offset T^^^, as defined in Table 8.2-1 and 

Table 8.2-2 for trigger type and SRS periodicity T^^^ j and SRS subframe offset T^^^^^ i , as defined in Table 
8.2-4 and Table 8.2-5 trigger type 1 

• SRS bandwidth 5^^^ , as defined in Section 5.5.3.2 of [3] for trigger type and each configuration of trigger 
type 1 

• Frequency hopping bandwidth, b, , as defined in Section 5.5.3.2 of [3] for trigger type 

• Cyclic shift n^^^ , as defined in Section 5.5.3.1 of [3] for trigger type and each configuration of trigger type 
1 

• Number of antenna ports A' „ for trigger type and each configuration of trigger type 1 
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For trigger type 1 and DCI format 4 three sets of SRS parameters, srs-ConfigApDCI-Format4, are configured by higher 
layer signalling. The 2-bit SRS request field [4] in DCI format 4 indicates the SRS parameter set given in Table 8.1-1. 
For trigger type 1 and DCI format 0, a single set of SRS parameters, srs-ConfigApDCI-FormatO, is configured by 
higher layer signalling. For trigger type 1 and DCI formats 1 A/2B/2C, a single common set of SRS parameters, srs- 
ConfigApDCI-Formatlalblc, is configured by higher layer signalling. The SRS request field is 1 bit [4] for DCI 
formats 0/1A/2B/2C, with a type 1 SRS triggered if the value of the SRS request field is set to '1'. A 1-bit SRS request 
field shall be included in DCI formats 0/1 A for frame structure type 1 and 0/1 A/2B/2C for frame structure type 2 if the 
UE is configured with SRS parameters for DCI formats 0/1A/2B/2C by higher-layer signalling. 

Table 8.1-1 : SRS request value for trigger type 1 in DCI format 4 



Value of SRS request field 


Description 


'00' 


No type 1 SRS trigger 


'01' 


The 1" SRS parameter set 
configured by liiglier layers 


'10' 


The 2™ SRS parameter set 
configured by higher layers 


'11' 


The 2,'° SRS parameter set 
configured by higher layers 



The serving cell specific SRS transmission bandwidths C^^^ are configured by higher layers. The allowable values are 
given in Section 5.5.3.2 of [3]. 

The serving cell specific SRS transmission sub-frames are configured by higher layers. The allowable values are given 
in Section 5.5.3.3 of [3]. 

When antenna selection is enabled for a given serving cell for a UE that supports transmit antenna selection, the index 
^V^SRS ) ' of '^he UE antenna that transmits the SRS at time Hsrs is given by 

a(nj^j )= Mjgj mod 2 , for both partial and full sounding bandwidth, and when frequency hopping is disabled (i.e., 

f(%«s+L"5K5^2j+y5-[Msss/ArJ)mod2 whenATiseven fl where AT mod 4 = 

[n^K^modl whenATisodd [0 otherwise 



when frequency hopping is enabled (i.e., bf^ < B^j^^ ) 



where values 5srs, ^hop, N\„ and msrs are given in Section 5.5.3.2 of [3], and ^=11 -^/y (where A'^^ = 1 



h=h,. 



regardless of the A^^ value), except when a single SRS transmission is configured for the UE. If a UE is configured 
with more than one serving cell, the UE is not expected to transmit SRS on different antenna ports simultaneously. 



A UE may be configured to transmit SRS on Np antenna ports of a serving cell where A^„ may be configured by 

higher layer signalling. For PUSCH transmission mode 1 N„ e {0,1,2,4} and for PUSCH transmission mode 2 

Np e {0,1,2} with two antenna ports configured for PUSCH and Np e {0,1,4} with 4 antenna ports configured for 

PUSCH. A UE configured for SRS transmission on multiple antenna ports of a serving cell shall transmit SRS for all 
the configured transmit antenna ports within one SC-FDMA symbol of the same subframe of the serving cell. The 
SRS transmission bandwidth and starting physical resource block assignment are the same for all the configured 
antenna ports of a given serving cell. 

A UE shall not transmit SRS whenever SRS and PUSCH transmissions happen to coincide in the same symbol. 
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For TDD, when one SC-FDMA symbol exists in UpPTS of a given serving cell, it can be used for SRS transmission. 
When two SC-FDMA symbols exist in UpPTS of a given serving cell, both can be used for SRS transmission and both 
can be assigned to the same UE. 

A UE shall not transmit type triggered SRS whenever type triggered SRS and PUCCH format 2/2a/2b transmissions 
happen to coincide in the same subframe. A UE shall not transmit type 1 triggered SRS whenever type 1 triggered SRS 
and PUCCH format 2a/2b or format 2 with HARQ-ACK transmissions happen to coincide in the same subframe. A UE 
shall not transmit PUCCH format 2 without HARQ-ACK whenever type 1 triggered SRS and PUCCH format 2 without 
HARQ-ACK transmissions happen to coincide in the same subframe. 

A UE shall not transmit SRS whenever SRS transmission and PUCCH transmission carrying HARQ-ACK and/or 
positive SR happen to coincide in the same subframe if the parameter ackNackSRS-SimultaneousTransmission is FALSE. 
A UE shall transmit SRS whenever SRS transmission and PUCCH transmission carrying HARQ-ACK and/or positive 
SR using shortened format as defined in Sections 5.4.1 and 5.4.2A of [3] happen to coincide in the same subframe if the 
parameter ackNackSRS-SimultaneousTransmission is TRUE. 

A UE shall not transmit SRS whenever SRS transmission on any serving cells and PUCCH transmission carrying 
HARQ-ACK and/or positive SR using normal PUCCH format as defined in Sections 5.4.1 and 5.4.2A of [3] happen to 
coincide in the same subframe. 

In UpPTS, whenever SRS transmission instance overlaps with the PRACH region for preamble format 4 or exceeds the 
range of uplink system bandwidth configured in the serving cell, the UE shall not transmit SRS. 

The parameter ackNackSRS-SimultaneousTransmission provided by higher layers determines if a UE is configured to 
support the transmission of HARQ-ACK on PUCCH and SRS in one subframe. If it is configured to support the 
transmission of HARQ-ACK on PUCCH and SRS in one subframe, then in the cell specific SRS subframes of the 
primary cell UE shall transmit HARQ-ACK and SR using the shortened PUCCH format as defined in Sections 5.4.1 
and 5.4. 2A of [3], where the HARQ-ACK or the SR symbol corresponding to the SRS location is punctured. This 
shortened PUCCH format shall be used in a cell specific SRS subframe of the primary cell even if the UE does not 
transmit SRS in that subframe. The cell specific SRS subframes are defined in Section 5.5.3.3 of [3]. Otherwise, the UE 
shall use the normal PUCCH format 1/la/lb as defined in Section 5.4.1 of [3] or normal PUCCH format 3 as defined in 
Section 5.4.2A of [3] for the transmission of HARQ-ACK and SR. 

Trigger type SRS configuration of a UE in a serving cell for SRS periodicity, T^^^ , and SRS subframe offset, r^f^g, , is 
defined in Table 8.2-1 and Table 8.2-2, for FDD and TDD, respectively. The periodicity T^^^ of the SRS transmission 
is serving cell specific and is selected from the set {2, 5, 10, 20, 40, 80, 160, 320} ms or subframes. For the SRS 
periodicity T^^^ of 2 ms in TDD, two SRS resources are configured in a half frame containing UL subframe(s) of a 
given serving cell. 

Type triggered SRS transmission instances in a given serving cell for TDD with T^^^ > 2 and for FDD are the 
subframes satisfying (10«, +;tsjjs -T^^,^,) mod T^j^s =0, where for FDD k^^^ ={0,1,...,9} is the subframe index 

within the frame, for TDD k^^^ is defined in Table 8.2-3. The SRS transmission instances for TDD with T^^^=2 are 
the subframes satisfying {k^^^ - r„^,,^, ) mod 5 = 0. 

Trigger type 1 SRS configuration of a UE in a serving cell for SRS periodicity, T^^^^ j , and SRS subframe offset, T^j^^^^ j , 
is defined in Table 8.2-4 and Table 8.2-5, for FDD and TDD, respectively. The periodicity T^^^^ j of the SRS 
transmission is serving cell specific and is selected from the set {2, 5, 10) ms or subframes. For the SRS periodicity 
-^SRS 1 of 2 ms in TDD, two SRS resources are configured in a half frame containing UL subframe(s) of a given serving 
cell. 

A UE configured for type 1 triggered SRS transmission in serving cell c and not configured with a carrier indicator field 
shall transmit SRS on serving cell c upon detection of a positive SRS request in PDCCH scheduling PUSCH/PDSCH 
on serving cell c. 

A UE configured for type 1 triggered SRS transmission in serving cell c and configured with a carrier indicator field 
shall transmit SRS on serving cell c upon detection of a positive SRS request in PDCCH scheduling PUSCH/PDSCH 
with the value of carrier indicator field corresponding to serving cell c. 
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A UE configured for type 1 triggered SRS transmission on serving cell c upon detection of a positive SRS request in 
subframe n of serving cell c shall commence SRS transmission in the first subframe satisfying n + k,k>A and 

{IQ-nf + yfcsRs - Toffset,\ ) mod ^SRS.i = f°r ^D^ with TgRg j > 2 and for FDD, 

('^SRS - Toff,et,i)^od5 = for TDD with TgRs,! = 2 

where for FDD k^^^ = {0,1,...,9} is the subframe index within the frame « ^ , for TDD k^^^ is defined in Table 8.2-3. 

A UE configured for type 1 triggered SRS transmission is not expected to receive type 1 SRS triggering events 
associated with different values of trigger type 1 SRS transmission parameters, as configured by higher layer signalling, 
for the same subframe and the same serving cell. 

A UE shall not transmit SRS whenever SRS and a PUSCH transmission corresponding to a Random Access Response 
Grant or a retransmission of the same transport block as part of the contention based random access procedure coincide 
in the same subframe. 



Table 8.2-1 : UE Specific SRS Periodicity 7^^,, and Subframe Offset Configuration J^^^^^ for trigger 

type 0, FDD 



SRS Configuration Index Isrs 


SRS Periodicity T^rs (ms) 


SRS Subframe Offset r„^,^, 


0-1 


2 


Isrs 


2-6 


5 


Isrs - 2 


7-16 


10 


Isrs - 7 


17-36 


20 


Isrs - 17 


37-76 


40 


Isrs - 37 


77-156 


80 


Isrs - 77 


157-316 


160 


Isrs -157 


317-636 


320 


Isrs -31 7 


637-1023 


reserved 


reserved 



Table 8.2-2: UE Specific SRS Periodicity r^Rj, and Subframe Offset Configuration J^^^^, for trigger 

type 0, TDD 



SRS Configuration Index Isrs 


SRS Periodicity T^rs (ms) 


SRS Subframe Offset T„jj-,^, 





2 


0, 1 


1 


2 


0,2 


2 


2 


1,2 


3 


2 


0,3 


4 


2 


1,3 


5 


2 


0,4 


6 


2 


1,4 


7 


2 


2,3 


8 


2 


2,4 


9 


2 


3,4 


10-14 


5 


Isrs- 10 


15-24 


10 


Isrs- 15 


25-44 


20 


Isrs -25 


45-84 


40 


Isrs - 45 


85-164 


80 


Isrs - 85 


165-324 


160 


Isrs -165 


325 - 644 


320 


Isrs - 325 


645-1023 


reserved 


reserved 
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Table 8.2-3: k^j^s for TDD 





subframe index n 





1 


2 


3 


4 


5 


6 


7 


8 


9 


1st symbol 
of UpPTS 


2nd symbol 
of UpPTS 


1st 

symbol of 

UpPTS 


2nd 

symbol of 

UpPTS 


/cjjjs in case 

UpPTS length 
of 2 symbols 







1 


2 


3 


4 




5 


6 


7 


8 


9 


/tj^s in case 

UpPTS length 
of 1 symbol 




1 




2 


3 


4 




6 




7 


8 


9 



Table 8.2-4: UE Specific SRS Periodicity Js^j, and Subframe Offset Configuration 7^,^,^,! for trigger 

type 1 , FDD 



SRS Configuration Index Isrs 


SRS Periodicity T^^^ 
(ms) 


SRS Subframe Offset T^ff,e,,\ 


0-1 


2 


Isrs 


2-6 


5 


Isrs - 2 


7-16 


10 


Isrs - 7 


17-31 


reserved 


reserved 



Table 8.2-5: UE Specific SRS Periodicity J™, , and Subframe Offset Configuration T^„^^i ^ for trigger 



off set, \ 



type 1 , TDD 



SRS Configuration Index Isrs 


SRS Periodicity T^-^^ j 
(ms) 


SRS Subframe Offset T^^^^, j 





2 


0,1 


1 


2 


0,2 


2 


2 


1,2 


3 


2 


0,3 


4 


2 


1,3 


5 


2 


0,4 


6 


2 


1,4 


7 


2 


2,3 


8 


2 


2,4 


9 


2 


3,4 


10-14 


5 


Isrs- 10 


15-24 


10 


Isrs- 15 


25-31 


reserved 


reserved 



8.3 UE HARQ-ACK procedure 



For Frame Structure type 1, an HARQ-ACK received on the PHICH assigned to a UE in subframe ; is associated with 
the PUSCH transmission in subframe iA. 

For Frame Structure type 2 UL/DL configuration 1-6, an HARQ-ACK received on the PHICH assigned to a UE in 
subframe / is associated with the PUSCH transmission in the subframe i-k as indicated by the following table 8.3-1. 



For Frame Structure type 2 UL/DL configuration 0, an HARQ-ACK received on the PHICH in the resource 



corresponding to If 



: , as defined in Section 9.1.2, assigned to a UE in subframe / is associated with the PUSCH 



transmission in the subframe i-k as indicated by the following table 8.3-1. For Frame Structure type 2 UL/DL 



configuration 0, an HARQ-ACK received on the PHICH in the resource corresponding to / 



PHICH 



: 1 , as defined in 
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Section 9.1.2, assigned to a UE in subframe i is associated with the PUSCH transmission in the subframe i-6. 



Table 8.3-1 k\or TDD configurations 0-6 



TDD UL/DL 
Configuration 


subframe number / 





1 


2 


3 


4 


5 


6 


7 


8 


9 





7 


4 








7 


4 








1 




4 






6 




4 






6 


2 








6 










6 




3 


6 
















6 


6 


4 


















6 


6 


5 


















6 




6 


6 


4 








7 


4 






6 



The physical layer in the UE shall deliver indications to the higher layers as follows: 

For downlink subframe ;', if a transport block was transmitted in the associated PUSCH subframe then: 

if ACK is decoded on the PHICH corresponding to that transport block in subframe /, or if that 
transport block is disabled by PDCCH received in downlink subframe ;', ACK for that transport block 
shall be delivered to the higher layers; 

else NACK for that transport block shall be deUvered to the higher layers. 

8.4 UE PUSCH Hopping procedure 

The UE shall perform PUSCH frequency hopping if the single bit frequency hopping (FH) field in a corresponding 
PDCCH with DCl format is set to 1 and the uplink resource block assignment is type otherwise no PUSCH 
frequency hopping is performed. 

A UE performing PUSCH frequency hopping shall determine its PUSCH resource allocation (RA) for the first slot of a 

subframe (ST) including the lowest index PRB ( Wp^^ (n) ) in subframe n from the resource allocation field in the latest 

PDCCH with DCI format for the same transport block. If there is no PDCCH for the same transport block, the UE 
shall determine its hopping type based on 

the hopping information in the most recent semi-persistent scheduling assignment PDCCH, when the initial 
PUSCH for the same transport block is semi-persistently scheduled or 

the random access response grant for the same transport block, when the PUSCH is initiated by the random 
access response grant. 

The resource allocation field in DCl format excludes either 1 or 2 bits used for hopping information as indicated by 
Table 8.4-1 below where the number of PUSCH resource blocks is defined as 



A^ 



PUSCH 



K's-N",^ 



j^UL 

N 



RB 

UL 



■N 



HO 



(a^ ™ mod 2) Type 1 PUSCH hopping 

Type 2 N^, = 1 PUSCH hopping 
Type 2 N^b > 1 PUSCH hopping 



£75/ 



3GPP TS 36.213 version 10.3.0 Release 10 



82 



ETSI TS 136 213 VI 0.3.0 (2011-10) 



For type 1 and type 2 PUSCH hopping, A^rb =A^rb+1 if ^rb is an odd number where A^^^ defined in [3]. 
A^RB = A^RB in other cases. The size of the resource allocation field in DCI format after excluding either 1 or 2 bits 

shall be J = I logj (A^rb (^rb + 1) / 2) | — A^^^ ^ , where Nuijtop = 1 or 2 bits. The number of contiguous RBs 
that can be assigned to a type-1 hopping user is limited to |_2^ / A^j^g J . The number of contiguous RBs that can be 

assigned to a type-2 hopping user is limited to min [2''^ / A^j^g J, [NfLB ^ ^ sh\ )' where the number of sub-bands 
A^s(, is given by higher layers. 



A UE performing PUSCH frequency hopping shall use one of two possible PUSCH frequency hopping types based on 
the hopping information. PUSCH hopping type 1 is described in section 8.4.1 and type 2 is described in section 8.4.2. 



Table 8.4-1 : Number of Hopping Bits NuL_hop vs. System Bandwidth 



System BW 


#Hopping bits for 
2nd slot RA 

(NuL hop) 


6-49 


1 


50-110 


2 



The parameter Hopping-mode provided by higher layers determines if PUSCH frequency hopping is "inter- subframe" 
or "intra and inter-subframe". 

8.4.1 Type 1 PUSCH Hopping 

For PUSCH hopping type 1 the hopping bit or bits indicated in Table 8.4-1 determine Wp^^ (0 as defined in Table 8.4-2. 
The lowest index PRB ( Wp^^ (;') ) of the 1 '"' slot RA in subframe ; is defined as Wp^^ (/) = Mp^^ (/) + A^i^g / 2 , where 
Hpjfgii) = RBgjy^Kj , and /^Bstart is obtained from the uplink scheduling grant as in Section 8.4 and Section 8.1. 

The lowest index PRB ( Wpp^ (/) ) of the 2"** slot RA in subframe / is defined as Wp^g (/) = Wpp^ (/) + N^^ 1 2 . 

The set of physical resource blocks to be used for PUSCH transmission are L^Rgs contiguously allocated resource 
blocks from PRB index np];,g{i) for the T' slot, and from PRB index ripj^gii) for the 2"'' slot, respectively, where 
L^rbs is obtained from the uplink scheduling grant as in Section 8.4 and Section 8.1. 

If the Hopping-mode is "inter-subframe", the T' slot RA is appHed to even CURRENT_TX_NB, and the 2"** slot RA is 
apphed to odd CURRENT_TX_NB, where CURRENT_TX_NB is defined in [8]. 

8.4.2 Type 2 PUSCH Hopping 

In PUSCH hopping type 2 the set of physical resource blocks to be used for transmission in slot n^ is given by the 
scheduling grant together with a predefined pattern according to [3] section 5.3.4. If the system frame number is not 
acquired by the UE yet, the UE shall not transmit PUSCH with type-2 hopping and A^,^ > 1 for TDD, where A^^,^ is 
defined in [3]. 
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Table 8.4-2: PDCCH DCI Format Hopping Bit Definition 



System BW 


Number of 
Hopping bits 


Information in 
hopping bits 


"prbCO 


6-49 


1 





INrb /2J +np^B(i) modNKB 

\ J 


1 


Type 2 PUSCH Hopping 


50 - 11 


2 


GO 


( J., PUSCH 1 A , ~S\ r\\^^A M PUSCH 

INrb /4J +np«B(0 modNuB 

V J 


01 


V J 


10 


V J 


11 


Type 2 PUSCH Hopping 



8.5 UE Reference Symbol procedure 

If UL sequence-group hopping or sequence hopping is configured in a serving cell, it applies to all reference symbols 
(SRS, PUSCH and PUCCH RS). If disabling of the sequence-group hopping and sequence hopping is configured for the 
UE in the serving cell through the higher-layer parameter Disable-sequence-group-hopping, the sequence-group 
hopping and sequence hopping for PUSCH RS are disabled. 



8.6 Modulation order, redundancy version and transport block 
size determination 

To determine the modulation order, redundancy version and transport block size for the physical uplink shared channel, 
the UE shall first 

- read the "modulation and coding scheme and redundancy version" field ( I^^^ ), and 

- check the "CSI request" bit field, and 

- compute the total number of allocated PRBs ( A^prb ) based on the procedure defined in Section 8.1, and 

- compute the number of coded symbols for control information. 

8.6.1 IVIodulation order and redundancy version determination 

ForO < Iy^|^^ < 28 , the modulation order ( 2™ ) is determined as follows: 

- If the UE is capable of supporting 64QAM in PUSCH and has not been configured by higher layers to transmit 
only QPSK and 16QAM, the modulation order is given by g^, in Table 8.6.1-1. 

- If the UE is not capable of supporting 64QAM in PUSCH or has been configured by higher layers to transmit 
only QPSK and 16QAM, Q^ is first read from Table 8.6.1-1. The modulation order is set to Q^ = min(4,2^) . 

- If the parameter ttiBundling provided by higher layers is set to TRUE, then the resource allocation size is 
restricted to A^pp^g < 3 and the modulation order is set to Q^ = 2 . 

For 29 < Iy^|^^ < 3 1 the modulation order ( Q^ ) is determined as follows: 

- if DCI format is used and i^^^ = 29 or, if DCI format 4 is used and only 1 TB is enabled and i-^„^ = 29 for the 
enabled TB and the signalled number of transmission layers is 1, and if 
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o the "CSI request" bit field is 1 bit and the bit is set to trigger an aperiodic report and, Np^^ < 4 or, 

o the "CSI request" bit field is 2 bits and is triggering an aperiodic CSI report for one serving cell 
according to Table 7.2.1-lA, and, A'pj^g ^ 4 or, 

o the "CSI request" bit field is 2 bits and is triggering an aperiodic CSI report for more than one serving 
cell according to Table 7.2.1-lA and, A'pRg ^ 20 , 

then the modulation order is set to Q^ =2 . 

- Otherwise, the modulation order shall be determined from the DCI transported in the latest PDCCH with DCI 
format 0/4 for the same transport block using < I^^^ < 28 • If there is no PDCCH with DCI format 0/4 for the 

same transport block using Q < I^^^ < 28 , the modulation order shall be determined from 

o the most recent semi-persistent scheduling assignment PDCCH, when the initial PUSCH for the same 
transport block is semi-persistently scheduled, or, 

o the random access response grant for the same transport block, when the PUSCH is initiated by the 
random access response grant. 

The UE shall use If^^^ and Table 8.6.1-1 to determine the redundancy version (rv,vfe) to use in the physical uplink shared 
channel. 
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Table 8.6.1-1 : Modulation, TBS index and redundancy version table for PUSCH 



MCS Index 

^MCS 


IVIodulation Order 

Qm 


TBS Index 

-'tbs 


Redundancy 

Version 

rviax 





2 








1 


2 


1 





2 


2 


2 





3 


2 


3 





4 


2 


4 





5 


2 


5 





6 


2 


6 





7 


2 


7 





8 


2 


8 





9 


2 


9 





10 


2 


10 





11 


4 


10 





12 


4 


11 





13 


4 


12 





14 


4 


13 





15 


4 


14 





16 


4 


15 





17 


4 


16 





18 


4 


17 





19 


4 


18 





20 


4 


19 





21 


6 


19 





22 


6 


20 





23 


6 


21 





24 


6 


22 





25 


6 


23 





26 


6 


24 





27 


6 


25 





28 


6 


26 





29 


reserved 


1 


30 


2 


31 






3 



8.6.2 Transport block size determination 

ForO < /^jcs - 28 , the UE shall first determine the TBS index ( /^g^ ) using I^^,^^ and Table 8.6.1-1 except if the 
transport block is disabled in DCI format 4 as specified below. For a transport block that is not mapped to two-layer 
spatial multiplexing, the TBS is determined by the procedure in Section 7.1.7.2.1. For a transport block that is mapped 
to two-layer spatial multiplexing, the TBS is determined by the procedure in Section 7.17.2.2. 

For29</Mcs<31, 

- if DCI format is used and ly^Q^ = 29 or, if DCI format 4 is used and only 1 TB is enabled and lyiQ^ = 29 
for the enabled TB and the number of transmission layers is 1, and if 

o the "CSI request" bit field is 1 bit and is set to trigger an aperiodic CSI report and N^^q < 4 , or 

o the "CSI request" bit field is 2 bits and is triggering an aperiodic CSI report for one serving cell 
according to Table 7.2.1-lA, and , A^pj^g ^ 4 or, 

o the "CSI request" bit field is 2 bits and is triggering aperiodic CSI report for more than one serving 
cell according to Table 7.2.1-lA and, A^pj^g ^ 20 , 
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then there is no transport block for the UL-SCH and only the control information feedback for the current PUSCH 
reporting mode is transmitted by the UE. 

- Otherwise, the transport block size shall be determined from the initial PDCCH for the same transport block 
using < If^^^ < 28 • If there is no initial PDCCH with an uplink DCI format for the same transport block using 

< /^,cs - 28 , the transport block size shall be determined from 

o the most recent semi-persistent scheduling assignment PDCCH, when the initial PUSCH for the same 
transport block is semi-persistently scheduled, or, 

o the random access response grant for the same transport block, when the PUSCH is initiated by the 
random access response grant. 

In DCI format 4 a transport block is disabled if either the combination of I^^.^ = and A^pj^g > 1 or the combination 
of Ij^Qs = 28 and A^p^g = 1 is signalled, otherwise the transport block is enabled. 

8.6.3 Control information MCS offset determination 

Offset values are defined for single codeword PUSCH transmission and multiple codeword PUSCH transmission. 
Single codeword PUSCH transmission offsets /^gf^g, , Poffsei ^^'^ P offset ^^^^ be configured to values 

according to Table 8.6.3-1,2,3 with the higher layer signalled indexes I „ff^g, , Igff^gf,snd /^^^r^^, , respectively. 

Multiple codeword PUSCH transmission offsets Pg^^^, , Poffset ^"d P offset shall be configured to values 



according to Table 8.6.3-1,2,3 with the higher layer signalled indexes I gfe,„Ti,r , /„ff.„, «^^ and / 
respectively. 



ojfsetMC 



' ojfsetMC 



ojfsetMC ■ 



Table 8.6.3-1 : Mapping of HARQ-ACK offset values and the index signalled by higher layers 



T HARQ-ACK J HARQ-ACK 
'-offset O'' ' offset MC 


n HARQ-ACK 

Poffset 





2.000 


1 


2.500 


2 


3.125 


3 


4.000 


4 


5.000 


5 


6.250 


6 


8.000 


7 


10.000 


8 


12.625 


9 


15.875 


10 


20.000 


11 


31.000 


12 


50.000 


13 


80.000 


14 


126.000 
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15 


1.0 



Table 8.6.3-2: Mapping of Rl offset values and the index signalled by higher layers 



jRI jRI 

^offset °'' ^ offset, MC 


ORI 

^offset 





1.250 


1 


1.625 


2 


2.000 


3 


2.500 


4 


3.125 


5 


4.000 


6 


5.000 


7 


6.250 


8 


8.000 


9 


10.000 


10 


12.625 


11 


15.875 


12 


20.000 


13 


reserved 


14 


reserved 


15 


reserved 



Table 8.6.3-3: Mapping of CQI offset values and the index signalled by higher layers 



jCQI J CQI 
^offset °'' ^ offset, MC 


OCQI 

^offset 





reserved 


1 


reserved 


2 


1.125 


3 


1.250 


4 


1.375 


5 


1.625 


6 


1.750 


7 


2.000 


8 


2.250 


9 


2.500 


10 


2.875 
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11 


3.125 


12 


3.500 


13 


4.000 


14 


5.000 


15 


6.250 



8.7 



UE Transmit Antenna Selection 



UE transmit antenna selection is configured by higher layers via parameters ue-TransmitAntennaSelection and ue- 
TransmitAntennaSelection-rlO. 

A UE configured with transmit antenna selection for a serving cell is not expected to 

be configured with more than one antenna port for any uplink physical channel or signal for any configured 
serving cell, or 

be configured with trigger type 1 SRS transmission on any configured serving cell, or 

be configured with simultaneous PUCCH and PUSCH transmission, or 

be configured with demodulation reference signal for PUSCH with OCC for any configured serving cell (see 
[3], subclause 5.5.2.1.1), or 

receive DCl Format indicating uplink resource allocation type 1 for any serving cell. 

If UE transmit antenna selection is disabled or not supported by the UE, the UE shall transmit from UE port 0. 

If closed-loop UE transmit antenna selection is enabled by higher layers the UE shall perform transmit antenna selection 
in response to the most recent command received via DCI Format in section 5.3.3.2 of [4]. If a UE is configured with 
more than one serving cell, the UE may assume the same transmit antenna port value is indicated in each DCI format 
PDCCH grant in a given subframe. 

If open-loop UE transmit antenna selection is enabled by higher layers, the transmit antenna to be selected by the UE is 
not specified. 



9 Physical downlink control channel procedures 

9.1 UE procedure for determining physical downlink control 
channel assignment 

9.1 .1 PDCCH Assignment Procedure 

The control region of each serving cell consists of a set of CCEs, numbered from to A^cce k~^ according to Section 

6.8.1 in [3], where Nqq^ j^ is the total number of CCEs in the control region of subframe k . The UE shall monitor a 

set of PDCCH candidates on one or more activated serving cells as configured by higher layer signalling for control 
information in every non-DRX subframe, where monitoring implies attempting to decode each of the PDCCHs in the 
set according to all the monitored DCI formats. 
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The set of PDCCH candidates to monitor are defined in terms of search spaces, where a search space SJ. at 
aggregation level L e {1,2,4,8} is defined by a set of PDCCH candidates. For each serving cell on which PDCCH is 
monitored, the CCEs corresponding to PDCCH candidate m of the search space Sj^ are given by 

L {(Yi,+ m) mod [a^cce,^ / -^ J }+ i 

where Yj^ is defined below, / = 0, • • • , L - 1 . For the common search space m =m . For the UE specific search space, for 
the serving cell on which PDCCH is monitored, if the monitoring UE is configured with carrier indicator field then 
m =m + M ' ■ rifjj where tifjj is the carrier indicator field value, else if the monitoring UE is not configured with 

carrier indicator field then m' = m , where m = 0,---,M - 1 . M ' is the number of PDCCH candidates to monitor 
in the given search space. 

Note that the carrier indicator field value is the same as ServCelllndex given in [11]. 

The UE shall monitor one common search space at each of the aggregation levels 4 and 8 on the primary cell. 

A UE not configured with a carrier indicator field shall monitor one UE-specific search space at each of the aggregation 
levels 1, 2, 4, 8 on each activated serving cell. A UE configured with a carrier indicator field shall monitor one or 
more UE-specific search spaces at each of the aggregation levels 1, 2, 4, 8 on one or more activated serving cells as 
configured by higher layer signalling. 

The common and UE-specific search spaces on the primary cell may overlap. 

A UE configured with the carrier indicator field associated with monitoring PDCCH on serving cell c shall monitor 
PDCCH configured with carrier indicator field and with CRC scrambled by C-RNTI in the UE specific search space of 
serving cell c. 

A UE configured with the carrier indicator field associated with monitoring PDCCH on the primary cell shall monitor 
PDCCH configured with carrier indicator field and with CRC scrambled by SPS C-RNTI in the UE specific search 
space of the primary cell. 

The UE shall monitor the common search space for PDCCH without carrier indicator field. 

For the serving cell on which PDCCH is monitored, if the UE is not configured with a carrier indicator field, it shall 
monitor the UE specific search space for PDCCH without carrier indicator field, if the UE is configured with a carrier 
indicator field it shall monitor the UE specific search space for PDCCH with carrier indicator field. 

A UE is not expected to monitor the PDCCH of a secondary cell if it is configured to monitor PDCCH with carrier 
indicator field corresponding to that secondary cell in another serving cell. For the serving cell on which PDCCH is 
monitored, the UE shall monitor PDCCH candidates at least for the same serving cell. 

A UE configured to monitor PDCCH candidates with CRC scrambled by C-RNTI or SPS C-RNTI with a common 
payload size and with the same first CCE index Hcce (^^ described in section 10.1) but with different sets of DCI 
information fields as defined in [4] in the 

- common search space 

- UE specific search space 

on the primary cell shall assume that only the PDCCH in the common search space is transmitted by the primary cell. 

A UE configured to monitor PDCCH candidates in a given serving cell with a given DCI format size with CIF, and 
CRC scrambled by C- RNTI, where the PDCCH candidates may have one or more possible values of CIF for the given 
DCI format size, shall assume that a PDCCH candidate with the given DCI format size may be transmitted in the given 
serving cell in any UE specific search space corresponding to any of the possible values of CIF for the given DCI 
format size. 

The aggregation levels defining the search spaces are listed in Table 9.1.1-1. The DCI formats that the UE shall monitor 
depend on the configured transmission mode per each serving cell as defined in Section 7.1. 
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Table 9.1.1-1 : PDCCH candidates monitored by a UE. 



Type 


Search space 
Aggregation level L 


c(i.) 

Size [in CCEs] 


Number of PDCCH 
candidates M^^' 


UE- 
specific 


1 


6 


6 


2 


12 


6 


4 


8 


2 


8 


16 


2 


Common 


4 


16 


4 


8 


16 


2 



For the common search spaces, F^ is set to for the two aggregation levels L = 4 and L = 8 . 
For the UE-specific search space Sj^ at aggregation level L , the variable 7^ is defined by 

yk={A-Y,_,)modD 

where Y_^ = Mrnxi '^ ' ^ = 39827 , D = 65537 and k = \n^ / 2 J , n^ is the slot number within a radio frame. The 
RNTI value used for n^^^j^ is defined in section 7.1 in downlink and section 8 in uplink. 



9.1 .2 PHICH Assignment Procedure 



For PUSCH transmissions scheduled from serving cell c in subframe n, a UE shall determine the corresponding PHICH 
resource of serving cell c in subframe n + fep^^^^ , where kpf^j^^fj is always 4 for FDD and is given in table 9.1.2-1 

for TDD. For subframe bundling operation, the corresponding PHICH resource is associated with the last subframe in 
the bundle. 



Table 9.1 .2-1: fep^/cH for TDD 



TDD UL/DL 
Configuration 


subframe index n 





1 


2 


3 


4 


5 


6 


7 


8 


9 









4 


7 


6 






4 


7 


6 


1 






4 


6 








4 


6 




2 






6 










6 






3 






6 


6 


6 












4 






6 


6 














5 






6 
















6 






4 


6 


6 






4 


7 





The PHICH resource is identified by the index pair (wp/^/cH ' ^phich ) where n 



group 



is the PHICH group number and 



'■PHICH 



is the orthogonal sequence index within the group as defined by: 



^PHICH - ^^PRB_RA + "DMRS'^^^^^ PHICH + ^ PHICH '^^ PHICH 



seq 
"^PHICH 



J ij^ group 

} PRB _RA' ^^ PHICH . 



+ «DMRS) mod 2A^|F^^^ 



where 
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^DMRS ^^ mapped from the cyclic shift for DMRS field (according to Table 9.1.2-2) in the most recent 
PDCCH with uplink DCI format [4] for the transport block(s) associated with the corresponding 
PUSCH transmission, n^^v/s^ shall be set to zero, if there is no PDCCH with uplink DCI format for 
the same transport block, and 

• if the initial PUSCH for the same transport block is semi-persistently scheduled, or 

• if the initial PUSCH for the same transport block is scheduled by the random access response 
grant . 

Ngp is the spreading factor size used for PHICH modulation as described in section 6.9.1 in [3]. 



'PRB_RA 



J lowest _ index 
'PRB^RA 



J lowest index 



for the first TB of a PUSCH with associated PDCCH or for the case of 
no associated PDCCH when the number of negatively acknowledged 
TBs is not equal to the number of TBs indicated in the most recent 
PDCCH associated with the corresponding PUSCH 



Ip^b^Ra""^ +1 for a second TB of a PUSCH with associated PDCCH 



, J lowest index 

where IpR^j^ 
transmission 



is the lowest PRB index in the first slot of the corresponding PUSCH 



^PHKH i^ ^^ number of PHICH groups configured by higher layers as described in section 6.9 of 

[3], 



7 



PHICH 



1 for TDD UL/DL configuration with PUSCH transmission in subframe « = 4 or 9 
otherwise 



Table 9.1 .2-2: Mapping between n^^^^ and the cyclic shift for DIUIRS field in PDCCH with uplink DCI 

format in [4] 



Cyclic Shift for DMRS Field in PDCCH 
with upUnk DCI format in [4] 


^DMRS 


000 





001 


1 


010 


2 


on 


3 


100 


4 


101 


5 


no 


6 


111 


7 



9.1 .3 Control Format Indicator assignment procedure 

PHICH duration is signalled by higher layers according to Table 6.9.3-1 in [3]. The duration signalled puts a lower 
limit on the size of the control region determined from the control format indicator (CFI). When A^rb > 10 , if 
extended PHICH duration is indicated by higher layers then the UE shall assume that CFI is equal to PHICH duration. 

9.2 PDCCH validation for semi-persistent scheduling 

A UE shall validate a Semi-Persistent Scheduling assignment PDCCH only if all the following conditions are met: 
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the CRC parity bits obtained for the PDCCH payload are scrambled with the Semi-Persistent Scheduling C- 
RNTI 

the new data indicator field is set to '0'. In case of DCI formats 2, 2A, 2B and 2C, the new data indicator field 
refers to the one for the enabled transport block. 

Validation is achieved if all the fields for the respective used DCI format are set according to Table 9.2-1 or Table 9.2- 
lA. 

If validation is achieved, the UE shall consider the received DCI information accordingly as a valid semi -persistent 
activation or release. 

If validation is not achieved, the received DCI format shall be considered by the UE as having been received with a 
non-matching CRC. 



Table 9.2-1 : Special fields for Semi-Persistent Scheduling Activation PDCCH Validation 





DCI format 


DCI format 1/1 A 


DCI format 
2/2A/2B/2C 


TPC command for 
scheduled PUSCH 


set to '00' 


N/A 


N/A 


Cyclic shift DM RS 


set to '000' 


N/A 


N/A 


Modulation and coding 
scheme and 
redundancy version 


MSB is set to '0' 


N/A 


N/A 


HARQ process 
number 


N/A 


FDD: set to '000' 
TDD: set to '0000' 


FDD: set to '000' 
TDD: set to '0000' 


Modulation and coding 
scheme 


N/A 


MSB is set to '0' 


For the enabled 
transport block: 
MSB is set to '0' 


Redundancy version 


N/A 


set to '00' 


For the enabled 
transport block: 
set to '00' 



Table 9.2-1 A: Special fields for Semi-Persistent Scheduling Release PDCCH Validation 





DCI format 


DCI format 1 A 


TPC command for scheduled 
PUSCH 


set to '00' 


N/A 


Cyclic shift DM RS 


set to '000' 


N/A 


Modulation and coding scheme and 
redundancy version 


set to '11111' 


N/A 


Resource block assignment and 
hopping resource allocation 


Set to all 'I's 


N/A 


HARQ process number 


N/A 


FDD: set to '000' 
TDD: set to '0000' 


Modulation and coding scheme 


N/A 


set to ' 1 1 1 U ' 


Redundancy version 


N/A 


set to '00' 


Resource block assignment 


N/A 


Set to all 'I's 
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For the case that the DCI format indicates a semi-persistent downhnk scheduHng activation, the TPC command for 
PUCCH field shall be used as an index to one of the four PUCCH resource values configured by higher layers, with the 
mapping defined in Table 9.2-2 

Table 9.2-2: PUCCH Resource value for Downlink Semi-Persistent Scheduling 



Value of 'TPC command for 
PUCCH' 


"PUCCH 


'00' 


The first PUCCH resource value 
configured by the higher layers 


'01' 


The second PUCCH resource value 
configured by the higher layers 


'10' 


The third PUCCH resource value 
configured by the higher layers 


'11' 


The fourth PUCCH resource value 
configured by the higher layers 



9.3 PDCCH control information procedure 

A UE shall discard the PDCCH if consistent control information is not detected. 



10 Physical uplink control channel procedures 

1 0.1 UE procedure for determining physical uplink control 
channel assignment 

If the UE is configured for a single serving cell and is not configured for simultaneous PUSCH and PUCCH 
transmissions, then in subframe n uplink control information (UCI) shall be transmitted 

- on PUCCH using format l/la/lb/3 or 2/2a/2b if the UE is not transmitting on PUSCH 

on PUSCH if the UE is transmitting on PUSCH in subframe n unless the PUSCH transmission corresponds to 
a Random Access Response Grant or a retransmission of the same transport block as part of the contention 
based random access procedure, in which case UCI is not transmitted 

If the UE is configured for a single serving cell and simultaneous PUSCH and PUCCH transmission, then in 
subframe n UCI shall be transmitted 

- on PUCCH using format 1/1 a/lb/3 if the UCI consists only of HARQ-ACK and/or SR 

on PUCCH using format 2 if the UCI consists only of periodic CSI 

on PUCCH using format 2/2a/2b if the UCI consists of periodic CSI and HARQ-ACK and if the UE is not 
transmitting PUSCH 

- on PUCCH and PUSCH if the UCI consists of HARQ-ACK/HARQ-ACK-nSR/positive SR and 
periodic/aperiodic CSI in which case the HARQ-ACK/HARQ-ACK-nSR/positive SR is transmitted on PUCCH 
using format l/la/lb/3 and the periodic/aperiodic CSI transmitted on PUSCH unless the PUSCH transmission 
corresponds to a Random Access Response Grant or a retransmission of the same transport block as part of the 
contention based random access procedure, in which case periodic/aperiodic CSI is not transmitted 

If the UE is configured with more than one serving cell and is not configured for simultaneous PUSCH and PUCCH 
transmission, then in subframe n UCI shall be transmitted 

- on PUCCH using format l/la/lb/3 or 2/2a/2b if the UE is not transmitting PUSCH 
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on PUSCH of the serving cell given in section 7.2.1 if the UCI consists of aperiodic CSI or aperiodic CSI and 
HARQ-ACK 

on primary cell PUSCH if the UCI consists of periodic CSI and/or HARQ-ACK and if the UE is transmitting on 
the primary cell PUSCH in subframe n unless the primary cell PUSCH transmission corresponds to a Random 
Access Response Grant or a retransmission of the same transport block as part of the contention based random 
access procedure, in which case UCI is not transmitted 

on PUSCH of the secondary cell with smallest SCelllndex if the UCI consists of periodic CSI and/or HARQ- 
ACK and if the UE is not transmitting PUSCH on primary cell but is transmitting PUSCH on at least one 
secondary cell 

If the UE is configured with more than one serving cell and simultaneous PUSCH and PUCCH transmission, then in 
subframe n UCI shall be transmitted 

- on PUCCH using format l/la/lb/3 if the UCI consists only of HARQ-ACK and/or SR 

on PUCCH using format 2 if the UCI consists only of periodic CSI 

as described in section 10.1.1, if the UCI consists of periodic CSI and HARQ-ACK and if the UE is not 
transmitting on PUSCH 

- on PUCCH and primary cell PUSCH if the UCI consists of HARQ-ACK and periodic CSI and the UE is 
transmitting PUSCH on the primary cell, in which case the HARQ-ACK is transmitted on PUCCH using format 
la/lb/3 and the periodic CSI is transmitted on PUSCH unless the primary cell PUSCH transmission 
corresponds to a Random Access Response Grant or a retransmission of the same transport block as part of the 
contention based random access procedure, in which case periodic CSI is not transmitted 

on PUCCH and PUSCH of the secondary cell with the smallest SCelllndex if the UCI consists of HARQ-ACK 
and periodic CSI and if the UE is not transmitting PUSCH on primary cell but is transmitting PUSCH on at 
least one secondary cell, in which case, the HARQ-ACK is transmitted on PUCCH using format la/lb/3 and the 
periodic CSI is transmitted on PUSCH 

- on PUCCH and PUSCH if the UCI consists of HARQ-ACK/HARQ-ACK-nSR/positive SR and aperiodic CSI in 
which case the HARQ-ACK/HARQ-ACK-nSR/positive SR is transmitted on PUCCH using format l/la/lb/3 
and the aperiodic CSI is transmitted on PUSCH of the serving cell given in Section 7.2.1 

If the UE is configured with more than one serving cell, then reporting prioritization and collision handling of periodic 
CSI reports of a certain PUCCH reporting type is given in Section 7.2.2. 

A UE transmits PUCCH only on the primary cell. 

A UE is configured by higher layers to transmit PUCCH on one antenna port {p = pq) or two antenna ports 
{pe[pQ,Pl\). 



For FDD with two configured serving cells and PUCCH format lb with channel selection or for FDD with two or more 
configured serving cells and PUCCH format 3, wjjaro ~ / A'^'^'^'^'^'^'' where N ^^^^ is the number of configured cells 



c=0 

T received 



and ]\[^^^"^ is the number of transport blocks and the SPS release PDCCH, if any, received in subframe n — A in 
serving cell C . 



For TDD with two configured serving cells and PUCCH format lb with channel selection and a subframe n with M = 1, 
or for TDD UL-DL configuration and PUCCH format 3, «jjarq = T! X! ^^!?''""' ' ^^^^^ A^^^'^'="'='' is the number 

c=0 kGK 

of transport blocks and the SPS release PDCCH, if any, received in subframe n — k in serving cell C , where ks K , 
and M is the number of elements in K. 
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For TDD UL-DL configurations 1-6 and PUCCH format 3, or for TDD with two configured serving cells and PUCCH 



format lb with channel selection and M=2, «jjarq = T] (v dai, c " t^DAi, c )mod4)- n^'^^ + ^S^ 



' ,T received 
c=() V keK J 



where 



^DAi c is the Vp^[ in serving cell C, f/pAi c is the t/Q^j in serving cell C , and n^ is the number of HARQ- 
ACK bits corresponding to the configured DL transmission mode on serving cell C . In case spatial HARQ-ACK 
bundling is applied, nf '^'^ = 1 and N^'^f'""^ is the number of PDCCH or SPS PDSCH in subframe n-k and 
serving cell C , where ks K and M is the number of elements in K. In case spatial HARQ-ACK bundling is not 
applied, Nl'^'^^""^ is the number of transport blocks received or the SPS release PDCCH received in subframe n — k in 

serving cell C , where ks K and M is the number of elements in K. Vp^i ^ =0 if no transport block or SPS release 
PDCCH is detected in subframe n — k in serving cell C , where ks K . 

For TDD with two configured serving cells and PUCCH format lb with channel selection and M = 3 or 4, n^^^J^Q = 2 
if UE receives PDSCH or PDCCH indicating downlink SPS release only on one serving cell within subframe 
n — k , where ks K ;otherwise ^h^rq = 4 . 

Throughout the following sections, subframes are numbered in monotonically increasing order; if the last subframe of a 
radio frame is denoted as k , the first subframe of the next radio frame is denoted as k + 1 . 

10.1.1 PUCCH format information 

Using the PUCCH formats defined in section 5.4.1 and 5.4.2 in [3], the following combinations of UCl on PUCCH are 
supported: 

- Format 1 a for 1 -bit HARQ-ACK or in case of FDD for 1 -bit HARQ-ACK with positive SR 

- Format lb for 2-bit HARQ-ACK or for 2-bit HARQ-ACK with positive SR 

Format lb for up to 4-bit HARQ-ACK with channel selection when the UE is configured with more than one 
serving cell or, in the case of TDD, when the UE is configured with a single serving cell 

Format 1 for positive SR 

Format 2 for a CSl report when not multiplexed with HARQ-ACK 

Format 2a for a CSl report multiplexed with 1-bit HARQ-ACK for normal cyclic prefix 

Format 2b for a CSl report multiplexed with 2-bit HARQ-ACK for normal cyclic prefix 

Format 2 for a CSl report multiplexed with HARQ-ACK for extended cyclic prefix 

- Format 3 for up to 10-bit HARQ-ACK for FDD and for up to 20-bit HARQ-ACK for TDD 

Format 3 for up to 1 1-bit corresponding to 10-bit HARQ-ACK and 1-bit positive/negative SR for FDD and for 
up to 21 -bit corresponding to 20-bit HARQ-ACK and 1-bit positive/negative SR for TDD. 

For a UE configured with PUCCH format 3 and HARQ-ACK transmission on PUSCH or PUCCH, or for a UE 
configured with two serving cells and PUCCH format lb with channel selection and HARQ-ACK transmission on 
PUSCH, or for UE configured with one serving cell and PUCCH format lb with channel selection according to Tables 
10.1.3-5, 10.1.3-6, 10.1.3-7 and HARQ-ACK transmission on PUSCH. 

If the configured downlink transmission mode for a serving cell supports up to 2 transport blocks and only one 
transport block is received in a subframe, the UE shall generate a NACK for the other transport block if spatial 
HARQ-ACK bundling is not applied. 

If neither PDSCH nor PDCCH indicating downlink SPS release is detected in a subframe for a serving cell, the 
UE shall generate two NACKs when the configured downlink transmission mode supports up to 2 transport 
blocks and the UE shall generate a single NACK when the configured downlink transmission mode supports a 
single transport block. 
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The scrambling initialization of PUCCH format 2, 2a, 2b and 3 is by C-RNTI. 

For a UE that is configured with a single serving cell and is not configured with PUCCH format 3, in case of collision 
between a periodic CSI report and an HARQ-ACK in a same subframe without PUSCH, the periodic CSI report is 
multiplexed with HARQ-ACK on PUCCH if the parameter simultaneousAckNackAndCQI provided by higher layers is 
set TRUE, otherwise the CSI is dropped. 

For TDD and for a UE that is configured with a single serving cell and with PUCCH format 3, in case of collision 
between a periodic CSI report and an HARQ-ACK in a same subframe without PUSCH, if the parameter 
SimultaneousAckNackAndCQI provided by higher layers is set TRUE, the periodic CSI report is multiplexed with 
HARQ-ACK or dropped as described in section 7.3, otherwise the CSI is dropped. 

For FDD and for a UE that is configured with more than one serving cell, in case of collision between a periodic CSI 
report and an HARQ-ACK in a same subframe without PUSCH, the periodic CSI report is multiplexed with HARQ- 
ACK on PUCCH if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE and if the 
HARQ-ACK corresponds to a PDSCH transmission or PDCCH indicating downlink SPS release only on the primary 
cell, otherwise CSI is dropped. 

For TDD and for a UE that is configured with more than one serving cell, in case of collision between a periodic CSI 
report and an HARQ-ACK in a same subframe without PUSCH, if the parameter simultaneousAckNackAndCQI 
provided by higher layers is set TRUE, the periodic CSI report is multiplexed with HARQ-ACK or dropped as 
described in section 7.3, otherwise the CSI is dropped. In case of collision between a periodic CSI report and an HARQ- 
ACK in a same subframe with PUSCH, the periodic CSI is multiplexed with the HARQ-ACK in the PUSCH 
transmission in that subframe if the UE is not configured by higher layers simultaneous PUCCH and PUSCH 
transmissions. Otherwise, if the UE is configured by higher layers simultaneous PUCCH and PUSCH transmissions, the 
HARQ-ACK is transmitted in the PUCCH and the periodic CSI in transmitted in the PUSCH. 



10.1.2 FDD HARQ-ACK feedback procedures 

For FDD, a UE shall determine the number of HARQ-ACK bits, o , based on the number of configured serving cells 
and the downlink transmission modes configured for each serving cell. A UE shall use two HARQ-ACK bits for a 
serving cell configured with a downlink transmission mode that support up to two transport blocks; and one HARQ- 
ACK bit otherwise. 

For FDD, a UE that supports aggregating at most 2 serving cells shall use PUCCH format lb with channel selection for 
transmission of HARQ-ACK when configured with more than one serving cell. 

For FDD, a UE that supports aggregating more than 2 serving cells is configured by higher layers to use either PUCCH 
format lb with channel selection or PUCCH format 3 for transmission of HARQ-ACK when configured with more than 
one serving cell. 

The FDD HARQ-ACK feedback procedure for one configured serving cell is given in section 10.1.2.1 and procedures 
for more than one configured serving cell are given in section 10.1.2.2. 

1 0.1 .2.1 FDD HARQ-ACK procedure for one configured serving cell 

HARQ-ACK transmission on two antenna ports (p e {pQ,p\\) is supported for PUCCH format la/lb. 

For FDD and one configured serving cell, the UE shall use PUCCH resource "puccH ^^^ transmission of HARQ- 
ACK in subframe n on antenna port/5 for PUCCH format la/lb, where 

for a PDSCH transmission indicated by the detection of a corresponding PDCCH in subframe n - 4 , or for a 
PDCCH indicating downlink SPS release (defined in section 9.2) in subframe n - 4 , the UE shall use 

"PUCCH "CCE + ^PUCCH for antenna port /? = /jq , where Hcce is the number of the first CCE (i.e. lowest 
CCE index used to construct the PDCCH) used for transmission of the corresponding DCI assignment and 
^puccH i^ configured by higher layers. For two antenna port transmission the PUCCH resource for antenna 

port p = p^ is given by npuccH ^ = «CCE + 1 + ^PUCCH ■ 
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for a PDSCH transmission on the primary cell where there is not a corresponding PDCCH detected in subframe 
n - 4 , the value of npuccH ^^ determined according to higher layer configuration and Table 9.2-2. For a UE 
configured for two antenna port transmission, a PUCCH resource value in Table 9.2-2 maps to two PUCCH 
resources with the first PUCCH resource ^pucce" for antenna port pq and the second PUCCH resource 

^PUCCH fo'^ antenna port p j , otherwise, the PUCCH resource value maps to a single PUCCH resource 

'^pucch" fo'^ antenna port pq . 

1 0.1 .2.2 FDD HARQ-ACK procedures for more than one configured serving cell 

The FDD HARQ-ACK feedback procedures for more than one configured serving cell are either based on a PUCCH 
format lb with channel selection HARQ-ACK procedure as described in section 10.1.2.2.1 or a PUCCH format 3 
HARQ-ACK procedure as described in section 10.1.2.2.2. 

HARQ-ACK transmission on two antenna ports (p e [pQ, pi]) is supported for PUCCH format 3. 



10.1.2.2.1 



PUCCH format lb with channel selection HARQ-ACK procedure 



For FDD with two configured serving cells and PUCCH format lb with channel selection, the UE shall transmit 

b{0)h{l) on PUCCH resource "puccH selected from A PUCCH resources, "puccH ; where < ;' < A - 1 

and Ae {2,3,4} , according to Table 10.1.2.2.1-3, Table 10.1.2.2.1-4, Table 10.1.2.2.1-5 in subframe n using PUCCH 

format lb. HARQ-ACK(/) denote the ACK/NACK/DTX response for a transport block or SPS release PDCCH 
associated with serving cell, c where the transport block and serving cell for HARQ-ACK(/) and A PUCCH 
resources are given by Table 10.1.2.2.1-1. 

A UE configured with a transmission mode that supports up to two transport blocks on serving cell, c , shall use the 
same HARQ-ACK response for both the transport blocks in response to a PDSCH transmission with a single transport 
block or a PDCCH indicating downlink SPS release associated with the serving cell, c . 



Table 10.1.2.2.1-1 : Mapping of Transport Block and Serving Cell to HARQ-ACK(/) for PUCCH format 

lb HARQ-ACK channel selection 



A 


HARQ-ACK(j) 


HARQ-ACK(O) 


HARQ-ACK(I) 


HARQ-ACK(2) 


HARQ-ACK(3) 


2 


TB1 Primary cell 


TBI Secondary cell 


NA 


NA 


3 


TBI Serving celll 


TB2 Serving celM 


TB1 Serving cell2 


NA 


4 


TB1 Primary cell 


TB2 Primary cell 


TBI Secondary cell 


TB2 Secondary cell 



,(1) 



The UE shall determine the A PUCCH resources, Wpuc^H ; where < ; < A - 1 ordered according to the serving 
cell in increasing order ofj given in Table 10.1.2.2.1-1, according to 



for a PDSCH transmission indicated by the detection of a corresponding PDCCH in subframe n-4 on the 
primary cell, or for a PDCCH indicating downlink SPS release (defined in section 9.2) in subframe n-4 on 

the primary cell, the PUCCH resource is "puccH i ~ "CCE i + ^pucCH ' ^'^'^ ^'^^ transmission mode that 
support up to two transport blocks, the PUCCH resource np^^^^jj ^^^ is given by 

"pucCHi+l ~ "CCEi +1 + ^PUCCH where ncCEi is the number of the first CCE used for transmission of the 
corresponding PDCCH and A^puccH is configured by higher layers. 

for a PDSCH transmission on the primary cell where there is not a corresponding PDCCH detected in subframe 
n-4, the value of "puccH ; ^^ determined according to higher layer configuration and Table 9.2-2. For 
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,(1) 



transmission mode that support up to two transport blocks, the PUCCH resource Hp{jQQyi ;+j is given by 
,0) _„(i) _^_i 



"PUCCH,i+l "pUCCH,! 



for a PDSCH transmission indicated by the detection of a corresponding PDCCH in subframe n - 4 on the 
secondary cell, the value of "pucCH i ' ^'^'^ ^^^ value of ^puccH i+i ^'^^ ^^^ transmission mode that support up 
to two transport blocks is determined according to higher layer configuration and Table 10.1.2.2.1-2. The TPC 
field in the DCI format of the corresponding PDCCH shall be used to determine the PUCCH resource values 
from one of the four resource values configured by higher layers, with the mapping defined in Table 10. 1.2.2. 1 - 
2. For a UE configured for a transmission mode that support up to two transport blocks a PUCCH resource 

value in Table 10.1.2.2.1-2 maps to two PUCCH resources (npu(3cjj j'"pucCH /+!-* ' otherwise, the PUCCH 
resource value maps to a single PUCCH resource MpucCH i ■ 

Table 10.1.2.2.1-2: PUCCH Resource Value for HARQ-ACK Resource for PUCCH 



Value of 'TPC command for 
PUCCH' 


"PUCCH,! °'' 
*^"PUCCH,r' "PUCCH,!+1 > 


'00' 


The 1st PUCCH resource value 
configured by the higher layers 


'01' 


The 2™ PUCCH resource value 
configured by the higher layers 


'10' 


The 3™ PUCCH resource value 
configured by the higher layers 


'11' 


The 4'" PUCCH resource value 
configured by the higher layers 



Table 10.1.2.2.1-3: Transmission of Format lb HARQ-ACK channel selection for A = 2 



HARQ-ACK(O) 


HARQ-ACK(I) 


"PUCCH,; 


h(0)b{l) 


ACK 


ACK 


"PUCCH.l 


1,1 


ACK 


NACK/DTX 


"PUCCH.O 


1,1 


NACK/DTX 


ACK 


"PUCCH.l 


0,0 


NACK 


NACK/DTX 


"PUCCH.O 


0,0 


DTX 


NACK/DTX 


No Transmission 
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Table 10.1.2.2.1-4: Transmission of Format 1b HARQ-ACK channel selection for A = 3 



HARQ-ACK(O) 


HARQ-ACK(I) 


HARQ-ACK(2) 


"PUCCH,r 


b{0)b{l) 


ACK 


ACK 


ACK 


"PUCCH.l 


1,1 


ACK 


NACK/DTX 


ACK 


"PUCCH.l 


1,0 


NACK/DTX 


ACK 


ACK 


"PUCCH.l 


0,1 


NACK/DTX 


NACK/DTX 


ACK 


"PUCCH,2 


1,1 


ACK 


ACK 


NACK/DTX 


"PUCCH.O 


1,1 


ACK 


NACK/DTX 


NACK/DTX 


"PUCCH.O 


1,0 


NACK/DTX 


ACK 


NACK/DTX 


"PUCCH.O 


0,1 


NACK/DTX 


NACK/DTX 


NACK 


"PUCCH,2 


0,0 


NACK 


NACK/DTX 


DTX 


"PUCCH.O 


0,0 


NACK/DTX 


NACK 


DTX 


"PUCCH.O 


0,0 


DTX 


DTX 


DTX 


No Transmission 
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Table 10.1.2.2.1-5: Transmission of Format 1b HARQ-ACK channel selection for A = 4 



HARQ-ACK(O) 


HARQ-ACK(I) 


HARQ-ACK(2) 


HARQ-ACK(3) 


"PUCCH,/ 


b(0)bil) 


ACK 


ACK 


ACK 


ACK 


"PUCCHJ 


1,1 


ACK 


NACK/DTX 


ACK 


ACK 


"PUCCH,2 


0,1 


NACK/DTX 


ACK 


ACK 


ACK 


"PUCCH,1 


0,1 


NACK/DTX 


NACK/DTX 


ACK 


ACK 


"PUCCH,3 


1,1 


ACK 


ACK 


ACK 


NACK/DTX 


"PUCCHJ 


1,0 


ACK 


NACK/DTX 


ACK 


NACK/DTX 


"PUCCH,2 


0,0 


NACK/DTX 


ACK 


ACK 


NACK/DTX 


"PUCCHJ 


0,0 


NACK/DTX 


NACK/DTX 


ACK 


NACK/DTX 


"PUCCH,3 


1,0 


ACK 


ACK 


NACK/DTX 


ACK 


"PUCCH,2 


1,1 


ACK 


NACK/DTX 


NACK/DTX 


ACK 


"PUCCH,2 


1,0 


NACK/DTX 


ACK 


NACK/DTX 


ACK 


"PUCCH,3 


0,1 


NACK/DTX 


NACK/DTX 


NACK/DTX 


ACK 


"PUCCH,3 


0,0 


ACK 


ACK 


NACK/DTX 


NACK/DTX 


"PUCCH,0 


1,1 


ACK 


NACK/DTX 


NACK/DTX 


NACK/DTX 


"PUCCH,() 


1,0 


NACK/DTX 


ACK 


NACK/DTX 


NACK/DTX 


"PUCCH,0 


0,1 


NACK/DTX 


NACK 


NACK/DTX 


NACK/DTX 


"PUCCH,0 


0,0 


NACK 


NACK/DTX 


NACK/DTX 


NACK/DTX 


"PUCCH,() 


0,0 


DTX 


DTX 


NACK/DTX 


NACK/DTX 


No Transmission 



10.1.2.2.2 



PUCCH format 3 HARQ-ACK procedure 



For FDD with PUCCH format 3, the UE shall use PUCCH resource "puccH '^^ ^pucch ^'^^ transmission of HARQ- 
ACK in subframe n on antenna port p where 

for a PDSCH transmission only on the primary cell indicated by the detection of a corresponding PDCCH in 
subframe n - 4 , or for a PDCCH indicating downlink SPS release (defined in section 9.2) in subframe n - 4 

on the primary cell, the UE shall use PUCCH format la/lb and PUCCH resource ^puc^jj with 
"PUCOT ~ "CCE + ^pucCH ' where Mcce is the number of the first CCE (i.e. lowest CCE index used to 
construct the PDCCH) used for transmission of the corresponding PDCCH and A^puccH '^ configured by 
higher layers. When two antenna port transmission is configured for PUCCH format la/lb, the PUCCH 

resource for p = p\ is given by "puccH ~ "CCE + 1 + -^PUCCH • 

for a PDSCH transmission only on the primary cell where there is not a corresponding PDCCH detected in 
subframe n - 4 , the UE shall use PUCCH format la/lb and PUCCH resource Hp^^J^y where the value of 
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^puccH i^ determined according to higher layer configuration and Table 9.2-2. For a UE configured for two 
antenna port transmission for PUCCH format la/lb, a PUCCH resource value in Table 9.2-2 maps to two 
PUCCH resources with the first PUCCH resource Hp^^^j^" for antenna port Pq and the second PUCCH 

resource Hp^^^j^' for antenna port p j , otherwise, the PUCCH resource value maps to a single PUCCH 

resource ^pucch" ^'^^ antenna port Pq . 

for a PDSCH transmission on the secondary cell indicated by the detection of a corresponding PDCCH in 



subframe n - 4 , the UE shall use PUCCH format 3 and PUCCH resource n 



(3,P) 
PUCCH 



where the value of 



"pucCH ^^ determined according to higher layer configuration and Table 10.1.2.2.2-1. The TPC field in the 

DCI format of the corresponding PDCCH shall be used to determine the PUCCH resource values from one of 
the four resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.2-1. For a UE 
configured for two antenna port transmission for PUCCH format 3, a PUCCH resource value in Table 

10.1.2.2.2-1 maps to two PUCCH resources with the first PUCCH resource ^puccH° ^'^^ antenna port pq 
and the second PUCCH resource n^^^^^j^^ for antenna port p j , otherwise, the PUCCH resource value maps 

to a single PUCCH resource np^^^^° for antenna port /?q . A UE shall assume that the same HARQ-ACK 

PUCCH resource value is transmitted in each DCI format of the corresponding secondary cell PDCCH 
assignments in a given subframe. 

Table 10.1.2.2.2-1 : PUCCH Resource Value for HARQ-ACK Resource for PUCCH 



Value of 'TPC command for 
PUCCH' 


„(3,P) 
"PUCCH 


'00' 


The 1st PUCCH resource value 
configured by the higher layers 


'01' 


The 2™ PUCCH resource value 
configured by the higher layers 


'10' 


The 3™ PUCCH resource value 
configured by the higher layers 


'11' 


The 4'" PUCCH resource value 
configured by the higher layers 



10.1 .3 TDD HARQ-ACK feedback procedures 

For TDD and a UE that does not support aggregating more than one serving cell, two HARQ-ACK feedback modes are 
supported by higher layer configuration. 

- HARQ-ACK bundUng and 

- HARQ-ACK multiplexing 

For TDD UL-DL configuration 5 and a UE that does not support aggregating more than one serving cell, only HARQ- 
ACK bundling is supported. 

For TDD, a UE that supports aggregating more than one serving cell is configured by higher layers to use either 
PUCCH format lb with channel selection or PUCCH format 3 for transmission of HARQ-ACK when configured with 
more than one serving cell. 

For TDD, a UE that supports aggregating more than one serving cell is configured by higher layers to use HARQ-ACK 
bundling, PUCCH format lb with channel selection according to the set of Tables 10.1.3-2/3/4 or according to the set of 
Tables 10.1.3-5/6/7, or PUCCH format 3 for transmission of HARQ-ACK when configured with one serving cell. 

PUCCH format lb with channel selection according to the set of Tables 10.1.3-2/3/4 or according to the set of Tables 
10.1.3-5/6/7 is not supported for TDD UL-DL configuration 5. 

TDD HARQ-ACK bundling is performed per codeword across M multiple DL subframes associated with a single UL 
subframe n, where M is the number of elements in the set K defined in Table 10.1.3.1-1, by a logical AND 
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operation of all the individual PDSCH transmission (with and without corresponding PDCCH) HARQ-ACKs and ACK 
in response to PDCCH indicating downlink SPS release. For one configured serving cell the bundled 1 or 2 HARQ- 
ACK bits are transmitted using PUCCH format la or PUCCH format lb, respectively. 

For TDD HARQ-ACK multiplexing and a subframe n with M > 1 , where M is the number of elements in the set K 
defined in Table 10.1.3.1-1, spatial HARQ-ACK bundling across multiple codewords within a DL subframe is 
performed by a logical AND operation of all the corresponding individual HARQ-ACKs. PUCCH format lb with 
channel selection is used in case of one configured serving cell. For TDD HARQ-ACK multiplexing and a subframe n 
with M =1, spatial HARQ-ACK bundling across multiple codewords within a DL subframe is not performed, 1 or 2 
HARQ-ACK bits are transmitted using PUCCH format la or PUCCH format lb, respectively for one configured 
serving cell. 

In the case of TDD and more than one configured serving cell with PUCCH format lb with channel selection and more 
than 4 HARQ-ACK bits for M multiple DL subframes associated with a single UL subframe n, where M is the 
number of elements in the set K defined in Table 10.1.3.1-1 and for the configured serving cells, spatial HARQ-ACK 
bundling across multiple codewords within a DL subframe for all configured cells is performed and the bundled 
HARQ-ACK bits for each configured serving cell is transmitted using PUCCH format lb with channel selection. For 
TDD and more than one configured serving cell with PUCCH format lb with channel selection and up to 4 HARQ- 
ACK bits for M multiple DL subframes associated with a single UL subframe n, where M is the number of elements 
in the set K defined in Table 10.1.3.1-1 and for the configured serving cells, spatial HARQ-ACK bundling is not 
performed and the HARQ-ACK bits are transmitted using PUCCH format lb with channel selection. 

In the case of TDD and more than one configured serving cell with PUCCH format 3 and more than 20 HARQ-ACK 
bits for M multiple DL subframes associated with a single UL subframe n, where M is the number of elements in 
the set K defined in Table 10.1.3.1-1 and for the configured serving cells, spatial HARQ-ACK bundling across 
multiple codewords within a DL subframe is performed for each serving cell by a logical AND operation of all of the 
corresponding individual HARQ-ACKs and PUCCH format 3 is used. For TDD and more than one configured serving 
cell with PUCCH format 3 and up to 20 HARQ-ACK bits for M multiple DL subframes associated with a single UL 
subframe n, where M is the number of elements in the set K defined in Table 10.1.3.1-1 and for the configured 
serving cells, spatial HARQ-ACK bundling is not performed and the HARQ-ACK bits are transmitted using PUCCH 
format 3. 

For TDD with PUCCH format 3, a UE shall determine the number of HARQ-ACK bits, o , associated with an UL 
subframe n based on the number of configured serving cells, the downlink transmission modes configured for each 
serving cell and M which is the number of elements in the set K defined in Table 10.1.3.1-1 according to 

"cells 

0= y O^ where A^^^y, is the number of configured cells, and O^. is the number of HARQ-bits for the for 

c=l 

the c-th serving cell defined in section 7.3. 

TDD HARQ-ACK feedback procedures for one configured serving cell are given in section 10.1.3.1 and procedures for 
more than one configured serving cell are given in section 10.1.3.2. 

1 0.1 .3.1 TDD HARQ-ACK procedure for one configured serving cell 

HARQ-ACK transmission on two antenna ports (p e [pQ, pi]) is supported for PUCCH format la/lb with TDD 
HARQ-ACK bundling feedback mode and for PUCCH format 3. 

The TDD HARQ-ACK procedure for a UE configured with PUCCH format 3 is as described in section 10.1.3.2.2 when 
the UE receives PDSCH and/or SPS release PDCCH only on the primary cell. 

For TDD HARQ-ACK bundling or TDD HARQ-ACK multiplexing for one configured serving cell and a subframe n 
with M =\ where M is the number of elements in the set K defined in Table 10. 1.3.1-1, the UE shall use PUCCH 

resource "puccH for transmission of HARQ-ACK in subframe n on antenna port/? for PUCCH format la/lb, where 

If there is PDSCH transmission indicated by the detection of corresponding PDCCH or there is PDCCH 
indicating downlink SPS release within subframe(s) n-fc, where k& K and K (defined in Table 10.1.3.1-1) 
is a set of M elements {feg , fej , • • • ^^ _[ } depending on the subframe n and the UL-DL configuration (defined in 
Table 4.2-2 in [3]), the UE first selects a c value out of {0, 1, 2, 3 } which makes A^^, < ncCE "^ -^c+l ^^^ 

shall use npuco? ^ ^■'^ ~ '^ ~ ^) ' -^c + ''^ ' -^c+l + "CCE + -^PUCCH for antenna port ■'^ ~ ■'^O , where A^puccH 
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is configured by higher layers, N^ = maxjo, [N^^ ■ {N^^ ■ c - 4)]/36 



and nccE i^ '^^e number of the 



first CCE used for transmission of the corresponding PDCCH in subframe n - A;,,, and the corresponding m, 
where k^ is the smallest value in set K such that UE detects a PDCCH in subframe n - ^„, . When two 
antenna port transmission is configured for PUCCH format la/lb, the PUCCH resource for HARQ-ACK 

bundling for antenna port p = py is given by "puccH ~ ^^ -m-l)- N^.+m- N^^i + nccE + 1 + ^PUCCH 
[where c value out of {0, 1, 2, 3 } is chosen which makes A^^. < ncCE + 1 < ^c+i ]■ 

If there is only a PDSCH transmission where there is not a corresponding PDCCH detected within subframe(s) 
n-;t, where keKand K is defined in Table 10.1.3.1-1, the UE shall use PUCCH format la/lb and PUCCH 

resource Hp^^J^jj with the value of n^,^'^,^^ is determined according to higher layer configuration and Table 

9.2-2. For a UE configured for two antenna port transmission for PUCCH format la/lb and HARQ-ACK 
bundling, a PUCCH resource value in Table 9.2-2 maps to two PUCCH resources with the first PUCCH 

resource /^pucce" for antenna port p^ and the second PUCCH resource ^pupcj^' for antenna port p^, 
otherwise, the PUCCH resource value maps to a single PUCCH resource np^'^^ for antenna port p^ . 

Table 10.1.3.1-1: Downlink association set index K : {kQ,k^,---k^_^] for TDD 



UL-DL 
Configuration 


Subframe n 





1 


2 


3 


4 


5 


6 


7 


8 


9 





- 


- 


6 


- 


4 


- 


- 


6 


- 


4 


1 


- 


- 


7,6 


4 


- 


- 


- 


7,6 


4 


- 


2 


- 


- 


8, 7, 4, 6 


- 


- 


- 


- 


8,7,4,6 


- 


- 


3 


- 


- 


7, 6, 11 


6,5 


5,4 


- 


- 


- 


- 


- 


4 


- 


- 


12, 8, 7, 11 


6, 5, 4, 7 


- 


- 


- 


- 


- 


- 


5 


- 


- 


13, 12,9,8,7,5,4, 11,6 


- 


- 


- 


- 


- 


- 


- 


6 


- 


- 


7 


7 


5 


- 


- 


7 


7 


- 



For TDD HARQ-ACK multiplexing and sub-frame n with M >\ and one configured serving cell, where M is the 



number of elements in the set K defined in Table 10.1.3.1-1, denote n 



(1) 



as the PUCCH resource derived from 



'PUCCH,/ 

sub-frame n - k^ and HARQ-ACK(i) as the ACK/NACK/DTX response from sub-frame n-k^ , where 
)t,G /: (defined in Table 10.1.3.1-1) and 0</<M-l. 



For a PDSCH transmission indicated by the detection of corresponding PDCCH or a PDCCH indicating 
downlink SPS release in sub-frame n - k^ where k^ e K , the PUCCH resource 

"pucCH i ~ ^^ - i-1)- N^ +i- A^c+1 + "CCE i + -^ PUCCH ' where c is selected from {0, 1, 2, 3 } such that 
A^, < nccE,/ < A^c+1 . N, = max{o, [ [<^ • (N^'' ■ c - 4)]/36 



J ' "cCE,/ 



is the number of the first CCE used 



for transmission of the corresponding PDCCH in subframe n-k^, and A^puccH i^ configured by higher 
layers. 

For a PDSCH transmission where there is not a corresponding PDCCH detected in subframe n - fe, , the value 
of WpuccH I ^^ determined according to higher layer configuration and Table 9.2-2. 



Based on higher layer signalling a UE configured with a single serving cell will either perform channel selection either 
according to the set of Tables 10.1.3-2, 10.1.3-3, and 10.1.3-4 or according to the set of Tables 10.1.3-5, 10.1.3-6, and 
10.1.3-7. For the selected table set indicated by higher layer signalling, the UE shall transmit b(Q),b(]) on PUCCH 

resource "puccH ^^ sub-frame n using PUCCH format lb according to section 5.4.1 in [3]. The value of b{Q),b{\) 

and the PUCCH resource n^VCCVi ^^^ generated by channel selection according to the selected set of Tables for M = 
2, 3, and 4 respectively. 



ETSI 



3GPP TS 36.213 version 10.3.0 Release 10 



104 



ETSI TS 136 213 VI 0.3.0 (2011-10) 



Table 10.1.3-2: Transmission of HARQ-ACK multiplexing ior M=2 



HARQ-ACK(O), HARQ-ACK(I) 


"PUCCH 


b(0),b(l) 


ACK, ACK 


"PUCCH.l 


1, 1 


ACK, NACK/DTX 


"PUCCH.O 


0,1 


NACK/DTX, ACK 


"PUCCH.l 


0,0 


NACK/DTX, NACK 


"PUCCH.l 


1,0 


NACK, DTX 


"PUCCH.O 


1,0 


DTX, DTX 


No transmission 



Table 10.1.3-3: Transmission of HARQ-ACKmultiplexing for M= 3 



HARQ-ACK(O), HARQ-ACK(I), HARQ-ACK(2) 


"PUCCH 


fc(0),&(l) 


ACK, ACK, ACK 


"PUCCH,2 


1, 1 


ACK, ACK, NACK/DTX 


"PUCCH, 1 


1, 1 


ACK, NACK/DTX, ACK 


"PUCCH.O 


1, 1 


ACK, NACK/DTX, NACK/DTX 


"PUCCH.O 


0, 1 


NACK/DTX, ACK, ACK 


''PUCCH,2 


1,0 


NACK/DTX, ACK, NACK/DTX 


"pUCCH,! 


0,0 


NACK/DTX, NACK/DTX, ACK 


"PUCCH,2 


0,0 


DTX, DTX, NACK 


"PUCCH,2 


0, 1 


DTX, NACK, NACK/DTX 


"PUCCH, 1 


1,0 


NACK, NACK/DTX, NACK/DTX 


"PUCCH.O 


1,0 


DTX, DTX, DTX 


No transmission 
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Table 10.1.3-4: Transmission of HARQ-ACK multiplexing for M= 4 



HARQ-ACK(O), HARQ-ACK(I), HARQ-ACK(2), HARQ-ACK(3) 


„(!) 
"PUCCH 


b(0)Ml) 


ACK, ACK, ACK, ACK 


"PUCCH, 1 


1, 1 


ACK, ACK, ACK, NACK/DTX 


"PUCCH.I 


1,0 


NACK/DTX,NACK/DTX,NACK,DTX 


"PUCCH,2 


1, 1 


ACK, ACK, NACK/DTX, ACK 


"pUCCH.l 


1,0 


NACK, DTX, DTX, DTX 


"PUCCH.O 


1,0 


ACK, ACK, NACK/DTX, NACK/DTX 


"PUCCH.l 


1,0 


ACK, NACK/DTX, ACK, ACK 


"PUCCH,3 


0, 1 


NACK/DTX, NACK/DTX, NACK/DTX, NACK 


"PUCCH,3 


1, 1 


ACK, NACK/DTX, ACK, NACK/DTX 


"PUCCH,2 


0,1 


ACK, NACK/DTX, NACK/DTX, ACK 


"PUCCH.O 


0, 1 


ACK, NACK/DTX, NACK/DTX, NACK/DTX 


"pUCCH.O 


1, 1 


NACK/DTX, ACK, ACK, ACK 


"PUCCH,3 


0,1 


NACK/DTX, NACK, DTX, DTX 


"PUCCH.l 


0,0 


NACK/DTX, ACK, ACK, NACK/DTX 


"PUCCH,2 


1,0 


NACK/DTX, ACK, NACK/DTX, ACK 


''PUCCH,3 


1,0 


NACK/DTX, ACK, NACK/DTX, NACK/DTX 


"PUCCH.l 


0,1 


NACK/DTX, NACK/DTX, ACK, ACK 


"PUCCH,3 


0, 1 


NACK/DTX, NACK/DTX, ACK, NACK/DTX 


''PUCCH,2 


0,0 


NACK/DTX, NACK/DTX, NACK/DTX, ACK 


"PUCCH,3 


0,0 


DTX, DTX, DTX, DTX 


No transmission 



Table 10.1.3-5: Transmission of HARQ-ACK multiplexing for M= 2 



HARQ-ACK(O), HARQ-ACK(I) 


„(!) 
"PUCCH 


b(O)hil) 


ACK, ACK 


'^'PUCCH.l 


1,0 


ACK, NACK/DTX 


„(1) 
'^'PUCCH.O 


1, 1 


NACK/DTX, ACK 


"PUCCH.l 


0, 1 


NACK, NACK/DTX 


„(1) 
"PUCCH.O 


0,0 


DTX, NACK/DTX 


No Transmission 



Table 10.1.3-6: Transmission of HARQ-ACK multiplexing for M= 3 



HARQ-ACK(O), HARQ-ACK(I), HARQ- 
ACK(2) 


„m 

"PUCCH 


bmb{[) 


ACK, ACK, ACK 


"PUCCH,2 


1, 1 


ACK, ACK, NACK/DTX 


"PUCCH,1 


1,0 
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ACK, NACK/DTX, ACK 


"PUCCH,2 


1,0 


ACK, NACK/DTX, NACK/DTX 


"PUCCH,0 


1, 1 


NACK/DTX, ACK, ACK 


"PUCCH,2 


0, 1 


NACK/DTX, ACK, NACK/DTX 


"PUCCH,1 


0, 1 


NACK/DTX, NACK/DTX, ACK 


"PUCCH,2 


0,0 


NACK, NACK/DTX, NACK/DTX 


"PUCCH,0 


0,0 


DTX, NACK/DTX, NACK/DTX 


No Transmission 



Table 10.1.3-7: Transmission of IHARQ-ACK multiplexing for M= 4 



HARQ-ACK(O), HARQ-ACK(I), HARQ-ACK(2), HARQ-ACK(3) 


„(!) 
"PUCCH 


b(OMl) 


ACK, ACK, ACK, ACK 


"PUCCH,1 


1, 1 


ACK, ACK, ACK, NACK/DTX 


"PUCCH,2 


1, 1 


ACK, ACK, NACK/DTX, ACK 


"PUCCH,0 


1,0 


ACK, ACK, NACK/DTX, NACK/DTX 


"PUCCH,1 


1,0 


ACK, NACK/DTX, ACK, ACK 


"PUCCH,3 


1, 1 


ACK, NACK/DTX, ACK, NACK/DTX 


"PUCCH,2 


1,0 


ACK, NACK/DTX, NACK/DTX, ACK 


"PUCCH,0 


0, 1 


ACK, NACK/DTX, NACK/DTX, NACK/DTX 


"PUCCH,0 


1, 1 


NACK/DTX, ACK, ACK, ACK 


"PUCCH,1 


0,0 


NACK/DTX, ACK, ACK, NACK/DTX 


"PUCCH,2 


0, 1 


NACK/DTX, ACK, NACK/DTX, ACK 


"PUCCH,3 


1,0 


NACK/DTX, ACK, NACK/DTX, NACK/DTX 


"PUCCHJ 


0,1 


NACK/DTX, NACK/DTX, ACK, ACK 


"PUCCH,3 


0, 1 


NACK/DTX, NACK/DTX, ACK, NACK/DTX 


„(1) 
"PUCCH,2 


0,0 


NACK/DTX, NACK/DTX, NACK/DTX, ACK 


"PUCCH,3 


0,0 


NACK, NACK/DTX, NACK/DTX, NACK/DTX 


"PUCCH,() 


0,0 


DTX, NACK/DTX, NACK/DTX, NACK/DTX 


No Transmission 



1 0.1 .3.2 TDD HARQ-ACK procedure for more than one configured serving cell 

The TDD HARQ-ACK feedback procedures for more than one configured serving cell are either based on a PUCCH 
format lb with channel selection HARQ-ACK procedure as described in section 10.1.3.2.1 or a PUCCH format 3 
HARQ-ACK procedure as described in section 10.1.3.2.2. 

HARQ-ACK transmission on two antenna ports (p e [pQ,Pi ]) is supported for PUCCH format 3 and TDD with more 

than one configured serving cell. TDD UL-DL configuration 5 with PUCCH format 3 is only supported for up to two 
configured serving cells. TDD UL-DL configuration 5 with channel selection for two configured serving cells is not 
supported. 
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10.1.3.2.1 



PUCCH format lb with channel selection HARQ-ACK procedure 



For TDD HARQ-ACK multiplexing with PUCCH format lb with channel selection and two configured serving cells 
and a sub frame n with M <2 where M is the number of elements in the set K defined in Table 10.1.3.1-1, the UE 

shall transmit fo(0)fo(l) on PUCCH resource "puccH selected from A PUCCH resources, "puccH i where 

0<i<A-l andAe {2,3,4}, according to Tables 10.1.3.2-1, 10.1.3.2-2, and 10.1.3.2-3 in subframe n using PUCCH 

format lb. For a subframe n with M =1, HARQ-ACK(j) denotes the ACK/NACK/DTX response for a transport block 
or SPS release PDCCH associated with serving cell c , where the transport block and serving cell for HARQ-ACK(/) 
and A PUCCH resources are given by Table 10.1.2.2.1-1. For a subframe n with M = 2, HARQ-ACK(/) denotes the 
ACK/NACK/DTX response for a PDSCH transmission or SPS release PDCCH within subframe(s) given by set K on 
each serving cell, where the subframes on each serving cell for HARQ-ACK(/) and A PUCCH resources are given by 

Table 10.1.3.2-4. The UE shall determine the A PUCCH resources, "pucCHi where 0<i<A — 1 ordered according 

to the serving cell in increasing order ofj given in Table 10.1.2.2.1-1 for M =\ and Table 10.1.3.2-4 for M = 2, 
according to 

for a PDSCH transmission indicated by the detection of a corresponding PDCCH within subframe(s) n — k^, 
where k^e K on the primary cell, or for a PDCCH indicating downlink SPS release (defined in section 9.2) 
within subframe(s) n—k, where fe ^^ e K on the primary cell, the PUCCH resource is 



'PUCCH,! 



: (M —m-ljN^ + m- N^^i + n^^^g ,^ -I- A'^puccH ' where c is selected from {0, 1, 2, 3 } such 

that A^^ < nccE,m < -^e+i ' ^c = inax{ 0' L [-^RB ' (-^sx^ ' C - 4)] / 36 J } , and for a subframe n with 
M =1 and a transmission mode that supports up to two transport blocks on the serving cell where the 



(1) 



corresponding PDSCH transmission occurs, the PUCCH resource Hp^^^jj ■_^_^ is given by 



n, 



(1) 

PUCCH 



,^1 = (M - m - 1) ■ A^^ + m ■ N^^, + n^^^^ + 1 + A^<[]cch where n^cE,, 

(1) 



is the number of the first 



CCE used for transmission of the corresponding DCI assignment and A^puccH ^^ configured by higher layers. 

for a PDSCH transmission on the primary cell where there is not a corresponding PDCCH detected within 
subframe(s) n-k , where ke K , the value of "puccH / '^ determined according to higher layer configuration 
and Table 9.2-2. 

for a PDSCH transmission indicated by the detection of a corresponding PDCCH within subframe(s) n-k , 
where ke K on the secondary cell, the value of "puccH ; ' ^'^'^ ^^^ value of Hpy^^^ ■_^^ for a subframe n 

with M =2 or for a subframe n with M =1 and a transmission mode on the secondary cell that supports up 
to two transport blocks is determined according to higher layer configuration and Table 10.1.2.2.1-2. The TPC 
field in the DCI format of the corresponding PDCCH shall be used to determine the PUCCH resource values 
from one of the four resource values configured by higher layers, with the mapping defined in Table 10. 1.2.2. 1- 
2. For a UE configured for a transmission mode on the secondary cell that supports up to two transport blocks 
and a subframe n with M = 1, or for a subframe n with M = 2 , a PUCCH resource value in Table 10.1.2.2.1-2 

maps to two PUCCH resources ("puccH ('"pucCH i+l-* ' otherwise, the PUCCH resource value maps to a 

single PUCCH resource "puccH ; ■ ^ ^^ ^^^^^ assume that the same HARQ-ACK PUCCH resource value is 
transmitted in the TPC field on all PDCCH assignments on the secondary cells in a given subframe. 

Table 10.1.3.2-1: Transmission of HARQ-ACK multiplexing for A = 2 



HARQ-ACK(O), HARQ-ACK(I) 


„(!) 
"pUCCH 


b(OMl) 


ACK, ACK 


"PUCCH.l 


1,0 


ACK, NACK/DTX 


"PUCCH.O 


1, 1 


NACK/DTX, ACK 


"PUCCH.l 


0, 1 


NACK, NACK/DTX 


"PUCCH.O 


0,0 


DTX, NACK/DTX 


No Transmission 
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Table 10.1.3.2-2: Transmission of HARQ-ACK multiplexing for 4 = 3 



HARQ-ACK(O), HARQ-ACK(I), HARQ- 
ACK(2) 


„(!) 
"PUCCH 


bmb{[) 


ACK, ACK, ACK 


"PUCCH,2 


1, 1 


ACK, ACK, NACK/DTX 


"PUCCH,1 


1,0 


ACK, NACK/DTX, ACK 


"PUCCH,2 


1,0 


ACK, NACK/DTX, NACK/DTX 


"PUCCH,0 


1, 1 


NACK/DTX, ACK, ACK 


"PUCCH,2 


0, 1 


NACK/DTX, ACK, NACK/DTX 


"PUCCH,1 


0, 1 


NACK/DTX, NACK/DTX, ACK 


"PUCCH,2 


0,0 


NACK, NACK/DTX, NACK/DTX 


"PUCCH,0 


0,0 


DTX, NACK/DTX, NACK/DTX 


No Transmission 



Table 10.1.3.2-3: Transmission of HARQ-ACK multiplexing for /\ = 4 



HARQ-ACK(O), HARQ-ACK(I), HARQ-ACK(2), HARQ-ACK(3) 


"PUCCH 


b(O)bil) 


ACK, ACK, ACK, ACK 


"PUCCH,1 


1, 1 


ACK, ACK, ACK, NACK/DTX 


"PUCCH,2 


1, 1 


ACK, ACK, NACK/DTX, ACK 


"PUCCH,() 


1,0 


ACK, ACK, NACK/DTX, NACK/DTX 


"PUCCH,1 


1,0 


ACK, NACK/DTX, ACK, ACK 


"PUCCH,3 


1, 1 


ACK, NACK/DTX, ACK, NACK/DTX 


"PUCCH,2 


1,0 


ACK, NACK/DTX, NACK/DTX, ACK 


"PUCCH,0 


0, 1 


ACK, NACK/DTX, NACK/DTX, NACK/DTX 


"PUCCH,0 


1, 1 


NACK/DTX, ACK, ACK, ACK 


"PUCCH,1 


0,0 


NACK/DTX, ACK, ACK, NACK/DTX 


"PUCCH,2 


0, 1 


NACK/DTX, ACK, NACK/DTX, ACK 


"PUCCH,3 


1,0 


NACK/DTX, ACK, NACK/DTX, NACK/DTX 


"PUCCH,1 


0,1 


NACK/DTX, NACK/DTX, ACK, ACK 


"PUCCH,3 


0,1 


NACK/DTX, NACK/DTX, ACK, NACK/DTX 


"PUCCH,2 


0,0 


NACK/DTX, NACK/DTX, NACK/DTX, ACK 


"PUCCH,3 


0,0 


NACK, NACK/DTX, NACK/DTX, NACK/DTX 


"PUCCH,() 


0,0 


DTX, NACK/DTX, NACK/DTX, NACK/DTX 


No Transmission 
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Table 10.1.3.2-4: Mapping of subframes on each serving cell to HARQ-ACK(y') for PUCCH format 1b 

HARQ-ACK channel selection for TDD with M = 2 



HARQ-ACK(i) 



HARQ-ACK(O) 



HARQ-ACK(I) 



HARQ-ACK(2) 



HARQ-ACK(3) 



The first subframe of 
Primary cell 



The second subframe 
of Primary cell 



The first subframe of 
Secondary cell 



The second subframe 
of Secondary cell 



For TDD HARQ-ACK multiplexing with PUCCH format lb with channel selection and sub-frame n with M >2 
and two configured serving cells, where M is the number of elements in the set K defined in Table 10.1.3.1-1, 

denotes Wpu^cj^ ,- < / < 3 as the PUCCH resource derived from the transmissions in M DL sub-frames associated 

with the UL subframe n . /^puccHO ^'^'^ /ipu^cH i ^^ ^^^^'-i^'-^'^ ^''■^ '■'^^ P'-^'^C^ '■'^^'^^™i^^i°'^(^) ^"^ ^ P^^^'^ 
indicating downlink SPS release (defined in section 9.2) on the primary cell and ^puccH 2 ^'^'^ ^pucch 3 ^^ 
associated with the PDSCH transmission(s) on the secondary cell. 



For Primary cell: 

If for a PDSCH transmission on the primary cell where there is not a corresponding PDCCH detected within the 
subframe(s) n-k , where ke K , 

o the value of ^puccH o i^ determined according to higher layer configuration and Table 9.2-2. 

o for a PDSCH transmission on the primary cell indicated by the detection of a corresponding PDCCH 
within the subframe(s) n — k^^^ , where k^^^ e K with the DAI value in the PDCCH equal to ' 1' 
(defined in Table 7.3-X) or a PDCCH indicating downUnk SPS release (defined in section 9.2) within 
the subframe(s) n — k^^, where ^„, e K with the DAI value in the PDCCH equal to '1', the 

PUCCH resource «pucch,i = (-^ ~'^~l)'-^c +'^'-^r+i +"ccE,m +-^pucch where c is selected 
from {0, 1, 2, 3} such that A^^ < H^ce,™ < -^c+i ' 

A^^, = maxj 0, [ [// °b ■ (N^J^ ■ C - 4)] / 36 J } , where nccE,,„ is the number of the first CCE 

used for transmission of the corresponding PDCCH in subframe n — ^,„ and A^puccH '^ configured 
by higher layers. 

o HARQ-ACK(O) is the ACK/NACK/DTX response for the PDSCH transmission without a 

corresponding PDCCH. HARQ-ACK(j), 1 < j < M - 1 , is the ACK/NACK/DTX response for the 

PDSCH transmission with corresponding PDCCH and DAI value in the PDCCH equal to ' j\ 

Otherwise, 

o for a PDSCH transmission on the primary cell indicated by the detection of a corresponding PDCCH 
within the subframe(s) n — k^^^ , where k^ G K with the DAI value in the PDCCH equal to either 
'1' or '2' or a PDCCH indicating downlink SPS release (defined in section 9.2) within the 
subframe(s) n — k^^, where /c,,, e K with the DAI value in the PDCCH equal to either '1' or '2', 

the PUCCH resource Hpy^^jj ,. = [M —m-l)-N^+m- N^,_^i + n^^^ ^ + A^puccH ' where c is 

selected from {0, 1, 2, 3} such that A^^, < n^^^ ^^ < N^_^^ , 

N^ = max{ 0, [ [N^^ ■ (NfJ^ ■ C - 4)] / 36 J } , where n^cKm is the number of the first CCE 

used for transmission of the corresponding PDCCH in subframe ^~k^ ^ ^pucce is configured by 

higher layers, Z = for the corresponding PDCCH with the DAI value equal to ' 1' and i — \ for 
the corresponding PDCCH with the DAI value equal to '2'. 
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o HARQ-ACK(i), < j < M - 1 , is the ACK/NACK/DTX response for the PDSCH transmission with 
corresponding PDCCH and DAI value in the PDCCH equal to ' j + 1' . 



For Secondary cell: 



for a PDSCH transmission on the secondary cell indicated by the detection of a corresponding PDCCH on the 
primary cell within the subframe(s) n — k^, where k^ G K with the DAI value in the PDCCH equal to either 
'1' or '2', the PUCCH resources n,*'^ -''"'' - ^"^ ''^ .... a/- ... . atW 



PUCCH,/ 



:(M-m-l)-A^^+m-A^^^i+nccE,m + ^puccH' where c is 

selected from {0, 1, 2, 3} such that N^. < n^^^^ < N^.^^ , N^ = max{ 0, [ [N^^ ■ (NfJ^ ■ C - 4)] / 36 J } , 

where n^^^ ^ is the number of the first CCE used for transmission of the corresponding PDCCH in subframe 

n-k^, A^puccH i^ configured by higher layers, / = 2 for the corresponding PDCCH with the DAI value 
equal to '1' and / = 3 for the corresponding PDCCH with the DAI value equal to '2'. 

for a PDSCH transmission indicated by the detection of a corresponding PDCCH within the subframe(s) 



,(1) 



,(1) 



n-k , where ke K on the secondary cell, the value of tlp^^^^^^ 2 ^"d Hp^^^^^^ 3 is determined according to 

higher layer configuration and Table 10.1.2.2.1-2. The TPC field in the DCI format of the corresponding 
PDCCH shall be used to determine the PUCCH resource values from one of the four resource values configured 
by higher layers, with the mapping defined in Table 10.1.2.2.1-2. A UE shall assume that the same HARQ- 
ACK PUCCH resource value is transmitted in the TPC field on all PDCCH assignments on the secondary cell 
in a given subframe. 

- HARQ-ACK(j), < J < M - 1 , is the ACK/NACK/DTX response for the PDSCH transmission with 
corresponding PDCCH and DAI value in the PDCCH equal to ' j -1- 1 ' . 

A UE shall perform channel selection according to the Tables 10.1.3.2-5, and 10.1.3.2-6 and transmit b(0),b(V) on 



PUCCH resource n 



PUCCH i'^ sub-frame n using PUCCH format lb according to section 5.4.1 in [3]. The value of 

,(1) 



b(0),b(l) and the PUCCH resource ^puccH '^^^ generated by channel selection according to Tables 10.1.3.2-5, and 
10.1.3.2-6 forM= 3, and 4 respectively. 



Table 10.1.3.2-5: Transmission of HARQ-ACK multiplexing for M= 3 



Primary Cell 


Secondary Cell 


Resource 


Constellation 


RM Code Input 
Bits 


HARQ-ACK(O), HARQ- 
ACK(1), HARQ-ACK(2) 


HARQ-ACK(O), HARQ- 
ACK(1), HARQ-ACK(2) 


„m 

"PUCCH 


b(0)Ml) 


0(0), o(l), 0(2), 0(3) 


ACK, ACK, ACK 


ACK, ACK, ACK 


"PUCCH.l 


1, 1 


1,1,1,1 


ACK, ACK, NACK/DTX 


ACK, ACK, ACK 


„(1) 
"PUCCH.l 


0,0 


1,0,1,1 


ACK, NACK/DTX, any 


ACK, ACK, ACK 


„(1) 
"PUCCH,3 


1, 1 


0,1,1,1 


NACK/DTX, any, any 


ACK, ACK, ACK 


"PUCCH,3 


0, 1 


0,0,1,1 


ACK, ACK, ACK 


ACK, ACK, NACK/DTX 


„(1) 
"PUCCH.O 


1,0 


1,1,1,0 


ACK, ACK, NACK/DTX 


ACK, ACK, NACK/DTX 


"PUCCH,3 


1,0 


1,0,1,0 


ACK, NACK/DTX, any 


ACK, ACK, NACK/DTX 


"PUCCH.O 


0, 1 


0,1,1,0 


NACK/DTX, any, any 


ACK, ACK, NACK/DTX 


"PUCCH,3 


0,0 


0,0,1,0 


ACK, ACK, ACK 


ACK, NACK/DTX, any 


„(1) 
"PUCCH,2 


1, 1 


1, 1,0, 1 


ACK, ACK, NACK/DTX 


ACK, NACK/DTX, any 


„(1) 
"PUCCH,2 


0, 1 


1,0,0,1 


ACK, NACK/DTX, any 


ACK, NACK/DTX, any 


"PUCCH,2 


1,0 


0,1,0,1 
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NACK/DTX, any, any 


ACK, NACK/DTX, any 


"PUCCH,2 


0,0 


0, 0, 0, 1 


ACK, ACK, ACK 


NACK/DTX, any, any 


"PUCCH.l 


1,0 


1,1,0,0 


ACK, ACK, NACK/DTX 


NACK/DTX, any, any 


„(1) 
"PUCCH.l 


0, 1 


1,0,0,0 


ACK, NACK/DTX, any 


NACK/DTX, any, any 


„(1) 
"PUCCH.O 


1, 1 


0, 1,0, 


NACK, any, any 


NACK/DTX, any, any 


"PUCCH.O 


0,0 


0, 0, 0, 


DTX, any, any 


NACK/DTX, any, any 


No Transmission 


0,0,0,0 



Table 10.1.3.2-6: Transmission of HARQ-ACK multiplexing for M= 4 



Primary Cell 


Secondary Cell 


Resource 


Constellation 


RM Code Input 
Bits 


HARQ-ACK(O), 
HARQ-ACK(I), 
HARQ-ACK(2), 
HARQ-ACK(3) 


HARQ-ACK(O), HARQ- 

ACK(1), HARQ-ACK(2), 

HARQ-ACK(3) 


"PUCCH 


b{Q),b{\) 


0(9), o(l), 0(2), 0(3) 


ACK, ACK, ACK, 
NACK/DTX 


ACK, ACK, ACK, NACK/DTX 


„(1) 
"PUCCH,1 


1, 1 


1, 1, 1, 1 


ACK, ACK, 
NACK/DTX, any 


ACK, ACK, ACK, NACK/DTX 


„(1) 
"PUCCH,1 


0,0 


1,0, 1, 1 


ACK, DTX, DTX, DTX 


ACK, ACK, ACK, NACK/DTX 


"PUCCH,3 


1, 1 


0, 1, 1, 1 


ACK, ACK, ACK, 
ACK 


ACK, ACK, ACK, NACK/DTX 


„(1) 
"PUCCH,3 


1, 1 


0,1,1,1 


NACK/DTX, any, any, 
any 


ACK, ACK, ACK, NACK/DTX 


„(1) 
"PUCCH,3 


0, 1 


0,0, 1, 1 


(ACK, NACK/DTX, 
any, any), except for 
(ACK, DTX, DTX, 
DTX) 


ACK, ACK, ACK, NACK/DTX 


"PUCCH,3 


0, 1 


0,0, 1, 1 


ACK, ACK, ACK, 
NACK/DTX 


ACK, ACK, NACK/DTX, any 


"PUCCH,0 


1,0 


1, 1, 1, 


ACK, ACK, 
NACK/DTX, any 


ACK, ACK, NACK/DTX, any 


"PUCCH,3 


1,0 


1,0,1,0 


ACK, DTX, DTX, DTX 


ACK, ACK, NACK/DTX, any 


"PUCCH,0 


0, 1 


0, 1, 1,0 


ACK, ACK, ACK, 
ACK 


ACK, ACK, NACK/DTX, any 


"PUCCH,0 


0, 1 


0,1,1,0 


NACK/DTX, any, any, 
any 


ACK, ACK, NACK/DTX, any 


"PUCCH,3 


0,0 


0,0, 1,0 


(ACK, NACK/DTX, 
any, any), except for 
(ACK, DTX, DTX, 
DTX) 


ACK, ACK, NACK/DTX, any 


"PUCCH,3 


0,0 


0,0, 1,0 


ACK, ACK, ACK, 
NACK/DTX 


ACK, DTX, DTX, DTX 


"PUCCH,2 


1, 1 


1, 1,0, 1 


ACK, ACK, ACK, 
NACK/DTX 


ACK, ACK, ACK, ACK 


"PUCCH,2 


1, 1 


1, 1,0, 1 


ACK, ACK, 
NACK/DTX, any 


ACK, DTX, DTX, DTX 


"PUCCH,2 


0, 1 


1,0, 0, 1 


ACK, ACK, 
NACK/DTX, any 


ACK, ACK, ACK, ACK 


"PUCCH,2 


0, 1 


1,0, 0, 1 


ACK, DTX, DTX, DTX 


ACK, DTX, DTX, DTX 


"PUCCH,2 


1,0 


0, 1,0, 1 


ACK, DTX, DTX, DTX 


ACK, ACK, ACK, ACK 


"PUCCH,2 


1,0 


0, 1,0, 1 


ACK, ACK, ACK, 
ACK 


ACK, DTX, DTX, DTX 


"PUCCH,2 


1,0 


0, 1,0, 1 


ACK, ACK, ACK, 
ACK 


ACK, ACK, ACK, ACK 


"PUCCH,2 


1,0 


0, 1,0, 1 


NACK/DTX, any, any, 
any 


ACK, DTX, DTX, DTX 


"PUCCH,2 


0,0 


0, 0, 0, 1 
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NACK/DTX, any, any, 
any 


ACK, ACK, ACK, ACK 


"PUCCH,2 


0,0 


0, 0, 0, 1 


(ACK, NACK/DTX, 
any, any), except for 
(ACK, DTX, DTX, 
DTX) 


ACK, DTX, DTX, DTX 


"PUCCH,2 


0,0 


0, 0, 0, 1 


(ACK, NACK/DTX, 
any, any), except for 
(ACK, DTX, DTX, 
DTX) 


ACK, ACK, ACK, ACK 


"PUCCH,2 


0,0 


0, 0, 0, 1 


ACK, ACK, ACK, 
NACK/DTX 


NACK/DTX, any, any, any 


„(1) 
"PUCCH,1 


1,0 


1, 1,0, 


ACK, ACK, ACK, 
NACK/DTX 


(ACK, NACK/DTX, any, any), 
except for (ACK, DTX, DTX, 
DTX) 


„(1) 
"PUCCH,1 


1,0 


1, 1,0, 


ACK, ACK, 
NACK/DTX, any 


NACK/DTX, any, any, any 


"PUCCH,1 


0, 1 


1,0,0,0 


ACK, ACK, 
NACK/DTX, any 


(ACK, NACK/DTX, any, any), 
except for (ACK, DTX, DTX, 
DTX) 


„(1) 
"PUCCH,1 


0, 1 


1,0,0,0 


ACK, DTX, DTX, DTX 


NACK/DTX, any, any, any 


"PUCCH,0 


1, 1 


0, 1,0, 


ACK, DTX, DTX, DTX 


(ACK, NACK/DTX, any, any), 
except for (ACK, DTX, DTX, 
DTX) 


"PUCCH,0 


1, 1 


0, 1,0, 


ACK, ACK, ACK, 
ACK 


NACK/DTX, any, any, any 


"PUCCH,0 


1, 1 


0, 1,0, 


ACK, ACK, ACK, 
ACK 


(ACK, NACK/DTX, any, any), 
except for (ACK, DTX, DTX, 
DTX) 


"PUCCH,0 


1, 1 


0, 1,0, 


NACK, any, any, any 


NACK/DTX, any, any, any 


"PUCCH,0 


0,0 


0, 0, 0, 


NACK, any, any, any 


(ACK, NACK/DTX, any, any), 
except for (ACK, DTX, DTX, 
DTX) 


"PUCCH,0 


0,0 


0, 0, 0, 


(ACK, NACK/DTX, 
any, any), except for 
(ACK, DTX, DTX, 
DTX) 


NACK/DTX, any, any, any 


"PUCCH,0 


0,0 


0, 0, 0, 


(ACK, NACK/DTX, 
any, any), except for 
(ACK, DTX, DTX, 
DTX) 


(ACK, NACK/DTX, any, any), 
except for (ACK, DTX, DTX, 
DTX) 


"PUCCH,0 


0,0 


0, 0, 0, 


DTX, any, any, any 


NACK/DTX, any, any, any 


No Transmission 


0, 0, 0, 


DTX, any, any, any 


(ACK, NACK/DTX, any, any), 

except for (ACK, DTX, DTX, 

DTX) 


No Transmission 


0, 0, 0, 



10.1.3.2.2 



PUCCH format 3 HARQ-ACK procedure 



For TDD HARQ-ACK transmission with PUCCH format 3 and sub-frame n with M >\ and more than one 
configured serving cell, where M is the number of elements in the set K defined in Table 10.1.3.1-1, the UE shall 

use PUCCH resource "puccH ^^ ^pucch for transmission of HARQ-ACK in subframe n on antenna port /? where 



for a single PDSCH transmission only on the primary cell indicated by the detection of a corresponding PDCCH 
within subframe(s) n-k , where k e K with the DAI value in the PDCCH equal to '1' (defined in Table 7.3- 

X), or for a PDCCH indicating downlink SPS release (defined in section 9.2) within subframe(s) n-k , where 

k e K with the DAI value in the PDCCH equal to '1', the UE shall use PUCCH format la/ lb and PUCCH 



Jhp) 



(l,P=Po'> — 



resource npuccH with tip^jccu 



(1) 



= (M -m-V)- N^+m- A^'^^j -I- «ccE,m + -^pucch for antenna port 



P = Pq, where A^ 



(1) 

PUCCH 



is configured by higher layers, c is selected from {0, 1, 2, 3 } such that 



^c ^ «CCE.™ < A'.+l ' ^C 



■ max 



{o. 



[N^h-(N^^-c-4-)]/36 



and n^pg ^ is the number of the first CCE 
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used for transmission of the corresponding PDCCH in subframe n-k^ where k e K ■ When two antenna port 
transmission is configured for PUCCH format la/lb, the PUCCH resource for p = Pi is given by 

"■PUCCH "pUCCH ^^ 

- for a single PDSCH transmission only on the primary cell where there is not a corresponding PDCCH detected 
within subframe(s) n-k , where k e K and no PDCCH indicating downlink SPS release (defined in section 

9.2) within subframe(s) n-k , where k e AT, the UE shall use PUCCH format la/lb and PUCCH resource 

^puccH ^i'-h the value of RpuccH i^ determined according to higher layer configuration and Table 9.2-2. For a 
UE configured for two antenna port transmission for PUCCH format la/lb, a PUCCH resource value in Table 
9.2-2 maps to two PUCCH resources with the first PUCCH resource Hpy^^j^" for antenna port pq and the 

second PUCCH resource Hp^^^l^' for antenna port p j , otherwise, the PUCCH resource value maps to a single 

PUCCH resource ^pucch" ^'^^ antenna port p^ . 

for M >1 and a PDSCH transmission only on the primary cell where there is not a corresponding PDCCH 
detected within subframe(s) n-k , where k e K and an additional PDSCH transmission only on the primary 

cell indicated by the detection of a corresponding PDCCH within subframe(s) n-k , where k e K with the 

DAI value in the PDCCH equal to '1' (defined in Table 7.3-X) or a PDCCH indicating downlink SPS release 
(defined in section 9.2) within the subframe(s) n-k , where k e K with the DAI value in the PDCCH equal 

to '1', the UE shall transmit h(0),b(l) in subframe n using PUCCH format lb on PUCCH resource npu,,,;,^ 
selected from A PUCCH resources flp^f^^y^j where < J < A — 1 , according to Table 10.1.3.2-1 and Table 

10.1.3.2-2 for A — 2 and A = 3 , respectively. For a UE configured with a transmission mode that supports up 
to two transport blocks on the primary cell, A = 3 ; otherwise, A — 2. 

o The PUCCH resource npu^cHO is determined according to higher layer configuration and Table 9.2-2. 
The PUCCH resource np^^^^^ j is determined as 

«puccH,i =(M-m-l)-N^+m- N^^^ + n^c^^ + A^^1]cch ' where n'^^coi is configured by higher 
layers, c is selected from {0, 1, 2, 3} such that A^^ < n^,^^^ < N^, 

N^. = max jo, 

transmission of the corresponding PDCCH in subframe n-k^ where k e K ■ For a UE configured 
with a transmission mode that supports up to two transport blocks on the primary cell, the PUCCH 
resource Wp^ccni ^^ determined as rip^ccHi = "pucch i + 1 ■HARQ-ACK(O) is the ACK/NACK/DTX 
response for the PDSCH without a corresponding PDCCH detected. HARQ-ACK(l) is the 
ACK/NACK/DTX response for the first transport block of the PDSCH indicated by the detection of a 
corresponding PDCCH for which the value of the DAI field in the corresponding DCI format is equal to 
' 1 ' or for the PDCCH indicating downlink SPS release for which the value of the DAI field in the 
corresponding DCI format is equal to '1'. HARQ-ACK(2) is the ACK/NACK/DTX response for the 
second transport block of the PDSCH indicated by the detection of a corresponding PDCCH for which 
the value of the DAI field in the corresponding DCI format is equal to ' 1 ' . 

for M > 1 and a PDSCH transmission only on the primary cell indicated by the detection of a corresponding 
PDCCH within subframe(s) n-k , where k e K with the DAI value in the PDCCH greater than ' 1 ' (defined 

in Table 7.3-X) or a PDCCH indicating downlink SPS release (defined in section 9.2) within the subframe(s) 
n - A:„, , where yt,„ e K with the DAI value in the PDCCH greater than '1', the UE shall use PUCCH format 3 

and PUCCH resource "pucCH where the value of WpucCH ^^ determined according to higher layer 
configuration and Table 10.1.2.2.2-1 and the TPC field in a PDCCH assignment with DAI value greater than '1' 
shall be used to determine the PUCCH resource value from one of the four PUCCH resource values configured 
by higher layers, with the mapping defined in Table 10.1.2.2.2-1. A UE shall assume that the same HARQ- 
ACK PUCCH resource value is transmitted on all PDCCH assignments used to determine the PUCCH resource 
values within the subframe(s) n-k , where k e K ■ 
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for a PDSCH transmission on the secondary cell indicated by the detection of a corresponding PDCCH within 
subframe(s) n-k^, where k^e K , the UE shall use PUCCH format 3 and PUCCH resource WpuccH where 

the value of "puccH ^^ determined according to higher layer configuration and Table 10.1.2.2.2-1 and the 

TPC field in the corresponding PDCCH shall be used to determine the PUCCH resource value from one of the 
four resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.2-1. If a PDCCH 
corresponding to a PDSCH on the primary cell within subframe(s) n-k , where k e K , or a PDCCH 

indicating downlink SPS release (defined in section 9.2) within subframe(s) n-k , where k e AT , is detected, 

the TPC field in the PDCCH with the DAI value greater than '1' shall be used to determine the PUCCH 
resource value from one of the four resource values configured by higher layers, with the mapping defined in 
Table 10.1.2.2.2-1. A UE shall assume that the same HARQ-ACK PUCCH resource value is transmitted on all 
PDCCH assignments in the primary cell and in each secondary cell that are used to determined the PUCCH 
resource value within the subframe(s) n-k , where k e K ■ 

For PUCCH format 3 and PUCCH resource "puccH ^^^ ^ ^^ configured for two antenna port transmission, a 
PUCCH resource value in Table 10.1.2.2.2-1 maps to two PUCCH resources with the first PUCCH resource 
^pucch" ^^^ antenna port p^ and the second PUCCH resource fly^jCQ^ for antenna port p ^ , otherwise, 
the PUCCH resource value maps to a single PUCCH resource n^-^^Q^' for antenna port p^ . 

10.1.4 HARQ-ACK Repetition procedure 

HARQ-ACK repetition is enabled or disabled by a UE specific parameter ackNackRepetition configured by higher 
layers. Once enabled, the UE shall repeat any HARQ-ACK transmission with a repetition factor N ^^^^^ , where 

^ANRep ^^ provided by higher layers and includs the initial HARQ-ACK transmission, until HARQ-ACK repetition 

is disabled by higher layers. For a PDSCH transmission without a corresponding PDCCH detected, the UE shall 

transmit the corresponding HARQ-ACK response A'^ANRep times using PUCCH resource npu^cH configured by 

higher layers. For a PDSCH transmission with a corresponding PDCCH detected, or for a PDCCH indicating 
downlink SPS release, the UE shall first transmit the corresponding HARQ-ACK response once using PUCCH 
resource derived from the corresponding PDCCH CCE index (as described in Sections 10.1.2 and 10.1.3), and 

repeat the transmission of the corresponding HARQ-ACK response A'^anrbp ~ ^ times always using PUCCH 
resource n^u'^^cH, ANRep ' where n|>ucCH, ANRep is configured by higher layers. 

HARQ-ACK repetition is only applicable for UEs configured with one serving cell for FDD and TDD. For TDD, 
HARQ-ACK repetition is only applicable for HARQ-ACK bundling. 

HARQ-ACK repetition can be enabled with PUCCH format la/lb on two antenna ports. 

1 0.1 .5 Sclneduling Request (SR) procedure 

A UE is configured by higher layers to transmit the scheduling request (SR) on one antenna port or two antenna 
ports. The scheduling request shall be transmitted on the PUCCH resource(s) n^ijCCVi ~ "pucCH SRI ^^^ antenna 
port;? as defined in [3], where npuc^jj sRi ^^ configured by higher layers unless the SR coincides in time with the 
transmission of HARQ-ACK using PUCCH Format 3 in which case the SR is multiplexed with HARQ-ACK 
according to section 5.2.3.1 of [4]. The SR configuration for SR transmission periodicity '^^periodicity ^^^ SR 
subframe offset A^offsetsr is defined in Table 10.1.5-1 by the parameter ir-Con/i'g/niiex /^^ given by higher layers. 

SR transmission instances are the uplink subframes satisfying 

(lOX «/ + L«.5 I 2j - A^OFFSET.SR ) mod 57JpERioDICITY = ■ 
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Table 10.1.5-1 : UE-specific SR periodicity and subframe offset configuration 



SR configuration Index /^^ 


SR periodicity (ms) 

•^^PERIODICITY 


SR subframe offset A^offset.sr 


0-4 


5 


IsR 


5-14 


10 


IsR-5 


15-34 


20 


/..-15 


35-74 


40 


/,,-35 


75-154 


80 


/..-75 


155-156 


2 


/,,-155 


157 


1 


/,,-157 



1 0.2 Uplink HARQ-ACK timing 



For FDD, the UE shall upon detection of a PDSCH transmission in subframe ti-4 intended for the UE and for which an 
HARQ-ACK shall be provided, transmit the HARQ-ACK response in subframe n. If HARQ-ACK repetition is enabled, 
upon detection of a PDSCH transmission in subframe n-4 intended for the UE and for which HARQ-ACK response 
shall be provided, and if the UE is not repeating the transmission of any HARQ-ACK in subframe n corresponding to 



a PDSCH transmission in subframes n — N 



ANRcp 



-3, 



n-5,theUE: 



• shall transmit only the HARQ-ACK response (corresponding to the detected PDSCH transmission in 
subframe n-4) on PUCCH in subframes «, n + 1, ..., h + A^anrc ~1' 



shall not transmit any other signal in subframes « , n + 1. 



«+^ANRep-l;™d 



shall not transmit any HARQ-ACK response repetitions corresponding to any detected PDSCH transmission 
in subframes «-3, ..., „ + Af 5. 



ANRep 



For TDD, the UE shall upon detection of a PDSCH transmission within subframe(s) n-k , where ke K and K is 
defined in Table 10.1.3.1-1 intended for the UE and for which HARQ-ACK response shall be provided, transmit the 
HARQ-ACK response in UL subframe n. If HARQ-ACK repetition is enabled, upon detection of a PDSCH 
transmission within subframe(s) n-fc, where ke K and K is defined in Table 10.1.3.1-1 intended for the UE and 
for which HARQ-ACK response shall be provided, and if the UE is not repeating the transmission of any HARQ-ACK 
in subframe n corresponding to a PDSCH transmission in a DL subframe earlier than subframe n-k , the UE: 

• shall transmit only the HARQ-ACK response (corresponding to the detected PDSCH transmission in 



subframe n-k) on PUCCH in UL subframe n and the next A^ 

'^ ANRep ^ 



ANRep 



• 1 UL subframes denoted as n^ , 



• shall not transmit any other signal in UL subframe n , n^ 



,nj^ _, ; and 



• shall not transmit any HARQ-ACK response repetitions corresponding to any detected PDSCH transmission 
in subframes n^—k, where kE K^, ^, is the set defined in Table 10. 1.3.1-1 corresponding to UL 

subframe n, , and l<i< A^^^NRep ~ ^ ■ 

For TDD, HARQ-ACK bundling, if the UE detects that at least one downlink assignment has been missed as described 
in Section 7.3, the UE shall not transmit HARQ-ACK on PUCCH if HARQ-ACK is the only UCI present in a given 
subframe. 

The uplink timing for the ACK corresponding to a detected PDCCH indicating downlink SPS release shall be the same 
as the uplink timing for the HARQ-ACK corresponding to a detected PDSCH, as defined above. 
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1 1 Physical multicast channel related procedures 

11.1 UE procedure for receiving the physical multicast channel 

The UE shall decode the PMCH when configured by higher layers. The UE may assume that an eNB transmission on 
the PMCH is performed according to Section 6.5 of [3]. 

The/^P5 for the PMCH is configured by higher layers. The UE shall use /^j^g for the PMCH and Table 7.1.7.1-1 to 

determine the modulation order {Q^ ) and TBS index ( I^-^^ ) used in the PMCH. The UE shall then follow the 

procedure in Section 7. 1 .7.2. 1 to determine the transport block size, assuming N-p^-^ is equal to N^^ . The UE shall set 
the redundancy version to for the PMCH. 

1 1 .2 UE procedure for receiving MCCH change notification 

If a UE is configured by higher layers to decode PDCCHs with the CRC scrambled by the M-RNTI, the UE shall 
decode the PDCCH according to the combination defined in table 11. 2-1. 

Table 11.2-1: PDCCH configured by M-RNTI 



DC! format 


Search Space 


DCI format 1C 


Common 



The 8-bit information for MCCH change notification [11], as signalled on the PDCCH, shall be delivered to higher 
layers. 
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8.4.0 


8.5.0 


03/12/08 


RAN 42 


RP-081075 


138 
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8.4.0 


8.5.0 
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Correction on SRS procedure when shortened PUCCH format is 
used 


8.4.0 
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8.4.0 
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Clarification of UE-specific time domain position for SR 
transmission 


8.4.0 


8.5.0 


03/12/08 


RAN 42 


RP-081075 


176 
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8.5.0 
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